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***** BEGIN MODIFICATION *****
4
3GPP IMS Management Object

The 3GPP IMS Management Object is used to manage settings of the UE for IM CN Subsystem protocols. The Management Object covers generic parameters for the IM CN subsystem. The Management Object enables the management of the settings on behalf of the end user.

The Management Object Identifier is: urn:oma:mo:ext-3gpp-ims:1.0.
Protocol compatibility: This MO is compatible with OMA DM 1.2.

The following nodes and leaf objects are possible under the 3GPP_IMS node:
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Figure 1: The 3GPP IMS Management Object

***** NEXT MODIFICATION *****
5.27
/<X>/Keep_Alive_Enabled
The Keep_Alive_Enabled leaf indicates whether the UE sends keep alives.

-
Occurrence: One

-
Format: bool

-
Access Types: Get, Replace
-
Values: 0, 1
0 – Indicates that the UE does not send keep alives.

1 – Indicates that the UE is to send keep alives.

3GPP TS 24.229 [5] describes the normative behaviour for the UE sending keep alives when the Keep_Alive_Enabled leaf indicates that sending keep alives is enabled.
***** NEXT MODIFICATION *****
Annex A (informative):
Management Object DDF

This DDF is the standardized minimal set. A vendor can define it’s own DDF for the complete device. This DDF can include more features than this minimal standardized version.

<?xml version="1.0" encoding="UTF-8"?>

<!DOCTYPE MgmtTree PUBLIC "-//OMA//DTD-DM-DDF 1.2//EN"

             "http://www.openmobilealliance.org/tech/DTD/DM_DDF-V1_2.dtd">
<MgmtTree>


<VerDTD>1.2</VerDTD>


<Man>--The device manufacturer--</Man>


<Mod>--The device model--</Mod>


<Node>



<NodeName>3GPP_IMS</NodeName>



<DFProperties>




<AccessType>





<Get/>




</AccessType>




<Description>3GPP IMS settings</Description>




<DFFormat>





<node/>




</DFFormat>




<Occurrence>





<OneOrMore/>




</Occurrence>




<Scope>





<Permanent/>




</Scope>




<DFTitle>The 3GPP IMS Management Object.</DFTitle>




<DFType>





<DDFName/>




</DFType>



</DFProperties>



<Node>




<NodeName>AppID</NodeName>




<DFProperties>





<AccessType>






<Get/>





</AccessType>





<DFFormat>






<chr/>





</DFFormat>





<Occurrence>






<One/>





</Occurrence>





<Scope>






<Permanent/>





</Scope>





<DFTitle>The Application ID.</DFTitle>





<DFType>






<MIME>text/plain</MIME>





</DFType>




</DFProperties>



</Node>



<Node>




<NodeName>Name</NodeName>




<DFProperties>





<AccessType>






<Get/>





</AccessType>





<DFFormat>






<chr/>





</DFFormat>





<Occurrence>






<ZeroOrOne/>





</Occurrence>





<Scope>






<Dynamic/>





</Scope>





<DFTitle>User displayable name for the node.</DFTitle>





<DFType>






<MIME>text/plain</MIME>





</DFType>




</DFProperties>



</Node>



<Node>




<NodeName>ConRefs</NodeName>




<!-- The ConRefs node starts here. -->




<DFProperties>





<AccessType>






<Get/>





</AccessType>





<DFFormat>






<node/>





</DFFormat>





<Occurrence>






<One/>





</Occurrence>





<Scope>






<Permanent/>





</Scope>





<DFTitle>A collection of network access point objects.</DFTitle>





<DFType>






<DDFName/>





</DFType>




</DFProperties>




<Node>





<NodeName/>





<DFProperties>






<AccessType>







<Get/>






</AccessType>






<DFFormat>







<node/>






</DFFormat>






<Occurrence>







<OneOrMore/>






</Occurrence>






<Scope>







<Dynamic/>






</Scope>






<DFTitle>The "name" node for a network access point object.</DFTitle>






<DFType>







<DDFName/>






</DFType>





</DFProperties>





<Node>






<NodeName>ConRef</NodeName>






<DFProperties>







<AccessType>








<Get/>








<Replace/>







</AccessType>







<DFFormat>








<chr/>







</DFFormat>







<Occurrence>








<One/>







</Occurrence>







<Scope>








<Permanent/>







</Scope>







<DFTitle>The ConRef (network access point object).</DFTitle>







<DFType>








<MIME>text/plain</MIME>







</DFType>






</DFProperties>





</Node>




</Node>



</Node>


<Node>




<NodeName>PDP_ContextOperPref</NodeName>




<DFProperties>





<AccessType>






<Get/>






<Replace/>





</AccessType>





<DFFormat>






<bool/>





</DFFormat>





<Occurrence>






<One/>





</Occurrence>





<Scope>






<Permanent/>





</Scope>





<DFTitle>Indication of the operator's preference for a dedicated PDP context for IMS signalling.</DFTitle>





<DFType>






<MIME>text/plain</MIME>





</DFType>




</DFProperties>



</Node>



<Node>




<NodeName>P-CSCF_Address</NodeName>




<DFProperties>





<AccessType>






<Get/>






<Replace/>





</AccessType>





<DFFormat>






<chr/>





</DFFormat>





<Occurrence>






<ZeroOrOne/>





</Occurrence>





<Scope>






<Dynamic/>





</Scope>





<DFTitle>The address of the P-CSCF.</DFTitle>





<DFType>






<MIME>text/plain</MIME>





</DFType>




</DFProperties>



</Node>



<Node>




<NodeName>Timer_T1</NodeName>




<DFProperties>





<AccessType>






<Get/>






<Replace/>





</AccessType>





<DFFormat>






<int/>





</DFFormat>





<Occurrence>






<One/>





</Occurrence>





<Scope>






<Permanent/>





</Scope>





<DFTitle>RFC 3261, timer T1.</DFTitle>





<DFType>






<MIME>text/plain</MIME>





</DFType>




</DFProperties>



</Node>



<Node>




<NodeName>Timer_T2</NodeName>




<DFProperties>





<AccessType>






<Get/>






<Replace/>





</AccessType>





<DFFormat>






<int/>





</DFFormat>





<Occurrence>






<One/>





</Occurrence>





<Scope>






<Permanent/>





</Scope>





<DFTitle>RFC 3261, timer T2.</DFTitle>





<DFType>






<MIME>text/plain</MIME>





</DFType>




</DFProperties>



</Node>



<Node>




<NodeName>Timer_T4</NodeName>




<DFProperties>





<AccessType>






<Get/>






<Replace/>





</AccessType>





<DFFormat>






<int/>





</DFFormat>





<Occurrence>






<One/>





</Occurrence>





<Scope>






<Permanent/>





</Scope>





<DFTitle>RFC 3261, timer T4.</DFTitle>





<DFType>






<MIME>text/plain</MIME>





</DFType>




</DFProperties>



</Node>



<Node>




<NodeName>Private_user_identity</NodeName>




<DFProperties>





<AccessType>






<Get/>





</AccessType>





<DFFormat>






<chr/>





</DFFormat>





<Occurrence>






<One/>





</Occurrence>





<Scope>






<Permanent/>





</Scope>





<DFTitle>The private user identity.</DFTitle>





<DFType>






<MIME>text/plain</MIME>





</DFType>




</DFProperties>



</Node>



<Node>




<NodeName>Public_user_identity_List</NodeName>




<!-- The Public_user_identity_List node starts here. -->




<DFProperties>





<AccessType>






<Get/>





</AccessType>





<DFFormat>






<node/>





</DFFormat>





<Occurrence>






<One/>





</Occurrence>





<Scope>






<Permanent/>





</Scope>





<DFTitle>A collection of public user identity objects.</DFTitle>





<DFType>






<DDFName/>





</DFType>




</DFProperties>




<Node>





<NodeName/>





<DFProperties>






<AccessType>







<Get/>






</AccessType>






<DFFormat>







<node/>






</DFFormat>






<Occurrence>







<OneOrMore/>






</Occurrence>






<Scope>







<Dynamic/>






</Scope>






<DFTitle>The "name" node for a public user identity object.</DFTitle>






<DFType>







<DDFName/>






</DFType>





</DFProperties>





<Node>






<NodeName>Public_user_identity</NodeName>






<DFProperties>







<AccessType>








<Get/>







</AccessType>







<DFFormat>








<chr/>







</DFFormat>







<Occurrence>








<One/>







</Occurrence>







<Scope>








<Permanent/>







</Scope>







<DFTitle>The public user identity.</DFTitle>







<DFType>








<MIME>text/plain</MIME>







</DFType>






</DFProperties>





</Node>




</Node>



</Node>



<Node>




<NodeName>Home_network_domain_name</NodeName>




<DFProperties>





<AccessType>






<Get/>





</AccessType>





<DFFormat>






<chr/>





</DFFormat>





<Occurrence>






<One/>





</Occurrence>





<Scope>






<Permanent/>





</Scope>





<DFTitle>The home network domain name.</DFTitle>





<DFType>






<MIME>text/plain</MIME>





</DFType>




</DFProperties>



</Node>



<Node>




<NodeName>Communication_services_identifier_List</NodeName>




<!-- The Communication_services_identifier_List node starts here. -->




<DFProperties>





<AccessType>






<Get/>





</AccessType>





<DFFormat>






<node/>





</DFFormat>





<Occurrence>






<One/>





</Occurrence>





<Scope>






<Permanent/>





</Scope>





<DFTitle>A collection of communication services identifier objects.</DFTitle>





<DFType>






<DDFName/>





</DFType>




</DFProperties>




<Node>





<NodeName/>





<DFProperties>






<AccessType>







<Get/>






</AccessType>






<DFFormat>







<node/>






</DFFormat>






<Occurrence>







<OneOrMore/>






</Occurrence>






<Scope>







<Dynamic/>






</Scope>






<DFTitle>The "name" node for a communication services identifier object.</DFTitle>






<DFType>







<DDFName/>






</DFType>





</DFProperties>





<Node>






<NodeName>Communication_services_identifier</NodeName>






<DFProperties>







<AccessType>








<Get/>








<Replace/>







</AccessType>







<DFFormat>








<chr/>







</DFFormat>







<Occurrence>








<One/>







</Occurrence>







<Scope>








<Permanent/>







</Scope>







<DFTitle>The communication services  identifier.</DFTitle>







<DFType>








<MIME>text/plain</MIME>







</DFType>






</DFProperties>





</Node>





<Node>






<NodeName>ICSI_Resource_Allocation_Mode</NodeName>






<DFProperties>







<AccessType>








<Get/>








<Replace/>







</AccessType>







<DFFormat>








<bool/>







</DFFormat>







<Occurrence>








<ZeroOrOne/>







</Occurrence>







<Scope>








<Permanent/>







</Scope>







<DFTitle>Indicates whether UE initiates resource allocation for the media controlled by IM CN subsystem when a certain ICSI is used for the IMS session and when both UE and network can initiate resource allocation for IMS media.</DFTitle>







<DFType>








<MIME>text/plain</MIME>







</DFType>






</DFProperties>





</Node>



</Node>



</Node>



<Node>




<NodeName>LBO_P-CSCF_Address</NodeName>




<DFProperties>





<AccessType>






<Get/>






<Replace/>





</AccessType>





<DFFormat>






<node/>





</DFFormat>





<Occurrence>






<ZeroOrOne/>





</Occurrence>





<Scope>






<Dynamic/>





</Scope>





<DFTitle>A collection of addresses of the P-CSCF for IMS Local Breakout.</DFTitle>





<DFType>






<DDFName/>





</DFType>




</DFProperties>




<Node>





<NodeName/>





<DFProperties>






<AccessType>







<Get/>






</AccessType>






<DFFormat>







<node/>






</DFFormat>






<Occurrence>







<OneOrMore/>






</Occurrence>






<Scope>







<Dynamic/>






</Scope>






<DFTitle>The "name" node for a P-CSCF address.</DFTitle>






<DFType>







<DDFName/>






</DFType>





</DFProperties>





<Node>






<NodeName>Address</NodeName>






<DFProperties>







<AccessType>








<Get/>








<Replace/>







</AccessType>







<DFFormat>








<chr/>







</DFFormat>







<Occurrence>








<One/>







</Occurrence>







<Scope>








<Permanent/>







</Scope>







<DFTitle>The P-CSCF Address.</DFTitle>







<DFType>








<MIME>text/plain</MIME>







</DFType>






</DFProperties>





</Node>





<Node>






<NodeName>AddressType</NodeName>






<DFProperties>







<AccessType>








<Get/>








<Replace/>







</AccessType>







<DFFormat>








<chr/>







</DFFormat>







<Occurrence>








<One/>







</Occurrence>







<Scope>








<Permanent/>







</Scope>







<DFTitle>The type of P-CSCF Address.</DFTitle>







<DFType>








<MIME>text/plain</MIME>







</DFType>






</DFProperties>





</Node>




</Node>


</Node>



<Node>




<NodeName>Resource_Allocation_Mode</NodeName>




<DFProperties>





<AccessType>






<Get/>






<Replace/>





</AccessType>





<DFFormat>






<bool/>





</DFFormat>





<Occurrence>






<ZeroOrOne/>





</Occurrence>





<Scope>






<Permanent/>





</Scope>





<DFTitle>Indicates whether UE initiates resource allocation for the media controlled by IM CN subsystem for all IMS sessions not covered by any "ICSI Resource Allocation Mode" when both UE and network can initiate resource allocation.</DFTitle>





<DFType>






<MIME>text/plain</MIME>





</DFType>




</DFProperties>



</Node>


<Node>




<NodeName>Ext</NodeName>




<!-- The Extension node starts here. -->




<DFProperties>





<AccessType>






<Get/>






<Replace/>





</AccessType>





<DFFormat>






<node/>





</DFFormat>





<Occurrence>






<ZeroOrOne/>





</Occurrence>





<Scope>






<Dynamic/>





</Scope>





<DFTitle>A collection of all Extension objects.</DFTitle>





<DFType>






<DDFName/>





</DFType>




</DFProperties>



</Node>



<Node>




<NodeName>Keep_Alive_Enabled</NodeName>




<DFProperties>





<AccessType>






<Get/>






<Replace/>





</AccessType>





<DFFormat>






<bool/>





</DFFormat>





<Occurrence>






<One/>





</Occurrence>





<Scope>






<Permanent/>





</Scope>





<DFTitle>Indication whether the sending of keep alives by the UE is enabled.</DFTitle>





<DFType>






<MIME>text/plain</MIME>





</DFType>




</DFProperties>



</Node>


</Node>

</MgmtTree>

***** NEXT MODIFICATION *****
B.2
Definition of the 3GPP IMS Client Provisioning Application Characteristics

IDENTIFYING INFORMATION

#######################

APPID: 3GPP_IMS.

APPID type: OMNA.

Owner: 3GPP CT1 Working Group.

Contact: 3GPP TSG CT WG1.

Registration version: 1.0.

Registration timestamp: 2005-10-01.

Application description: IP Multimedia Subsystem.

Application reference:


IMS specifications, 3GPP TS 24.229, 3GPP TS  23.221 and 3GPP TS 23.228.


URL:http://ftp.3gpp.org/.

WELL-KNOWN PARAMETERS

#####################

Characteristic/name: APPLICATION/APPID.

Status: Required.

Occurs: 1/1.

Default value: None.

Used values: N/A.

Interpretation: The Application ID - this is the same as for the MO DDF.

-------
Characteristic/name: APPLICATION/NAME.

Status: Required.

Occurs: 0/1.

Default value: ap2001.

Used values: ap2001.

Interpretation: User displayable name for the application.

-------

Characteristic/name: APPLICATION/PROVIDER-ID.

Status: Required.

Occurs: 0/1.

Default value: None.

Used values: N/A.

Interpretation: An identifier for the IMS service provider that provides the client provisioning. This is used to distinguish between settings for different IMS service providers within a client.

-------
Characteristic/name: APPLICATION/APPREF.

Status: Required.

Occurs: 0/1.

Default value: None.

Used values: N/A.

Interpretation:

The APPREF parameter defines the reference identity of the IMS APPLICATION characteristic. The APPREF parameter value is unique in the scope of the provisioning document. The TO-APPREF parameter included in other 

APPLICATION characteristic can be used for referring to the IMS APPLICATION characteristic.

-------

Characteristic/name: APPLICATION/TO-NAPID.

Status: Required.

Occurs: 1/1.

Default value: None.

Used values: N/A.

Interpretation: The reference to the connectivity characteristics used for IMS.

-------

APPLICATION-SPECIFIC PARAMETERS

###############################

Characteristic/name: APPLICATION/PDP_CONTEXTOPERPREF.

Status: Required.

Occurs: 1/1. 

Default value: None.

Used values: 0 and 1.

Interpretation: Indication of the operator’s preference for a dedicated PDP context for IMS signalling.

-------

Characteristic/name: APPLICATION/P-CSCF_ADDRESS.

Status: Optional.

Occurs: 0/1.

Default value: 0.

Used values: N/A.

Interpretation: The address of the P-CSCF in FQDN format or an IPv4 address.

-------

Characteristic/name: APPLICATION/TIMER_T1.

Status: Required.

Occurs: 0/1.

Default value: N/A.

Used values: Integer.

Interpretation: RFC 3261, timer T1.

-------

Characteristic/name: APPLICATION/TIMER_T2.

Status: Required.

Occurs: 0/1.

Default value: N/A.

Used values: Integer.

Interpretation: RFC 3261, timer T2.

-------

Characteristic/parameter: APPLICATION/TIMER_T4.

Status: Required.

Occurs: 0/1.

Default value: N/A.

Used values: Integer.

Interpretation: RFC 3261, timer T4.

-------

PARAMETER VALUES

################

Characteristic/name/parameter: APPLICATION/PDP_CONTEXTOPERPREF/0.

Status: Optional.

Interpretation: Indicates that the operator has no preference for a dedicated PDP context for SIP signalling.

-------

Characteristic/name/parameter: APPLICATION/PDP_CONTEXTOPERPREF/1.

Status: Optional.

Interpretation: Indicates that the operator has preference for a dedicated PDP context for SIP signalling.

-------

APPLICATION-SPECIFIC PARAMETERS

###############################

Characteristic/name: APPLICATION/KEEP_ALIVE_ENABLED.

Status: Required.

Occurs: 1/1. 

Default value: None.

Used values: 0 and 1.

Interpretation: Indication whether the sending of keep alives by the UE is enabled.

-------

###END###

***** END MODIFICATION *****
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