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2.1.2
Vocabulary

For the purposes of the present document, the following terms and definitions apply:

-
A GSM security context is established and stored in the MS and the network as a result of a successful execution of a GSM authentication challenge. The GSM security context consists of the GSM ciphering key and the ciphering key sequence number.
-
A UMTS security context is established and stored in the MS and the network as a result of a successful execution of a UMTS authentication challenge. The UMTS security context consists of the UMTS ciphering key, the UMTS integrity key, the GSM ciphering key and the cipher key sequence number.

-
idle mode: In this mode, the mobile station is not allocated any dedicated channel; it listens to the CCCH and the BCCH;

-
group receive mode: (only applicable for mobile stations supporting VGCS listening or VBS listening) In this mode, the mobile station is not allocated a dedicated channel with the network; it listens to the downlink of a voice broadcast channel or voice group call channel allocated to the cell. Occasionally, the mobile station has to listen to the BCCH of the serving cell as defined in 3GPP TS 43.022 [82] and 3GPP TS 45.008 [34];

-
dedicated mode: In this mode, the mobile station is allocated at least two dedicated channels, only one of them being a SACCH;

-
group transmit mode: (only applicable for mobile stations supporting VGCS talking) In this mode, one mobile station of a voice group call is allocated two dedicated channels, one of them being a SACCH. These channels can be allocated to one mobile station at a time but to different mobile stations during the voice group call; 

-
packet idle mode: (only applicable for mobile stations supporting GPRS) In this mode, mobile station is not allocated any radio resource on a packet data physical channel; it listens to the PBCCH and PCCCH or, if those are not provided by the network, to the BCCH and the CCCH, see 3GPP TS 44.060 [76].

-
packet transfer mode: (only applicable for mobile stations supporting GPRS) In this mode, the mobile station is allocated radio resource on one or more packet data physical channels for the transfer of LLC PDUs.

-
main DCCH: In Dedicated mode and group transmit mode, only two channels are used as DCCH, one being a SACCH, the other being a SDCCH or a FACCH; the SDCCH or FACCH is called here "the main DCCH";

-
A channel is activated if it can be used for transmission, in particular for signalling, at least with UI frames. On the SACCH, whenever activated, it must be ensured that a contiguous stream of layer 2 frames is sent;

-
A TCH is connected if circuit mode user data can be transferred. A TCH cannot be connected if it is not activated. A TCH which is activated but not connected is used only for signalling, i.e. as a DCCH;

-
The data link of SAPI 0 on the main DCCH is called the main signalling link. Any message specified to be sent on the main signalling link is sent in acknowledged mode except when otherwise specified;

-
The term "to establish" a link is a short form for "to establish the multiframe mode" on that data link. It is possible to send UI frames on a data link even if it is not established as soon as the corresponding channel is activated. Except when otherwise indicated, a data link layer establishment is done without an information field.

- 
"channel set" is used to identify TCHs that carry related user information flows, e.g., in a multislot configuration used to support circuit switched connection(s), which therefore need to be handled together. 

-
A temporary block flow (TBF) is a physical connection used by the two RR peer entities to support the uni-directional transfer of LLC PDUs on packet data physical channels, see 3GPP TS 44.060 [76].

-
RLC/MAC block: A RLC/MAC block is the protocol data unit exchanged between RLC/MAC entities, see 3GPP TS 44.060 [76].

-
A GMM context is established when a GPRS attach procedure is successfully completed.

-
Network operation mode
The three different network operation modes I, II, and III are defined in 3GPP TS 23.060 [74].

The network operation mode shall be indicated as system information. For proper operation, the network operation mode should be the same in each cell of one routing area.

-
GAN mode: See 3GPP TS 43.318 [75a].
-
GPRS MS operation mode
The three different GPRS MS operation modes A, B, and C are defined in 3GPP TS 23.060 [74]. 

-
RR connection: A RR connection is a dedicated physical circuit switched domain connection used by the two RR or RRC peer entities to support the upper layers' exchange of information flows. 

-
PS signalling connection is a peer to peer Iu mode connection between MS and CN packet domain node.

-
Inter-System change is a change of an MS from A/Gb mode to Iu mode of operation or vice versa. or from S1 mode to A/Gb mode or Iu mode of operation.
-
GPRS: Packet Services for systems which operate the Gb or Iu-PS interfaces.

-
The label (A/Gb mode only) indicates this section or paragraph applies only to a system which operates in A/Gb mode, i.e. with a functional division that is in accordance with the use of an A or a Gb interface between the radio access network and the core network. For multi system case this is determined by the current serving radio access network. 

-
The label (Iu mode only) indicates this section or paragraph applies only to a system which operates in  Iu mode. The Iu mode includes UTRAN and GERAN Iu modes, i.e. with a functional division that is in accordance with the use of an Iu-CS or Iu-PS interface between the radio access network and the core network. For multi system case this is determined by the current serving radio access network. 

-
In A/Gb mode,... Indicates this paragraph applies only to a system which operates in A/Gb mode. For multi system case this is determined by the current serving radio access network. 

-
In Iu mode,... Indicates this paragraph applies only to a system which operates in Iu mode. The Iu mode includes both UTRAN Iu mode and GERAN Iu mode. For multi system case this is determined by the current serving radio access network. 

-
In A/Gb mode and GERAN Iu mode,... Indicates this paragraph applies only to a system which operates in A/Gb mode or GERAN Iu mode. For multi system case this is determined by the current serving radio access network. 

-
In UTRAN Iu mode,... Indicates this paragraph applies only to a system which operates in UTRAN Iu mode. For multi system case this is determined by the current serving radio access network. 

· In a shared network,... Indicates this paragraph applies only to a shared network. For the definition of shared network see 3GPP TS 23.122 [14].

-
A default PDP context is a PDP context activated by the PDP context activation procedure that establishes a PDN connection. The default PDP context remains active during the lifetime of the PDN connection.
-
SIM, Subscriber Identity Module (see 3GPP TS 42.017 [7]).

-
USIM, Universal Subscriber Identity Module (see 3GPP TS 21.111 [101]).

-
MS, Mobile Station. The present document makes no distinction between MS and UE.

· Cell Notification is an (optimised) variant of the Cell Update Procedure which uses the LLC NULL frame for cell change notification which does not trigger the restart of the READY timer

· DTM: dual transfer mode, see 3GPP TS 44.018 [84] and 3GPP TS 43.055 [87]
· The term "eCall only" applies to a mobile station which is in the eCall only mode, as described in 3GPP TS 22.101 [8].
· "removal of eCall only restriction" means that all the limitations as described in 3GPP TS 22.101 [8] for the eCall only mode do not apply any more.
For the purposes of the present document, the following terms and definitions given in 3GPP TS 23.401 [122], subclause 3.2, apply:

Globally Unique MME Identifier (GUMMEI)

Globally Unique Temporary Identity (GUTI)

Idle Mode Signalling Reduction (ISR)
M-Temporary Mobile Subscriber Identity (M-TMSI)

Tracking Area Identity (TAI)

Temporary Identity used in Next update (TIN)

For the purposes of the present document, the following terms and definitions given in 3GPP TS 24.301 [120] apply:

S1 mode
For the purposes of the present document, the following terms and definitions given in 3GPP TS 33.401 [123] apply:
Current security context

Mapped security context
eKSI

CK' and IK'
NAS downlink COUNT
-------------------------------------------------------- end of the first change ------------------------------------------------------------

4.2.2.9
Service State, eCALL INACTIVE 

When in state MM IDLE and service state eCALL INACTIVE, the mobile station shall:

-
not perform periodic updating;

-
not perform IMSI detach;

-
reject any requests from CM entities for MM connections except for emergency calls and calls to a non-emergency MSISDN for test and terminal reconfiguration services;

-
not perform normal location updating; and

-
not respond to paging.
----------------------------------------------------- end of the second change ----------------------------------------------------------

4.2.3
Service state when back to state MM IDLE from another state

When returning to MM IDLE, e.g. after a location updating procedure, the mobile station selects the cell as specified in 3GPP TS 43.022 [82] and 3GPP TS 25.304 [98]. With one exception, this is a normal cell selection.

An eCall only mobile station, shall start timer T3242 if the return to MM IDLE state is subsequent to an emergency services call and shall start timer T3243 if the return to MM IDLE state is subsequent to a call to a non-emergency MSISDN for test and terminal reconfiguration services, as described in subclause 4.4.7.
If this return to idle state is not subsequent to a location updating procedure terminated with reception of cause "Roaming not allowed in this location area", the service state depends on the result of the cell selection procedure, on the update status of the mobile station, on the location data stored in the mobile station and on the presence of the SIM/USIM:

-
if no cell has been found, the state is NO CELL AVAILABLE, until a cell is found;

-
if no SIM/USIM is present, or if the inserted SIM/USIM is considered invalid by the MS, the state is NO IMSI;

-
for an eCall only mobile station, if timer T3242 or timer T3243 has expired and service state PLMN SEARCH is not required, the state is eCALL INACTIVE and the eCall inactivity procedure is performed as described in subclause 4.4.7;

-
if the selected cell is in the location area where the MS is registered, then the state is NORMAL SERVICE; it shall be noted that this also includes an abnormal case described in subclause 4.4.4.9;

-
(Only applicable for mobile stations supporting VGCS listening or VBS listening.) if the mobile stations was in the service state RECEIVING GROUP CALL (NORMAL SERVICE) or RECEIVING GROUP CALL (LIMITED SERVICE) before the location updating procedure and the selected cell is in the location area where the mobile station is registered, then the state is RECEIVING GROUP CALL (NORMAL SERVICE);

-
if the selected cell is in a location area where the mobile station is not registered but in which the MS is allowed to attempt a location update, then the state is LOCATION UPDATE NEEDED;

-
if the selected cell is in a location area where the mobile station is not allowed to attempt a location update, then the state is LIMITED SERVICE; 
-
if the selected cell has a CSG ID that is not in the allowed CSG ID list stored in the MS, then the state is LIMITED SERVICE;
-
(Only applicable for MSs supporting VGCS listening or VBS listening.) if the MSs was in the service state RECEIVING GROUP CALL (NORMAL SERVICE) or RECEIVING GROUP CALL (LIMITED SERVICE) before the location updating procedure and the selected cell is in the location area where the MS is not allowed to attempt a location update, then the state is RECEIVING GROUP CALL (LIMITED SERVICE);

-
after some abnormal cases occurring during an unsuccessful location updating procedure, as described in subclause 4.4.4.9, the state is ATTEMPTING TO UPDATE.

In case of a return from a location updating procedure to which was answered "Roaming not allowed in this location area", the service state PLMN SEARCH is entered as specified in subclause 4.2.1.2.
--------------------------------------------------------- end of the third change ----------------------------------------------------------

4.4.7
eCall inactivity procedure

The eCall inactivity procedure is applicable only to an eCall only mobile station. The procedure shall be started when timer T3242 or timer T3243 expires or is found to have already expired in any MM Idle state except NO IMSI, NO CELL AVAILABLE or PLMN SEARCH. The mobile station shall then stop other running timers (e.g. T3211, T3212, T3213) and shall perform the IMSI detach procedure if required by the serving network and if the update state is U1. The mobile station then enters MM Idle eCALL INACTIVE state and the mobile station shall delete any LAI, TMSI, ciphering key sequence number stored in the SIM/USIM and set the update state to U4 Updating Disabled.

While in eCALL INACTIVE state, the mobile station maintains awareness of a potential serving cell in a potential serving network but initiates no MM signalling with the network and ignores any paging requests.

The mobile station shall leave eCALL INACTIVE state only when one of the following events occur:

-
if the SIM or USIM is removed, the mobile station enters the NO IMSI state;

-
if coverage is lost, the mobile station enters PLMN SEARCH state;

-
if the mobile station is deactivated (e.g. powered off) by the user: the mobile station enters the NULL state;

-
if there is a CM request for an emergency services call: the UE uses the MM and CM procedures to establish the emergency call; or 

-
if there is a CM request for a call to an HPLMN designated non-emergency MSISDN for the purpose of accessing test and terminal reconfiguration services: the mobile station attempts the IMSI attach procedure if required by the serving network or otherwise attempts normal location updating. Once this is complete, further MM and CM procedures are used to establish the non-emergency call.
------------------------------------------------------ end of the fourth change -----------------------------------------------------------

11.2
Timers of mobility management

Table 11.1/3GPP TS 24.008: Mobility management timers - MS-side

	TIMER

NUM.
	MM
STATE

	TIME
OUT
VAL.
	CAUSE FOR START
	NORMAL STOP
	AT THE EXPIRY

	T3210
	LOCATION UPDATING INITIATED
	20s
	-
LOC_UPD_REQ sent
	- LOC_UPD_ACC

-
LOC_UPD_REJ

-
AUTH_REJ

-
Lower layer failure
	

Start T3211

	T3211
	MM IDLE, 
	15s
	-
LOC_UPD_REJ with cause#17 netw. failure

-
lower layer failure or RR conn. released after RR conn. abort during loc. updating
	-
Time out

-
cell change

-
request for MM connection establishment

-
change of LA


	Restart the Location update proc.

	T3212
	MM IDLE
	Note 1
	-
termination of MM service or MM signalling
	-
initiation of MM service or MM signalling
	initiate periodic updating

	T3213
	LOCATION UPDATING INITIATED
	4s
	-
location updating failure
	-
expiry

-
change of BCCH parameter
	new random attempt

	T3214
	LOCATION UPDATING INITIATED

WAIT FOR OUTGOING MM CONNECTION

IMSI DETACH INITIATED
	20s
	AUTHENT FAILURE

Cause = ‘MAC failure’ or ‘GSM authentication unacceptable’ sent

	 AUTHENT REQ received
	Consider the network as ’false’ (see 4.3.2.6.1)

	T3216
	LOCATION UPDATING INITIATED

WAIT FOR OUTGOING MM CONNECTION

IMSI DETACH INITIATED
	15s
	AUTHENT FAILURE

Cause = Synch failure sent


	AUTHENT REQ received
	Consider the network as ’false’ (see 4.3.2.6.1)

	T3218
	LOCATION UPDATING INITIATED

WAIT FOR OUTGOING MM CONNECTION

IMSI DETACH INITIATED
	20s
	RAND and RES stored as a result of of a UMTS authentication challenge

	-
Cipher mode setting (A/Gb mode only)

· Security mode setting (Iu mode only) 

· CM_SERV_ACCEPT received 
· CM SERVICE REJECT received
-
LOCATION UPDATING ACCEPT received
-
AUTHENT REJ received

-
AUTHENT FAIL sent

-
enter MM IDLE or NULL
	Delete the stored RAND and RES

	T3220
	IMSI DETACH INITIATED
	5s
	-
IMSI DETACH

	-
release from RM-sublayer
	enter Null or Idle, ATTEMPTING TO UPDATE

	T3230
	WAIT FOR OUTGOING MM CONNECTION

WAIT FOR ADDITIONAL OUTGOING MM CONNECTION

WAIT FOR REESTABLISH
	15s
	-
CM SERV REQ

CM RE-EST REQ


	-
Cipher mode setting

-
CM SERV REJ

-
CM SERV ACC
	provide release ind.

	T3240
	WAIT FOR NETWORK COMMAND

LOCATION UPDATE REJECTED
	10s
	see subclause 11.2.1

	see subclause 11.2.1
	abort the RR connection

	T3241
	RR CONNECTION RELEASE NOT ALLOWED
	300s
	see subclause 11.2.1


	see subclause 11.2.1
	abort the RR connection

	T3242
	All except NULL
	3600s
	eCall only UE enters MM IDLE state after an emergency call
	- Time Out

- Power Off

- Removal of eCall only restriction
	Perform eCall Inactivity procedure in subclause 4.4.7

	T3243
	All except NULL
	900s
	eCall only UE enters MM IDLE state after a test/reconfiguration call
	- Time Out

- Power Off

- Removal of eCall only restriction
	Perform eCall Inactivity procedure in subclause 4.4.7


NOTE 1:
The timeout value is broadcasted in a SYSTEM INFORMATION message.
Table 11.2/3GPP TS 24.008: Mobility management timers - network-side

	TIMER

NUM.
	MM
STATE
	TIME
OUT
VAL.
	CAUSE FOR START
	NORMAL STOP
	AT THE EXPIRY
	AT THE SECOND EXPIRY

	T3250
	TMSI REALLOCATION INITIATED
	12s
	TMSI-REAL-CMD or LOC UPD ACC with new TMSI sent
	TMSI-REALL-COM received
	Optionally Release RR connection
	

	T3255
	
	Note
	LOC UPD ACC sent with"Follow on Proceed"
	CM SERVICE REQUEST
	Release RR Connection or use for mobile station terminating call
	

	T3260
	AUTHENTICATION INITIATED
	12s
	AUTHENT-REQUEST sent
	AUTHENT-RESPONSE received

AUTHENT-FAILURE received
	Optionally Release RR connection


	

	T3270
	IDENTIFICATION INITIATED
	12s
	IDENTITY REQUEST sent
	IDENTITY RESPONSE received
	Optionally Release RR connection
	


NOTE 2:
The value of this timer is not specified by this recommendation.
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