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6.1.12
Unblock PIN on multi-verification capable UICCs

6.1.12.1
Definition and applicability

After three consecutive wrong entries of the PIN, the PIN shall become blocked. The Unblock PIN command is used to unblock the PIN. This function may be performed whether or not the PIN is blocked. ETSI TS 102 221 [5] defines the range of "01" to "08" as key reference of the PIN on a multi-verification capable UICC.

6.1.12.2

 Conformance requirement

The Terminal shall support the Unblock PIN command, as defined in ETSI TS 102 221 [5], subclause 11.1.13.

Reference:

-
ETSI TS 102 221 [5], subclauses 9 and 11.1.13;

-
TS 31.102 [4], clause 6;

-
TS 22.030 [12], subclause 6.6.3.

6.1.12.3
Test purpose

1)
To verify that the PIN unblocking procedure is performed correctly.

2)
To verify that the basic public MMI string is supported.

3)  To verify that the Terminal supports key references in the range of "01" to "08" as PIN.

6.1.12.4
Method of test

6.1.12.4.1
Initial conditions

The Terminal is connected to the UICC simulator.

The default UICC is used with the following exceptions:

The UICC shall be configured to use "07" as the reference of the PIN and "87" as reference of the PIN2 with the following values:

PIN

Key reference: 07 

Logically:
8642

	Coding:
	B1
	B2
	B3
	B4
	B5
	B6
	B7
	B8

	Hex
	38
	36
	34
	32
	FF
	FF
	FF
	FF


Unblock PIN

Key reference 07

Logically:
64534231

	Coding:
	B1
	B2
	B3
	B4
	B5
	B6
	B7
	B8

	Hex
	36
	34
	35
	33
	34
	32
	33
	31


PIN2

Key reference 87

Logically:
9753

	Coding:
	B1
	B2
	B3
	B4
	B5
	B6
	B7
	B8

	Hex
	39
	37
	35
	33
	FF
	FF
	FF
	FF


Unblock PIN2

Key reference 87

Logically:
57687980 

	Coding:
	B1
	B2
	B3
	B4
	B5
	B6
	B7
	B8

	Hex
	35
	37
	36
	38
	37
	39
	38
	30


6.1.12.4.2
Procedure

Sequence A:
a)
The Terminal is powered on and the correct PIN is entered.

b)
Enter "**05*64534231*1234*1234#"

c)
The Terminal is powered off and on.

d)
Enter the new PIN: "1234#".

e)
The Terminal is powered off and on.

f)
Enter a wrong PIN three times.

g)
Enter "**05*64534231*8642*8642#".

h)
The Terminal is powered off and on.

i)
Enter the new PIN: "8642#".

Sequence B:
a)
The Terminal is powered on.

b)
Enter a wrong PIN three times.

c)
The user shall initiate a MMI dependent procedure to unblock the PIN with unblock code '64534231' and a new PIN '8642'.

d)
The Terminal is powered off and on.

e)
Enter the new PIN: "8642#".
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