Page 1



3GPP TSG-CT WG1 Meeting #62
(
C1-095375
Beijing (P.R. China), 9-13 November 2009








(rev of C1-094936)
	CR-Form-v9.6

	CHANGE REQUEST

	

	(

	24.301
	CR
	0592
	(

rev
	1
	(

Current version:
	9.0.0
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/specs/CR.htm.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	x
	Radio Access Network
	
	Core Network
	


	

	Title:
(

	1xCSFB triggers for RRC establishment

	
	

	Source to WG:
(

	Motorola

	Source to TSG:
(

	C1

	
	

	Work item code:
(

	SAES-CSFB
	
	Date: (

	11/11/2009

	
	
	
	
	

	Category:
(

	A
	
	Release: (

	Rel-9

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)

	
	

	Reason for change:
(

	RRC establishment triggered by 1xCSFB initiating MT from idle mode by sending Extended Service request is not correct. 
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Annex D (normative):
Establishment cause (S1 mode only)

D.1
Mapping of NAS procedure to RRC establishment cause (S1 mode only)

When EMM requests the establishment of a NAS-signalling connection, the RRC establishment cause used by the UE shall be selected according to the NAS procedure as specified in table D.1.1. The EMM shall also indicate to the lower layer for the purpose of access control, the call type associated with the RRC establishment cause as specified in table D.1.1.
Table D.1.1: Mapping of NAS procedure to establishment cause and call type
	NAS procedure
	RRC establishment cause (according 3GPP TS 36.331 [22])
	Call type

	Attach
	MO signalling (See Note 1)

Except for attach procedure used for EPS emergency services
	"originating signalling"

	
	MO signalling (See Note 1)

If the attach procedure is used for EPS emergency services
	"emergency calls"


	Tracking Area Update
	MO signalling (See Note 1)
	"originating signalling"

	Detach
	MO signalling (See Note 1)
	"originating signalling"

	Service Request
	If a SERVICE REQUEST is to request user plane radio resources, the RRC establishment cause shall be set to MO data. (See Note1)


	"originating calls"



	
	If a SERVICE REQUEST is to request resources for UL signalling, the RRC establishment cause shall be set to MO data. (See Note 1)


	"originating calls"



	
	If a SERVICE REQUEST is a response to paging where the CN domain indicator is set to "PS", the RRC establishment cause shall be set to MT access. (See Note 1)


	"terminating calls"


	
	If a EXTENDED SERVICE REQUEST has service type set to "mobile originating CS fallback or 1xCS fallback", the RRC establishment cause shall be set to MO data. (See Note1).


	"originating calls"



	
	If a EXTENDED SERVICE REQUEST is a response to paging for CS fallback, service type set to "mobile terminating CS fallback or 1xCS fallback", the RRC establishment cause shall be set to MT access. (See Note1, Note 2).
	"terminating calls"



	
	If a EXTENDED SERVICE REQUEST has service type set to "mobile originating CS fallback emergency call or 1xCS fallback emergency call", the RRC establishment cause shall be set to Emergency call. 
(See Note1).
	"emergency calls"



	Note 1:
For these NAS procedures initiated by UEs of access class 12, 13 or 14 in their home country, the RRC establishment cause will be set to "High priority access AC 11 – 15". For this purpose the home country is defined as the country of the MCC part of the IMSI, see 3GPP TS 22.011 [1A].


For these NAS procedures initiated by UE of access class 11 or 15 in their HPLMN (if the EHPLMN list is not present or is empty) or EHPLMN (if the EHPLMN list is present), the RRC establishment cause will be set to "High priority access AC 11 – 15". 

Note 2:
This is not applicable for mobile terminating 1xCS fallback. 



NOTE:
The RRC establishment cause can be used by the network to prioritise the connection establishment request from the UE at high load situations in the network.
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