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* * * First Change * * * *

Table 8.1.2.2.2.1/1: Non-3GPP IP Access Registration request

	Information element name
	Mapping to Diameter AVP
	Cat.
	Description

	IMSI
	 User-Name (See IETF RFC 3588 [7])
	M
	This information element shall contain the user IMSI, formatted according to 3GPP TS 23.003 [14], clause 2.2.

	Server Assignment Type
	Server-Assignment-Type
	M
	Type of procedure the 3GPP AAA Server requests in the HSS.

When this IE contains REGISTRATION value, the HSS performs a registration of the non-3GPP user.

When this IE contains USER_DEREGISTRATION / ADMINISTRATIVE_DEREGISTRATION / AUTHENTICATION_FAILURE the HSS de-registers the non-3GPP user.

When this IE contains AAA_USER_DATA_REQUEST value, the HSS downloads the subscriber user profile towards the 3GPP AAA Server as part of 3GPP AAA Server initiated profile download request, but no registration is performed.

When this IE contains PGW_UPDATE value, the HSS checks if the stored 3GPP AAA server name is the currently registered 3GPP AAA server for this same user and updates the PGW identity for the non-3GPP user.

Any other value is considered as an error case.

	Routing Information 
	Destination-Host 
	C
	If the 3GPP AAA Server knows the HSS name this AVP shall be present. 

This information is available if the 3GPP AAA Server already has the HSS name stored. The HSS name is obtained from the Origin-Host AVP, which is received from the HSS as part of authentication response.

Otherwise only the Destination-Realm is included so that it is resolved to an HSS address in an SLF-like function. Once resolved the Destination‑Host AVP is included with the suitable HSS address and it is stored in the 3GPP AAA Server for further usage.

	PGW identity
	MIP6-Agent-Info
	C
	This IE contains the PDN GW identity reallocated and is included if the Server-Assignment-Type is set to PGW_UPDATE.

When notifying the HSS about removal of PDN GW for an APN, then this AVP shall not be included.

	Context Identifier
	Context-Identifier
	O
	This parameter shall identify the APN Configuration with which the reallocated or removed PDN GW shall be correlated, and it may be included if it is available and the Server-Assignment-Type is set to PGW_UPDATE.

	APN Id
	Service-Selection
	C
	This information element contains the APN, and it shall be included if the Server-Assignment-Type is set to PGW_UPDATE.

	Supported Features

(See 3GPP TS 29.229 [24])
	Supported-Features
	O
	If present, this information element shall contain the list of features supported by the origin host.


* * * End of Change * * * *
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