Page 1



3GPP TSG CT4 Meeting #48
C4-100817
San Francisco, US 
22nd – 26th February 2010
	CR-Form-v9.6

	CHANGE REQUEST

	

	(

	29.334
	CR
	0007
	(

rev
	1
	(

Current version:
	9.0.0
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/specs/CR.htm.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	
	Radio Access Network
	
	Core Network
	X


	

	Title:
(

	Termination Type Alignment

	
	

	Source to WG:
(

	Huawei

	Source to TSG:
(

	C4

	
	

	Work item code:
(

	IMS-AGCF
	
	Date: (

	25/02/2010

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	Rel-9

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)

	
	

	Reason for change:
(

	The allowed termination type combination in the Iq profile is (IP, IP). Clause 5.6.1.1 provides the specifications of the IP termination in this profile.
In the text encoding in clause 5.6.1.1.1, the termination type is defined as "IP" and is the only specified value. However the ASN.1 encoding in clause 5.6.1.1.2 does not show this explicitly.

	
	

	Summary of change:
(

	Change the “Ephemeral termination” to “IP (Ephemeral) termination” in the ASN.1 coding for termination type

	
	

	Consequences if 
(

not approved:
	Misalignment of the termination type values in ASN.1 and ABNF encodings

	
	

	Clauses affected:
(

	5.6.1.1.2

	
	

	
	Y
	N
	
	

	Other specs
(

	
	X
	 Other core specifications
(

	

	affected:
	
	X
	 Test specifications
	

	
	
	X
	 O&M Specifications
	

	
	

	Other comments:
(

	


* * * First Change * * * *

5.6
Terminations

5.6.1
Termination names

5.6.1.1
IP Termination

5.6.1.1.1
ABNF Coding Overview and prose specification 
The Termination ID structure shall follow the guidelines of H.248 and shall be based on four fields:

-
"ip/<group>/<interface>/<id>".

The individual fields are described and defined in table 5.6.1.1.1.1.

Table 5.6.1.1.1.1: IP Termination Fields

	Name
	Description
	Values
	CHOOSE Wildcard
	ALL Wildcard

	Ip
	"ip" is a fixed prefix identifying the termination
	"ip"
	No
	No

	Group
	Group of Interface and Id
	Integer (0-65535)
	Yes (NOTE 5)
	Yes

	Interface
	Logical or physical interface to a network to/from which the termination will be sending/receiving media.

(NOTE 1, NOTE 2).
	String of max 51 alphanumeric characters
	Yes (NOTE 4)
	Yes

	Id
	Termination specific identifier

(See note 3).
	Non-zero 32 bit integer
	Yes (NOTE 4)
	Yes

	NOTE 1:
A specific <Interface> may be used together with different groups.

NOTE 2:
The generic field <Interface> may relate specifically to an "IP interface", "protocol layer 2 interface" or others.

NOTE 3:
The combination of Interface and Id is unique.

NOTE 4:
The MGC shall always use CHOOSE in an ADD request command. If not, the MG shall reply with an error descriptor using error code #501 "Not Implemented".

NOTE 5: 
The CHOOSE wildcard on ‘Group’ is not allowed in ETSI TISPAN "Ia Profiles".


NOTE:
The IMS-ALG has the ability to choose the address space in which the IMS-AGW will allocate an IP address for the termination by using the ipdc/realm property defined in the H.248.41 IP domain connection package.

H.248 wildcarding may be applied on IP Termination Identifiers. Wildcarding is limited according the two columns on the right hand side.

The corresponding ABNF grammar is given below.
ABNF (RFC 5234 [15]) is used for the syntax specification. The ABNF for TerminationID and relation to pathNAME is defined in annex B.2/ ITU-T Recommendation H.248.1 [10].

pathNAME


= EphToken SLASH EPHsystem

EphToken


= "ip"



; prefix

EPHsystem


= WildcardALL





    / WildcardALL SLASH Interface




        / Group SLASH WildcardALL





    / (Group / WildcardCHOOSE) SLASH (Interface / WildcardCHOOSE) SLASH (Identifier






/ WildcardALL / WildcardCHOOSE)

Group



= %d0-65535


; data type: INT16

Interface


= 1*51ALPHANUM

Identifier

= %d1-4294967295
; data type: INT32

ALPHANUM


= ALPHA / DIGIT

WildcardCHOOSE
= "$"
WildcardALL

= "*"
5.6.1.1.2
ASN.1 Coding Overview and prose specification 
The following general structure of termination ID shall be used:

4 octets shall be used for the termination ID. The following defines the general structure for the termination ID:

Table 5.6.1.1.2.1: ASN.1 coding

	Termination type 
	
X


Termination type:

Length 3 bits

Values:

000 Reserved

001 IP (Ephemeral) termination
010 Reserved (in 3GPP Mc and Mn profile used for TDM termination)
011 - 110 Reserved

111 Reserved for ROOT termination Id (ROOT Termination ID = 0xFFFFFFFF)
X:

Length 29 bits.

For IP termination, its usage is un-specified.
* * * No More Changes * * * *
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