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As in GMM-REGISTERED-INITIATED the mobile station has already sent an Attach Request message with a mobile identity (IMSI or IMEI) to the SGSN via the same signalling connection, the mobile identity in the Detach Request message is not needed.
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1st Change

4.7.4.1
MS initiated GPRS detach procedure

4.7.4.1.1
MS initiated GPRS detach procedure initiation

The GPRS detach procedure is initiated by the MS by sending a DETACH REQUEST message. The detach type information element may indicate "GPRS detach with switching off", "GPRS detach without switching off", "IMSI detach", "GPRS/IMSI detach with switching off" or "GPRS/IMSI detach without switching off".

If the MS has a valid P-TMSI, the MS shall include the P-TMSI in the DETACH REQUEST message. The MS shall also include a valid P-TMSI signature, if available.

If the MS is not switched off and the MS is in the state GMM_REGISTERED, timer T3321 shall be started after the DETACH REQUEST message has been sent. If the detach type information element value indicates "IMSI Detach" the MS shall enter GMM-REGISTERED.IMSI-DETACH_INITIATED, otherwise the MS shall enter the state GMM-DEREGISTERED-INITIATED. If the detach type information element value indicates "IMSI Detach" or "GPRS/IMSI Detach", state MM IMSI DETACH PENDING is entered. If the MS is to be switched off, the MS shall try for a period of 5 seconds to send the DETACH REQUEST message. If the MS is able to send the DETACH REQUEST message during this time the MS may be switched off.

If the detach type information element value indicates "GPRS detach without switching off " and the MS is attached for GPRS and non-GPRS services and the network operates in network operation mode I, then if in the MS the timer T3212 is not already running, the timer T3212 shall be set to its initial value and restarted after the DETACH REQUEST message has been sent.

2nd Change

9.4.5.2
Detach request (mobile originating detach)

This message is sent by the MS to request the release of a GMM context. See table 9.4.5.2/3GPP TS 24.008.

Message type:
DETACH REQUEST

Significance:

dual

Direction:

MS to network

Table 9.4.5.2/3GPP TS 24.008:DETACH REQUEST message content

	IEI
	Information Element
	Type/Reference
	Presence
	Format
	Length

	
	Protocol discriminator
	Protocol discriminator

10.2
	M
	V
	1/2

	
	Skip indicator
	Skip indicator

10.3.1
	M
	V
	1/2

	
	Detach request message identity
	Message type

10.4
	M
	V
	1

	
	Detach type
	Detach type

10.5.5.5
	M
	V
	1/2

	
	Spare half octet
	Spare half octet 

10.5.1.8
	M
	V
	1/2

	  18
	P-TMSI
	Mobile identity

10.5.1.4
	O
	TLV
	7

	  19
	P-TMSI signature
	P-TMSI signature 2

10.5.5.8a
	O
	TLV
	5


9.4.5.2.1
P-TMSI

This IE shall be included by the MS, if the P-TMSI is available.
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