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PROPOSED CHANGE

4.2B
Security mechanisms

4.2B.1
Signalling security

3GPP TS 33.203 [19] defines the security features and mechanisms for secure access to the IM CN subsystem. This document defines a number of access security mechanisms, as summarised in table 4-1.

Table 4-1: Summary of access security mechanisms to the IM CN subsystem

	Mechanism
	Authentication
	Integrity protection
	Use of security agreement in accordance with RFC 3329 [48]
	Support (as defined in 3GPP TS 33.203 [19])

	IMS AKA plus IPsec ESP (see 3GPP TS 33.203 [19] clause 6)
	IMS AKA
	IPsec ESP
	Yes
	Mandatory for all UEs containing a UICC, else optional.

Mandatory for all P-CSCF, I-CSCF, S-CSCF

	SIP digest plus check of IP association (see 3GPP TS 33.203 [19] annex N) (note 2)
	SIP digest
	None (note 3)
	No
	Optional for UEs

Optional for P-CSCF, I-CSCF, S-CSCF

	SIP digest plus Proxy Authentication (see 3GPP TS 33.203 [19] annex N) (note 2)
	SIP digest
	None (note 3)
	No
	Optional for UEs

Optional for P-CSCF, I-CSCF, S-CSCF

	SIP digest with TLS (see 3GPP TS 33.203 [19] annex N and annex O)
	SIP digest
	TLS session
	Yes
	Optional for UEs

Optional for P-CSCF, I-CSCF, S-CSCF

	NASS-IMS bundled authentication (see 3GPP TS 33.203 [19] annex R) (notes 4, 5)
	not applicable (note 1)
	None

(note 3)
	No
	No UE support required

Optional for P-CSCF, I-CSCF, S-CSCF

	GPRS-IMS-Bundled authentication (see 3GPP TS 33.203 [19] annex S) (note 5)
	not applicable (note 1)
	None (note 3)
	No
	Optional for UEs

Optional for P-CSCF, I-CSCF, S-CSCF

	Authentication already performed by preceding node
	not applicable (note 6)
	None

(note 3)
	No
	No UE support required
Optional for I-CSCF, S-CSCF

	NOTE 1:
Authentication is not provided as part of the IM CN subsystem signalling.
NOTE 2: 
The term "SIP digest without TLS" is used in this specification to refer to both "SIP digest plus check of IP association" and "SIP digest plus Proxy Authentication". 

NOTE 3:
This security mechanism does not allow SIP requests to be protected using an IPsec security association because it does not perform a key agreement procedure.

NOTE 4:
A P-Access-Network-Info aware P-CSCF is required in order to provide NASS-IMS bundled authentication.

NOTE 5:
The P-CSCF is restricted to the home network when performing this security mechanism.
NOTE 6:
Authentication performed by a trusted, preceding node. For example the MSC server enhanced for IMS centralized services has authenticated the UE and as a consequence S-CSCF will skip authentication.


Specification of the mechanisms identified within table 4-1 within this document are provided in clause 5. Subclauses where security procedures are required consist of a general subclause applicable whichever security mechanisms are in use, and a separate subclause for each security mechanism identified by a row within table 4-1.

TLS is optional to implement and is used only in combination with SIP digest authentication. Authentication associated with registration to the IM CN subsystem is applicable to IMS AKA and SIP digest and is covered in subclause 5.1.1 for the UE, subclause 5.2.2 for the P-CSCF and subclause 5.4.1 for the S-CSCF. Additionally, SIP digest allows for authentication to also occur on an initial request for a dialog or a request for a standalone transaction, this additional capability is covered in subclause 5.1.2A and subclause 5.4.3.2.

If a UE that implements SIP digest is configured not to use TLS, then the UE does not establish a TLS session toward the P-CSCF. If a UE supports TLS, then the UE supports TLS as described in 3GPP TS 33.203 [19].

For SIP digest authentication, the P-CSCF can be configured to have TLS required or disabled:

-
if TLS is required, the P-CSCF requires the establishment of a TLS session from all SIP digest UEs, in order to access IMS subsequent to registration; or

-
if TLS is disabled, the P-CSCF does not allow the establishment of a TLS session from any UE. 

NOTE:
The mechanism to configure the P-CSCF to have TLS required or disabled is outside the scope of this specification.

SIP digest cannot be used in conjunction with the procedures of Annex F.

For emergency calls, 3GPP TS 33.203 [19] specifies some relaxations, which are further described in the subclauses of this document relating to emergency calls.

3GPP TS 33.210 [19A] defines the security architecture for network domain IP based control planes. 3GPP TS 33.210 [19A] applies for security mechanisms between entities in the IM CN subsystem.
4.2B.2
Media security

3GPP TS 33.328 [19C] defines mechanisms for support of security on the media plane.

This document defines the required elements for signalling the support of media security.

The media security mechanisms are summarised as shown in table 4.2.
Table 4-2: Summary of media security mechanisms to the IM CN subsystem

	Mechanism
	Applicable to media
	Support required by UE
	Support required by IM CN subsystem entities
	Network support outside IM CN subsystem entities

	End-to-access-edge security using SDES.
	RTP based media only.
	Support RFC 3329 additions specified in subclause xxxx and SDP extensions specified in table A.317, items A.317/34, A.317/36 and A.317/37.
	P-CSCF (IMS-ALG) is required.

P-CSCF needs to support RFC 3329 additions specified in subclause xxxx and SDP extensions specified in table A.317, items A.317/34, A.317/36 and A.317/37.
(NOTE)
	Not applicable.

	End-to-end security using SDES.
	RTP based media only.
	Support SDP extensions specified in table A.317, items A.317/34 and A.317/36.
	Not applicable.
	Not applicable.

	End-to-end security using KMS.
	RTP based media only.
	Support SDP extensions specified in table A.317, items A.317/34 and A.317/35.
	Not applicable.
	GBA and KMS support required.

	NOTE:
Support of end-to-access-edge security is determined entirely by the network operator of the P-CSCF, which need not be the same network operator as that of the S-CSCF.


There is no support for media security in the MGCF, because there would be no end-to-end security support on calls interworked with the CS domain and the CS user. In this release of this document, there is no support for media security in the MRF. End-to-access-edge security is not impacted by this absence of support.
For emergency calls, it is not expected that PSAPs would support end-to-end media security and therefore the procedures of this document do not allow the UE to establish such sessions with end-to-end security. End-to-access-edge media security is not impacted and can be used on emergency calls.
When the UE performs the functions of an external attached network (e.g. an enterprise network):
-
where end-to-access-edge security is used, the UE functionality is expected to be in the gateway of the external attached network, and support for further media security is outside the scope of this document; and
-
where end-to-end security is used, the UE functionality is expected to be supported by the endpoints in the attached network.
PROPOSED CHANGE

6.1.2
Handling of SDP at the originating UE

An INVITE request generated by a UE shall contain a SDP offer and at least one media description. The SDP offer shall reflect the calling user's terminal capabilities and user preferences for the session.

If the desired QoS resources for one or more media streams have not been reserved at the UE when constructing the SDP offer, the UE shall:

- 
indicate the related local preconditions for QoS as not met, using the segmented status type, as defined in RFC 3312 [30] and RFC 4032 [64], as well as the strength-tag value "mandatory" for the local segment and the strength-tag value "optional" for the remote segment, if the UE supports the precondition mechanism (see subclause 5.1.3.1); and,

- 
set the related media streams to inactive, by including an "a=inactive" line, according to the procedures described in RFC 4566 [39], unless the UE knows that the precondition mechanism is supported by the remote UE.
NOTE 1:
When setting the media streams to the inactive mode, the UE can include in the first SDP offer the proper values for the RS and RR modifiers and associate bandwidths to prevent the receiving of the RTCP packets, and not send any RTCP packets.

If the desired QoS resources for one or more media streams are available at the UE when the SDP offer is sent, the UE shall indicate the related local preconditions as met, using the segmented status type, as defined in RFC 3312 [30] and RFC 4032 [64], as well as the strength-tag value "mandatory" for the local segment and the strength-tag value "optional" for the remote segment, if the UE supports the precondition mechanism (see subclause 5.1.3.1).
NOTE 2: 
If the originating UE does not support the precondition mechanism it will not include any precondition information in SDP.

If the UE employs e2ae-security as defined in 3GPP TS 33.328 [xyz] and the P-CSCF has indicated support for e2ae-security during registration, upon generating an SDP offer for media plane security containing an SDES crypto attribute as defined in RFC 4568 [168], the UE shall include a media level attribute "a=3ge2ae: requested" for all media where e2ae-security is requested by the UE as defined in 3GPP TS 33.328 [xyz].

Editor’s note: it is ffs how the P-CSCF indicates capabilities related to media plane security.

When the UE detects that an emergency call is being made, the UE shall shall not include end-to-end media security on any media in the SDP offer.

Upon generating the SDP offer for an INVITE request generated after receiving a 488 (Not Acceptable Here) response, as described in subclause 5.1.3.1, the UE shall include SDP payload containing a subset of the allowed media types, codecs and other parameters from the SDP payload of all 488 (Not Acceptable Here) responses related to the same session establishment attempt (i.e. a set of INVITE requests used for the same session establishment). The UE shall order the codecs in the SDP payload according to the order of the codecs in the SDP payload of the 488 (Not Acceptable Here) response.

NOTE 3:
The UE can attempt a session establishment through multiple networks with different policies and potentially can need to send multiple INVITE requests and receive multiple 488 (Not Acceptable Here) responses from different CSCF nodes. The UE therefore takes into account the SDP contents of all the 488 (Not Acceptable Here) responses received related to the same session establishment when building a new INVITE request.

Upon confirming successful local resource reservation, the UE shall create a SDP offer in which: 

-
the related local preconditions are set to met, using the segmented status type, as defined in RFC 3312 [30] and RFC 4032 [64]; and

-
the media streams previously set to inactive mode are set to active (sendrecv, sendonly or recvonly) mode.
Upon receiving an SDP answer, which includes more than one codec for one or more media streams, the UE shall send an SDP offer at the first possible time, selecting only one codec per media stream.

If the UE sends an initial INVITE request that includes only an IPv6 address in the SDP offer, and receives an error response (e.g., 488 (Not Acceptable Here) with 301 Warning header field) indicating "incompatible network address format", the UE shall send an ACK as per standard SIP procedures. Subsequently, the UE may acquire an IPv4 address or use an existing IPv4 address, and send a new initial INVITE request to the same destination containing only the IPv4 address in the SDP offer.
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