Page 1



3GPP TSG CT4 Meeting #49
C4-101608
Kyoto, JAPAN                                                                            Revision of C4-101538, C4-101198
10th – 14th May 2010
	CR-Form-v9.6

	CHANGE REQUEST

	

	(

	29.274
	CR
	0640
	(

rev
	2
	(

Current version:
	9.2.0
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/specs/CR.htm.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	
	Radio Access Network
	
	Core Network
	X


	

	Title:
(

	Allocation and Retention Priority for MBMS E-RAB

	
	

	Source to WG:
(

	Huawei

	Source to TSG:
(

	C4

	
	

	Work item code:
(

	MBMS_EPS
	
	Date: (

	14/05/2010

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	Rel-9

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)

	
	

	Reason for change:
(

	RAN3 has decided to remove the Allocation and Retention Priority for MBMS E-RABs in Rel-9 (refer to R3-101318), the corresponding change should also be made in CT4.
According to TS 29.061, UL GBR and UL MBR are also not be transmitted.

	
	

	Summary of change:
(

	The MME shall ignore the received ARP, and the SGSN/MME shall ignore the UL GBR and UL MBR. 

	
	

	Consequences if 
(

not approved:
	Inconsistent with RAN, undetermined procedure when provide Allocation and Retention Priority for MBMS EPS bearer.

	
	

	Clauses affected:
(

	7.13.1  7.13.3 

	
	

	
	Y
	N
	
	

	Other specs
(

	
	X
	 Other core specifications
(

	

	affected:
	
	X
	 Test specifications
	

	
	
	X
	 O&M Specifications
	

	
	

	Other comments:
(

	


* * * First Change * * * *
7.13.1
MBMS Session Start Request

The MBMS Session Start Request message shall be sent on the Sm/Sn interface by the MBMS GW to the MME/SGSN as specified in 3GPP TS 23.246 [37].

Table 7.13.1-1 specifies the presence of the IEs in the message.

Table 7.13.1-1: Information Elements in a MBMS Session Start Request
	Information elements
	P
	Condition / Comment
	IE Type
	Ins.

	Sender F-TEID for Control Plane
	M
	
	F-TEID
	0

	Temporary Mobile Group Identity (TMGI)
	M
	
	TMGI
	0

	MBMS Session Duration
	M
	
	MBMS Session Duration
	0

	MBMS Service Area
	M
	
	MBMS Service Area
	0

	MBMS Session Identifier
	C
	This IE shall be forwarded to MME/SGSN if it is provided by the BM-SC.
	MBMS Session Identifier
	0

	MBMS Flow Identifier
	C
	This IE shall be forwarded to MME/SGSN if it is provided by the BM-SC.
	MBMS Flow Identifier
	0

	QoS profile
	M
	See NOTE 1.
	Bearer QoS
	0

	MBMS IP Multicast Distribution
	M
	
	MBMS IP Multicast Distribution
	0

	Recovery
	C
	This IE shall be included if contacting the peer for the first time.
	Recovery
	0

	Private Extension
	O
	
	Private Extension
	VS

	NOTE 1:   The MME shall ignore the ARP in this IE as specified in Section 6.3.2 of 3GPP TS 23.246 [37].

The uplink GBR and uplink MBR shall be ignored by MME/SGSN as specified in Section 20.5 of 3GPP TS 29.061 [38].


7.13.2
MBMS Session Start Response

The MBMS Session Start Response message shall be sent as a response to the MBMS Session Start Request message on the Sm/Sn interface by the MME/SGSN to the MBMS GW.

Table 7.13.2-1 specifies the presence of the IEs in the message.
Possible Cause values are:

· "Request Accepted".

· "No resources available".

· "No memory available".

· "System failure".

· "Mandatory IE incorrect".

· "Mandatory IE missing".

· "Conditional IE missing".

· "Invalid message format".

Table 7.13.2-1: Information Elements in a MBMS Session Start Response
	Information elements
	P
	Condition / Comment
	IE Type
	Ins.

	Cause
	M
	
	Cause
	0

	Sender F-TEID for Control Plane
	M
	
	F-TEID
	0

	MBMS Distribution Acknowledge
	C
	This IE shall be included on the Sn interface.
	MBMS Distribution Acknowledge
	0

	Sn-U SGSN F-TEID
	C
	This IE shall be included on the Sn interface if some RNCs have not accepted IP multicast distribution.
	F-TEID
	1

	Recovery
	C
	This IE shall be included if contacting the peer for the first time.
	Recovery
	0

	Private Extension
	O
	
	Private Extension
	VS


7.13.3
MBMS Session Update Request

The MBMS Session Update Request message shall be sent on the Sm/Sn interface by the MBMS GW to the MME/SGSN as specified in 3GPP TS 23.246 [37].

Table 7.13.3-1 specifies the presence of the IEs in the message.

Table 7.13.3-1: Information Elements in a MBMS Session Update Request
	Information elements
	P
	Condition / Comment
	IE Type
	Ins.

	MBMS Service Area
	C
	
	MBMS Service Area
	0

	Temporary Mobile Group Identity (TMGI)
	M
	
	TMGI
	0

	Sender F-TEID for Control Plane
	O
	
	F-TEID
	0

	MBMS Session Duration
	M
	
	MBMS Session Duration
	0

	QoS profile
	M
	See NOTE 1.
	Bearer QoS
	0

	MBMS Session Identifier
	C
	This IE shall be forwarded to MME/SGSN if it is provided by the BM-SC.
	MBMS Session Identifier
	0

	MBMS Flow Identifier
	C
	This IE shall be forwarded to MME/SGSN if it is provided by the BM-SC.
	MBMS Flow Identifier
	0

	Private Extension
	O
	
	Private Extension
	VS

	NOTE 1:   The MME shall ignore the ARP in this IE as specified in Section 6.3.2 of 3GPP TS 23.246 [37].

The uplink GBR and uplink MBR shall be ignored by MME/SGSN as specified in Section 20.5 of 3GPP TS 29.061 [38].


7.13.4
MBMS Session Update Response

The MBMS Session Update Response message shall be sent as a response to the MBMS Session Update Request message on the Sm/Sn interface by the MME/SGSN to the MBMS GW.

Table 7.13.4-1 specifies the presence of the IEs in the message.
Possible Cause values are:

· "Request Accepted".

· "System failure".

· "Mandatory IE incorrect".

· "Conditional IE missing".

· "Invalid message format".

Table 7.13.4-1: Information Elements in a MBMS Session Update Response
	Information elements
	P
	Condition / Comment
	IE Type
	Ins.

	Cause
	M
	
	Cause
	0

	MBMS Distribution Acknowledge
	C
	This IE shall be included on the Sn interface if service area is changed.
	MBMS Distribution Acknowledge
	0

	Sn-U SGSN F-TEID
	C
	This IE shall be included on the Sn interface if any of the newly added RNCs have not accepted IP multicast distribution.
	F-TEID
	0

	Recovery
	C
	This IE shall be included if contacting the peer for the first time.
	Recovery
	0

	Private Extension
	O
	
	Private Extension
	VS
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