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* * * First Change * * * *

5.1.4
PN-registration procedure for PNE other than a PN UE
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Figure 5.1.4-1: UE initiates the registration on behalf of the PNE

1.
The PNE sends a register request to the UE including its capabilities via the PAN internal communication means.
2.
Optionally, based on the user decision, the PNE is allowed to be added to the PAN.
3.
The UE sends a SIP register request on behalf of the PNE to the S-CSCF. The Register information flow contains the private user identity and the public user identity of the UE, the PNE identifier, and the PNE capabilities.
4.
The S-CSCF sends the register response back to the UE.
5.
UE forwards the register response to the PNE via the PAN internal communication means. 

6.
Based on the initial filter criteria, the S‑CSCF sends a third party Register information flow to the PNM AS.
7.
The PNM AS sends a Subscribe information flow to obtain the public user identities, PNE identifier and the PNE capabilities.

8.
The S-CSCF sends a Notify information flow to the PNM AS containing the public user identities, PNE identifier and PNE capabilities.
9.
The PNM AS enrols the PNE identifier into the PAN.
* * * Next Change * * * *

5.2.4
PN-deregistration procedure for PNE other than a PN UE
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Figure 5.2.4-1: PN-deregistration procedure for PNE other than a PN UE
1.
The PNE sends a de-register request to the UE via the PAN internal communication means.
2.
The UE sends a register request on behalf of the PNE to the S-CSCF with an expiration value of zero seconds.
3.
The S-CSCF sends the register response back to the UE.
4.
The UE sends the de-register response to the PNE via the PAN internal communication means.
5.
Based on the initial filter criteria, the S‑CSCF sends a De-Register information flow to the PNM AS.
6.
The PNM AS then verifies the PN-deregistration by comparing the PNE identifier with the other received from S-CSCF. As a result of a successful verification, the PNM AS enrols the PNE identifier as de-registered in the data base and removes the stored configuration setting related to this specific PNE identifier.

7.
The PNM AS sends a Notify information flow to the S-CSCF containing the register status of PNE.
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End of Change
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