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7.2.1
I1-protocol messages
7.2.1.1
General
This subclause provides the list of I1-protocol messages (see table 7.2.1) and brief description of each I1-protocol message. Based on their function the I1-protocol messages can be grouped into five categories: 

-
I1-Session establishment messages;

-
I1-Stable Session messages;

-
I1-Session clearing messages;
-
I1-Error messages; 

-
I1- Supplementary Service -Invocation messages; and
-
I1-Other messages.
Table 7.2.1.1: I1-protocol messages

	Message type
	Description and content
(subclause)

	Session establishment messages:
	7.2.1.2

	
I1 Invite message
	

	
I1 Progress message
	

	
I1 Success message
	

	
	

	Stable Session messages:
	7.2.1.3

	
I1 Refer message
	

	

	

	Session clearing messages:
	7.2.1.4

	
I1 Bye message 
	

	
I1 Success message
	

	
	

	Error messages:
	7.2.1.5

	
I1 Failure message
	

	
	

	Supplementary Service Invocation messages:
	7.2.1.6

	
I1 Mid Call Request message
	

	
I1 Redirection message
	

	
	

	
	

	Other messages:
	7.2.1.7

	
I1 Notify message
	

	
I1 Dummy message
	


****Next change****
7.3.1
General Messages

Table 7.3.1 lists the I1messages and their encoding. The prefix "0x" indicates that what follows is a bit stream represented as a hexadecimal number.
Table 7.3.1: General Message types

	Message
	Message Type value (5 bit) 
	Reason value (10 bit)

	I1 Invite (MO)
	0x1
	0x000

	I1 Invite (MT)
	0x1
	0x001

	I1 Invite (Augmentation)
	0x1
	0x002

	I1 Invite (use existing CS bearer)
	0x1
	0x003

	I1 Invite (CW)
	0x1
	0x005

	I1 Bye
	0x2
	0x000

	I1 Notify 

(used for synchronization)
	0x3
	0x001

	I1 Notify
	0x3
	0x002 – 0x64 

	I1 Refer
	0x9
	0x000

	I1 Progress
	0x00
	0x64 – 0xC7 (NOTE 1)

	I1 Success
	0x00
	0xC8 – 0x12B

	I1 Mid Call Request message
	0x4
	0x001

	
	
	

	I1 Failure
	0x00
	0x12C – 0x25E (NOTE 2)

	I1 Dummy
	0x00
	0x3FF

	NOTE 1:
The value in the Reason field corresponds to the hex-encoded SIP 1xx values, as specified in subclause 21.1 of RFC 3261[6].
NOTE 2:
The value in the Reason field corresponds to the hex-encoded SIP 4xx, 5xx, and 6xx values, as specified in subclauses 21.4, 21.5, and 25.6 of RFC 3261[6].
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