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* * * First Change * * * *

8.12
Indication

Indication is coded as depicted in Figure 8.12-1.

	
	
	Bits
	

	
	Octets
	8
	7
	6
	5
	4
	3
	2
	1
	

	
	1
	Type = 77 (decimal)
	

	
	2 to 3
	Length = n
	

	
	4
	Spare
	Instance
	

	
	5
	DAF
	DTF
	HI
	DFI
	OI
	ISRSI
	ISRAI
	SGWCI
	

	
	6
	SQCI
	UIMSI
	CFSI
	CRSI
	P
	PT
	SI
	MSV
	

	
	7
	Spare
	Spare
	Spare
	Spare
	Spare
	Spare
	Spare
	CCRSI
	

	
	8 to (n+4)
	These octet(s) is/are present only if explicitly specified
	


Figure 8.12-1: Indication

For each message the applicable flags of the Indication IE shall be clearly specified in the individual message sub clause. The remaining flags of the Indication IE not so indicated shall be discarded by the receiver.

The receiver shall consider the value of the applicable flags as "0", if the Indication IE is applicable for the message but not included in the message by the sender.

The following bits within Octet 5 shall indicate:

-
Bit 8 – DAF (Dual Address Bearer Flag): This bit shall be set when the PDN Type, determined based on UE request and subscription record, is set to  IPv4v6 and all SGSNs which the UE may be handed over to are Release 8 or above supporting dual addressing, which is determined based on node pre-configuration by the operator..

-
Bit 7 – DTF (Direct Tunnel Flag): This bit shall be set when the UE is in UTRAN/GERAN network and Direct Tunnel is selected 

-
Bit 6 – HI (Handover Indication): If this bit is set to 1 over S11/S4 and S5/S8 interfaces, it shall indicate that a UE handover from a non-3GPP access to a 3GPP access system. This bit is applicable during the E-UTRAN Initial Attach procedure, PDP Context Activation procedure or during the UE requested PDN connectivity procedure. If this bit is set to 1 over GTP based S2b interface, it shall indicate the UE handover to Untrusted Non-3GPP Access system and IP address preservation is requested by the UE.
-
Bit 5 – DFI (Direct Forwarding Indication): If this bit is set to 1, it shall indicate that the direct forwarding between the source eNodeB and the target eNodeB during the S1 based handover procedure is applied.

-
Bit 4 – OI (Operation Indication): 

-
If this bit is set to 1, it shall denote that the receiving SGW of a "Create Session Request" shall send a Modify Bearer Request immediately to the PGW. This allows the SGW to differentiate if the "Create Session Request" received on S4/S11 interface belongs to a TAU/RAU with an SGW relocation (OI = 1), or X2-based handover with SGW relocation (OI = 1) or S1-based handover with SGW relocation (OI = 0).  

-
It shall be set to 1 on S4/S11 interface if the SGW needs to forward the Delete Session Request message to PGW.

-
Bit 3 – ISRSI (Idle mode Signalling Reduction Supported Indication): If this is set to 1, it shall indicate that the old/source SGSN/MME is capable to activate ISR.

-
Bit 2 – ISRAI (Idle mode Signalling Reduction Activation Indication): If this bit is set to 1, it shall indicate that the ISR is established between the MME and the S4 SGSN during a TAU/RAU without an SGW change procedure or during an Inter RAT handover without an SGW change procedure. The SGW shall retain the resources for the other CN node that has its bearer resources on the SGW reserved. The old/source SGSN/MME shall maintain the UE's contexts and activate ISR.
-
Bit 1 – SGWCI (SGW Change Indication): If this bit is set to 1, it shall indicate that the target MME/SGSN has selected a new SGW during a TAU/RAU or handover with an SGW change procedure.

The following bits within Octet 6 shall indicate:

-
Bit 8  – SQCI (Subscribed QoS Change Indication): If this bit is set to 1, it indicates that the subscribed QoS profile of the related PDN connection has changed in the old MME/SGSN when the UE is in ECM-IDLE state and ISR is activated. The new MME/SGSN shall trigger the Subscribed QoS Modification procedure. See 3GPP TS 23.401 [3], clause 5.3.9.2.
-
Bit 7 – UIMSI (Unauthenticated IMSI): If this bit is set to 1, it indicates that the IMSI present in the message is not authenticated and is for emergency attached UE.

-
Bit 6 – CFSI (Change F-TEID support indication): if this bit is set to 1, it indicates that the SGW can change the assigned GTP-U F-TEID in the current procedure. The MME/SGSN shall include this flag in the Modify Bearer Request message sent to the SGW in the Idle state UE initiated TAU/RAU procedure. The SGW shall include the new F-TEID in the Modify Bearer Response message if the CFSI flag is received in the corresponding Request message and the SGW needs to modify the GTP-U F-TEID. 

-
Bit 5 – CRSI (Change Reporting support indication): if this bit is set to 1, it indicates that the MME/S4 SGSN supporting Location Change Reporting mechanism.

-
Bit 4 – PS (Piggybacking Supported). This bit denotes whether the MME/SGW support piggybacking feature as described in Annex F of 3GPP TS 23.401 [3]. If set to 1, it indicates that the node is capable of processing two different GTP-C messages appearing back to back in a single UDP payload.

-
Bit 3 – PT (Protocol Type) If this bit set to 1, it shall indicate that the protocol type for the S5/S8 interface is PMIP; this bit is set to 0 to indicate that the protocol type for the S5/S8 interface is GTP.

-
Bit 2 – SI (Scope Indication): If this bit is set to 1, it indicates that all bearer resources of the UE shall be released by the SGW. This flag is set in messages during TAU/RAU/Handover/SRNS Relocation Cancel Using S4/Inter RAT handover Cancel procedure with SGW change/S1 Based handover Cancel procedure with SGW change.

-
Bit 1 – MSV (MS Validated): If this bit is set to 1, it shall indicate that the new MME/SGSN has successfully authenticated the UE.
The following bits within Octet 7shall indicate:

-
Bit 8 to 2 – Spare, for future use and set to zero.
-
Bit 1 – CCRSI (CSG Change Reporting support indication): if this bit is set to 1, it indicates that the MME/S4 SGSN support CSG Information Change Reporting mechanism.

* * * Next Change * * * *

8.17
RAT Type

RAT Type is coded as depicted in Figure 8.17-1.

	
	
	Bits
	

	
	Octets
	8
	7
	6
	5
	4
	3
	2
	1
	

	
	1
	Type = 82 (decimal)
	

	
	2 to 3
	Length = 1
	

	
	4
	Spare
	Instance
	

	
	5
	RAT Type
	

	
	6 to (n+4)
	These octet(s) is/are present only if explicitly specified
	


Figure 8.17-1: RAT Type

Table 8.17-1: RAT Type values

	RAT Types
	Values (Decimal)

	<reserved>
	0

	UTRAN
	1

	GERAN
	2

	WLAN
	3

	GAN
	4

	HSPA Evolution
	5

	EUTRAN
	6

	Virtual
	X

	<spare>
	x+1-255


8.18
Serving Network

Serving Network is coded as depicted in Figure 8.18-1.

	
	
	Bits
	

	
	Octets
	8
	7
	6
	5
	4
	3
	2
	1
	

	
	1
	Type = 83 (decimal)
	

	
	2 to 3
	Length = n
	

	
	4
	Spare
	Instance
	

	
	5
	MCC digit 2
	MCC digit 1
	

	
	6
	MNC digit 3
	MCC digit 3
	

	
	7
	MNC digit 2
	MNC digit 1
	

	
	8 to (n+4)
	These octet(s) is/are present only if explicitly specified
	


Figure 8.18-1: Serving Network

If an Administration decides to include only two digits in the MNC, then bits 5 to 8 of octet 6 are coded as "1111".
This IE contains the serving network provided by the MME, S4-SGSN or ePDG.
* * * Next Change * * * *

8.22
Fully Qualified TEID (F-TEID)

Fully Qualified Tunnel Endpoint Identifier (F-TEID) is coded as depicted in Figure 8.22-1. 

	
	
	
	

	
	
	
	
	
	
	
	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	



	
	
	Bits
	

	
	Octets
	8
	7
	6
	5
	4
	3
	2
	1
	

	
	1
	Type = 87 (decimal)
	

	
	2to 3
	Length = n
	

	
	4
	Spare
	Instance
	

	
	5
	V4
	V6
	Interface Type
	

	
	6 to 9
	TEID / GRE Key
	

	
	m to (m+3)
	IPv4 address
	

	
	p to (p+15)
	IPv6 address 
	

	
	k to (n+4)
	These octet(s) is/are present only if explicitly specified
	


Figure 8.22-1: Fully Qualified Tunnel Endpoint Identifier (F-TEID)

The following flags are coded within Octet 5:

-
Bit 8 – V4: If this bit is set to "1", then IPv4 address field exists in the F-TEID, otherwise the IPv4 address field is not present at all.

-
Bit 7 – V6: If this bit is set to "1", then IPv6 address field exists in the F-TEID, otherwise the IPv6 address field is not present at all.

At least one of V4 and V6 shall be set to "1", and both may be set to "1".


-
Bit 6 to Bit 1 – Interface Type: This 6 bit wide integer can take the following values representing interface type and endpoint:

0:
S1-U eNodeB GTP-U interface

1:
S1-U SGW GTP-U interface

2:
S12 RNC GTP-U interface

3:
S12 SGW GTP-U interface

4:
S5/S8 SGW GTP-U interface

5:
S5/S8 PGW GTP-U interface

6:
S5/S8 SGW GTP-C interface

7:
S5/S8 PGW GTP-C interface

8:
S5/S8 SGW PMIPv6 interface (the 32 bit GRE key is encoded in 32 bit TEID field and since alternate CoA is not used the control plane and user plane addresses are the same for PMIPv6)

9:
S5/S8 PGW PMIPv6 interface (the 32 bit GRE key is encoded in 32 bit TEID field and the control plane and user plane addresses are the same for PMIPv6)

10:
S11 MME GTP-C interface

11:
S11/S4 SGW GTP-C interface

12:
S10 MME GTP-C interface

13:
S3 MME GTP-C interface

14:
S3 SGSN GTP-C interface

15:
S4 SGSN GTP-U interface

16:
S4 SGW GTP-U interface

17:
S4 SGSN GTP-C interface

18:
S16 SGSN GTP-C interface
19:
eNodeB GTP-U interface for DL data forwarding

20:
eNodeB GTP-U interface for UL data forwarding

21:
RNC GTP-U interface for data forwarding

22:
SGSN GTP-U interface for data forwarding

23:
SGW GTP-U interface for DL data forwarding

24:
Sm MBMS GW GTP-C interface

25:
Sn MBMS GW GTP-C interface

26:
Sm MME GTP-C interface

27:
Sn SGSN GTP-C interface

28: SGW GTP-U interface for UL data forwarding
29: Sn SGSN GTP-U interface
X: S2b ePDG GTP-C interface

X+1: S2b-U ePDG GTP-U interface

X+2: S2b PGW GTP-C interface

X+3: S2b-U PGW GTP-U interface
Other values of "Interface Type" are spare and reserved for future use.
"Interface type" values with bit "6" set to 1 shall only be used between Rel-10 onwards GTPv2-C nodes.
NOTE: 
"Interface type" IE is defined with 5 bits only in the earlier releases of this specification, thus pre-Rel-10 GTPv2-C nodes can ignore bit "6" which is marked as "Spare" in earlier releases, allowing backward compatibility.
Octet 6 to 9 (TEID/GRE field) represent either a TEID or a GRE key. If both IPv4 and IPv6 addresses are present in F-TEID IE, then the TEID value shall be shared by both addresses.

Octets "m to (m+3)" and/or "p to (p+15)" (IPv4 address / IPv6 address fields), if present, contain respective address values.
* * * Next Change * * * *

8.62
Fully qualified PDN Connection Set Identifier (FQ-CSID)

A fully qualified PDN Connection Set Identifier (FQ-CSID) identifies a set of PDN connections belonging to an arbitrary number of UEs on a MME, SGW, ePDG or PGW. The FQ-CSID is used on S5, S8, S2b and S11 interfaces. 

The size of CSID is two octets. The FQ-CSID is coded as follows:

	
	
	Bits
	

	
	Octets
	8
	7
	6
	5
	4
	3
	2
	1
	

	
	1
	Type = 132 (decimal)
	

	
	2 to -3
	Length = n
	

	
	4
	Spare
	Instance
	

	
	5
	Node-ID Type
	Number of CSIDs= m
	

	
	6 to p
	Node-ID 
	

	
	(p+1) to (p+2)
	First PDN Connection Set Identifier (CSID)
	

	
	(p+3) to (p+4)
	Second PDN Connection Set Identifier (CSID)
	

	
	...
	...
	

	
	q to q+1
	m-th PDN Connection Set Identifier (CSID)
	

	
	(q+2) to (n+4)
	These octet(s) is/are present only if explicitly specified
	


Figure 8.62-1: FQ-CSID

Where Node-ID Type values are:

0
indicates that Node-ID is a global unicast IPv4 address and p = 9.

1
indicates that Node-ID is a global unicast IPv6 address and p = 21. 

2
indicates that Node-ID is a 4 octets long field with a 32 bit value stored in network order, and p= 9. The coding of the field is specified below:

-
Most significant 20 bits are the binary encoded value of (MCC * 1000 + MNC). 

-
Least significant 12 bits is a 12 bit integer assigned by an operator to an MME, SGW, ePDG or PGW. Other values of Node-ID Type are reserved. 

Values of Number of CSID other than 1 are only employed in the Delete PDN Connection Set Request and Response.

The node that creates the FQ-CSID, (i.e. MME for MME FQ-CSID, SGW for SGW FQ-CSID, ePDG for ePDG FQ-CSID and PGW for PGW FQ‑CSID), is responsible for making sure the Node-ID is globally unique and the CSID value is unique within that node.

When a FQ-CSID is stored by a receiving node, it is stored on a PDN basis even for messages impacting only one bearer (i.e. Create Bearer Request). See 3GPP TS 23.007 [17] for further details on the CSID and what specific requirements are placed on the PGW, ePDG, SGW and MME.
* * * Next Change * * * *

8.83
Node Features
Node Features IE is coded as depicted in Figure 8.83-1. 
	
	
	Bits
	

	
	Octets
	8
	7
	6
	5
	4
	3
	2
	1
	

	
	1
	Type = 152 (decimal)
	

	
	2 to 3
	Length = n
	

	
	4
	Spare
	Instance
	

	
	5 
	Supported-Features
	

	
	6 to (n+4)
	These octet(s) is/are present only if explicitly specified
	


Figure 8.83-1: Node Features IE
The Node Features IE takes the form of a bitmask where each bit set indicates that the corresponding feature is supported. Spare bits shall be ignored by the receiver.  The same bitmask is defined for all GTPv2 interfaces.   
The following table specifies the features defined on GTPv2 interfaces and the interfaces on which they apply.
Table 8.83-1: Node Features on GTPv2 interfaces
	Feature Octet /  Bit
	Feature
	Interface
	Description

	<octet / bit number>
	<short name>
	<applicable interfaces>
	< description of the feature>

	Feature Octet / Bit: The octet and bit number within the Supported-Features IE, e.g. "5 / 1".

Feature: A short name that can be used to refer to the octet / bit and to the feature.
Interface: A list of applicable interfaces to the feature.
Description: A clear textual description of the feature.


No features have been defined on the following GTPv2 interfaces in this version of the specification: S11, S2b, S4, S5, S8, S10, S3, S16, Sv, S101, Sm, Sn.
* * * Next Change * * * *

11.1.1
Introduction

New functionality, i.e. functionality beyond the Rel-9 standard, which can not be specified without backward incompatible changes (e.g. requiring support of a new message or a specific receiver node's behaviour) should be introduced as a feature, see subclause 11.1.2. 

A GTP-C entity should verify that a backward incompatible feature is supported by its peer GTP entities before starting to use it. 

NOTE:
GTPv2 does not support a Comprehension Required mechanism allowing a sender to force the receiver to support comprehension of some specific IEs as a precondition to process a backward incompatible message. 

Features may be generic node capabilities supported homogeneously for all GTP tunnels, UEs and PDN connections. Such features are referred in this specification as "Node Features". They are signalled with the granularity of a node on all GTPv2 interfaces (i.e. S11, S4, S5, S8, S10, S3, S16, Sv, S101, Sm, Sn, S2b). A GTP-C entity may discover the features supported by a peer GTP-C entity with which it is in direct contact as specified in subclause 11.2.1.

* * * End of Changes * * * *
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