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	Reason for change:
(

	The Specific-Action AVP has been used by the AF to request more than one action from the PCRF, refer to clause 5.3.13 and clause 5.6.1 (i.e. AAR command) of TS 29.214.

And in clause 4.4.6.3, it is specified:

“
The RAR shall include the Specific-Action AVP set to the value "INDICATION_OF_LOSS_OF_BEARER" and/or “INDICATION_OF_RELEASE_OF_BEARER” and the deactivated IP Flow encoded in the Flows AVP.
”
This indicates that more than one action should be taken by the Specific-Action AVP; however, the current RAR command only allows one action to be reported to the AF. 

	
	

	Summary of change:
(

	Modifying description in clause of 4.4.6.3 to consistent with the RAR command to allow only one action to be reported by the Specific-Action AVP.  
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(

not approved:
	Inconsistent specification, can not implement the functionality in clause 4.4.6.3 in one RAR command.
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*** 1st Change ***

4.4.6.3
Notification of Signalling Path Status
In the event that the PCRF is notified of the loss or release of resources associated to the PCC/QoS Rules corresponding with AF Signalling IP Flows, the PCRF shall inform the AF about the Loss of the Signalling Transmission path by sending a Re‑Authorization Request (RAR) command to the AF. The RAR shall include the Specific-Action AVP set to the value "INDICATION_OF_LOSS_OF_BEARER" or “INDICATION_OF_RELEASE_OF_BEARER” and the deactivated IP Flow encoded in the Flows AVP.
NOTE:   If the IMS signalling specific PCC rules include a QCI corresponding to a non-GBR bearer, the INDICATION_OF_LOSS_OF_BEARER will not be reported.
When the AF receives the RAR command, it shall acknowledge the command by sending an RAA command to the PCRF.

The AF may then decide to terminate the Rx Diameter session used for the notification of the status of the AF Signalling transmission path. The AF may also decide to terminate any other active Rx Diameter session with the PCRF related to the AF Signalling which is not available any longer. In that case, the AF shall then initiate the AF Termination procedure towards the PCRF as defined in clause 4.4.4.
*** End of Changes ***
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