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User information layer 3 protocol (octet 7)


Bits


5 4 3 2 1


0 0 0 1 0
Recommendation Q.931/I.451


0 0 1 1 0
Recommendation X.25, packet layer (Note 25)


0 0 1 1 1
ISO/IEC 8208 [41] (X.25 packet level protocol for data terminal equipment) (Note 25)


0 1 0 0 0

ITU-T Rec. X.223 and ISO/IEC 8878 [81] (use of ISO/IEC 8208 [41] and Recommendation X.25 to provide the OSI-CONS) (Note 25)


0 1 0 0 1
ISO/IEC 8473 [43] (OSI connectionless mode protocol)


0 1 0 1 0
Recommendation T.70 [32] minimum network layer


0 1 0 1 1
ISO/IEC TR 9577 [82] (Protocol identification in the network layer) (Note 26)


1 0 0 0 0
User specified (Note 24)


All other values are reserved.

NOTE 24 – When this coding is included, octet 7a will include user coding for the user specified layer 3 protocol.

NOTE 25 – When this coding is included, octets 7a, 7b and 7c with ITU-T X.25, X.223 and ISO/IEC TR 9577 encoding may be included.

NOTE 26 – When this coding is included, octets 7a and 7b with ITU-T X.25, X.223 [96] and ISO/IEC TR 9577 encoding may be included.

Octet 7a, 7b and 7c X.25 packet layer, ISO/IEC 8208 and X.223 codings
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Bits


7 6


0 1
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1 0
Extended packet sequence numbering


All other values are reserved.
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4 3 2 1


0 1 0 0
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0 1 0 1
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0 1 1 0
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0 1 1 1
Default packet size 128 octets


1 0 0 0
Default packet size 256 octets


1 0 0 1
Default packet size 512 octets


1 0 1 0
Default packet size 1024 octets


1 0 1 1
Default packet size 2048 octets


1 1 0 0
Default packet size 4096 octets


All other values are reserved.

Packet window size (octet 7c)

Bits 7-1 binary coding of packet window size value in the range from 1 to 127.

Octet 7a for user protocol

User specified layer 3 protocol information (octet 7a)

The use and coding of octet 7a depends on user defined requirements

Octets 7a and 7b for ISO/IEC TR 9577 coding (Notes 26 and 27)

Bit 8 (ext.) set to 0 in octet 7a and set to 1 in octet 7b.

Bits 7 to 5 are spare (set to 0) in both octets.
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*********************************** 1st Change **************************************************

F.3
XML Schema definition

<?xml version="1.0" encoding="UTF-8"?>
<xs:schema xmlns:xs="http://www.w3.org/2001/XMLSchema" xmlns="http://uri.etsi.org/ngn/params/xml/simservs/pstn" xmlns:ns1="http://uri.etsi.org/ngn/params/xml/simservs/pstn" targetNamespace="http://uri.etsi.org/ngn/params/xml/simservs/pstn" elementFormDefault="qualified">

<xs:annotation>


<xs:documentation>XML Schema definition for mapping of some PSTN into SIP MIME Bodies</xs:documentation>

</xs:annotation>

<!--Definition of simple types-->

<xs:simpleType name="OneBitType">


<xs:restriction base="xs:string">



<xs:pattern value="[0-1]"/>


</xs:restriction>

</xs:simpleType>

<xs:simpleType name="TwoBitType">


<xs:restriction base="xs:string">



<xs:pattern value="[0-1][0-1]"/>


</xs:restriction>

</xs:simpleType>

<xs:simpleType name="ThreeBitType">


<xs:restriction base="xs:string">



<xs:pattern value="[0-1][0-1][0-1]"/>


</xs:restriction>

</xs:simpleType>

<xs:simpleType name="FourBitType">


<xs:restriction base="xs:string">



<xs:pattern value="[0-1][0-1][0-1][0-1]"/>


</xs:restriction>

</xs:simpleType>

<xs:simpleType name="FiveBitType">


<xs:restriction base="xs:string">



<xs:pattern value="[0-1][0-1][0-1][0-1][0-1]"/>


</xs:restriction>

</xs:simpleType>

<xs:simpleType name="SixBitType">


<xs:restriction base="xs:string">



<xs:pattern value="[0-1][0-1][0-1][0-1][0-1][0-1]"/>


</xs:restriction>

</xs:simpleType>

<xs:simpleType name="SevenBitType">


<xs:restriction base="xs:string">



<xs:pattern value="[0-1][0-1][0-1][0-1][0-1][0-1][0-1]"/>


</xs:restriction>

</xs:simpleType>

<!--Definition of complex types-->

<!--Definition of BearerCapability Octets-->

<xs:complexType name="BCOctet3Type">


<xs:sequence>



<xs:element name="CodingStandard" type="TwoBitType"/>



<xs:element name="InformationTransferCapability" type="FiveBitType"/>


</xs:sequence>

</xs:complexType>

<xs:complexType name="BCOctet4Type">


<xs:sequence>



<xs:element name="TransferMode" type="TwoBitType"/>



<xs:element name="InformationTransferRate" type="FiveBitType"/>


</xs:sequence>

</xs:complexType>

<xs:complexType name="BCOctet4-1Type">


<xs:sequence>



<xs:element name="RateMultiplier" type="SevenBitType"/>


</xs:sequence>

</xs:complexType>

<xs:complexType name="BCOctet5Type">


<xs:sequence>



<xs:element name="Layer1Identification" type="TwoBitType"/>



<xs:element name="UserInfoLayer1Protocol" type="FiveBitType"/>


</xs:sequence>

</xs:complexType>

<xs:complexType name="BCOctet5aType">


<xs:sequence>



<xs:element name="SynchronousAsynchronous" type="OneBitType"/>



<xs:element name="Negotiation" type="OneBitType"/>



<xs:element name="UserRate" type="FiveBitType"/>


</xs:sequence>

</xs:complexType>

<xs:complexType name="BCOctet5bV110Type">


<xs:sequence>



<xs:element name="IntermediateRate" type="TwoBitType"/>



<xs:element name="NIConTX" type="OneBitType"/>



<xs:element name="NIConRX" type="OneBitType"/>



<xs:element name="FlowControlOnTX" type="OneBitType"/>



<xs:element name="FlowControlOnRX" type="OneBitType"/>


</xs:sequence>

</xs:complexType>

<xs:complexType name="BCOctet5bV120Type">


<xs:sequence>



<xs:element name="RateAdaptionHeader" type="OneBitType"/>



<xs:element name="MultipleFrameEstablishmentSupport" type="OneBitType"/>



<xs:element name="ModeOfOperation" type="OneBitType"/>



<xs:element name="LogicalLinkIdentifier" type="OneBitType"/>



<xs:element name="Assignor" type="OneBitType"/>



<xs:element name="InbandOutbandNegotiation" type="OneBitType"/>


</xs:sequence>

</xs:complexType>

<xs:complexType name="BCOctet5cType">


<xs:sequence>



<xs:element name="NumberOfStopBits" type="TwoBitType"/>



<xs:element name="NumberOfDataBits" type="TwoBitType"/>



<xs:element name="Parity" type="ThreeBitType"/>


</xs:sequence>

</xs:complexType>

<xs:complexType name="BCOctet5dType">


<xs:sequence>



<xs:element name="DuplexMode" type="OneBitType"/>



<xs:element name="ModemType" type="SixBitType"/>


</xs:sequence>

</xs:complexType>

<xs:complexType name="BCOctet6Type">


<xs:sequence>



<xs:element name="Layer2Identification" type="TwoBitType"/>



<xs:element name="UserInfoLayer2Protocol" type="FiveBitType"/>


</xs:sequence>

</xs:complexType>

<xs:complexType name="BCOctet7Type">


<xs:sequence>



<xs:element name="Layer3Identification" type="TwoBitType"/>



<xs:element name="UserInfoLayer3Protocol" type="FiveBitType"/>


</xs:sequence>

</xs:complexType>

<xs:complexType name="BCOctet7aType">


<xs:sequence>



<xs:element name="AdditionalLayer3Info" type="FourBitType"/>


</xs:sequence>

</xs:complexType>

<xs:complexType name="BCOctet7bType">


<xs:sequence>



<xs:element name="AdditionalLayer3Info" type="FourBitType"/>


</xs:sequence>

</xs:complexType>

<!--Definition of High Layer Compatibility Octets-->

<xs:complexType name="HLOctet3Type">


<xs:sequence>



<xs:element name="CodingStandard" type="TwoBitType"/>



<xs:element name="Interpretation" type="ThreeBitType"/>



<xs:element name="PresentationMethod" type="TwoBitType"/>


</xs:sequence>

</xs:complexType>

<xs:complexType name="HLOctet4Type">


<xs:sequence>



<xs:element name="HighLayerCharacteristics" type="SevenBitType"/>


</xs:sequence>

</xs:complexType>

<xs:complexType name="HLOctet4aMaintenanceType">


<xs:sequence>



<xs:element name="HighLayerCharacteristics" type="SevenBitType"/>


</xs:sequence>

</xs:complexType>

<xs:complexType name="HLOctet4aAudioType">


<xs:sequence>



<xs:element name="VideoTelephonyCharacteristics" type="SevenBitType"/>


</xs:sequence>

</xs:complexType>

<!--Definition of Low Layer Compatibility Octets-->

<xs:complexType name="LLOctet3Type">


<xs:sequence>



<xs:element name="CodingStandard" type="TwoBitType"/>



<xs:element name="InformationTransferCapability" type="FiveBitType"/>


</xs:sequence>

</xs:complexType>

<xs:complexType name="LLOctet3aType">


<xs:sequence>



<xs:element name="NegotiationIndicator" type="OneBitType"/>


</xs:sequence>

</xs:complexType>

<xs:complexType name="LLOctet4Type">


<xs:sequence>



<xs:element name="TransferMode" type="TwoBitType"/>



<xs:element name="InformationTransferRate" type="FiveBitType"/>


</xs:sequence>

</xs:complexType>

<xs:complexType name="LLOctet4-1Type">


<xs:sequence>



<xs:element name="RateMultiplier" type="SevenBitType"/>


</xs:sequence>

</xs:complexType>

<xs:complexType name="LLOctet5Type">


<xs:sequence>



<xs:element name="Layer1Identification" type="TwoBitType"/>



<xs:element name="UserInfoLayer1Protocol" type="FiveBitType"/>


</xs:sequence>

</xs:complexType>

<xs:complexType name="LLOctet5aType">


<xs:sequence>



<xs:element name="SynchronousAsynchronous" type="OneBitType"/>



<xs:element name="Negotiation" type="OneBitType"/>



<xs:element name="UserRate" type="FiveBitType"/>


</xs:sequence>

</xs:complexType>

<xs:complexType name="LLOctet5bV110Type">


<xs:sequence>



<xs:element name="IntermediateRate" type="TwoBitType"/>



<xs:element name="NIConTX" type="OneBitType"/>



<xs:element name="NIConRX" type="OneBitType"/>



<xs:element name="FlowControlOnTX" type="OneBitType"/>



<xs:element name="FlowControlOnRX" type="OneBitType"/>


</xs:sequence>

</xs:complexType>

<xs:complexType name="LLOctet5bV120Type">


<xs:sequence>



<xs:element name="RateAdaptionHeader" type="OneBitType"/>



<xs:element name="MultipleFrameEstablishmentSupport" type="OneBitType"/>



<xs:element name="ModeOfOperation" type="OneBitType"/>



<xs:element name="LogicalLinkIdentifier" type="OneBitType"/>



<xs:element name="Assignor" type="OneBitType"/>



<xs:element name="InbandOutbandNegotiation" type="OneBitType"/>


</xs:sequence>

</xs:complexType>

<xs:complexType name="LLOctet5cType">


<xs:sequence>



<xs:element name="NumberOfStopBits" type="TwoBitType"/>



<xs:element name="NumberOfDataBits" type="TwoBitType"/>



<xs:element name="Parity" type="ThreeBitType"/>


</xs:sequence>

</xs:complexType>

<xs:complexType name="LLOctet5dType">


<xs:sequence>



<xs:element name="DuplexMode" type="OneBitType"/>



<xs:element name="ModemType" type="SixBitType"/>


</xs:sequence>

</xs:complexType>

<xs:complexType name="LLOctet6Type">


<xs:sequence>



<xs:element name="Layer2Identification" type="TwoBitType"/>



<xs:element name="UserInfoLayer2Protocol" type="FiveBitType"/>


</xs:sequence>

</xs:complexType>

<xs:complexType name="LLOctet6aHDLCType">


<xs:sequence>



<xs:element name="Mode" type="TwoBitType"/>


</xs:sequence>

</xs:complexType>

<xs:complexType name="LLOctet6aUserSpecificType">


<xs:sequence>



<xs:element name="UserSpecificLayer2Information" type="SevenBitType"/>


</xs:sequence>

</xs:complexType>

<xs:complexType name="LLOctet6bType">


<xs:sequence>



<xs:element name="WindowSize" type="SevenBitType"/>


</xs:sequence>

</xs:complexType>

<xs:complexType name="LLOctet7Type">


<xs:sequence>



<xs:element name="Layer3Identification" type="TwoBitType"/>



<xs:element name="UserInfoLayer3Protocol" type="FiveBitType"/>


</xs:sequence>

</xs:complexType>

<xs:complexType name="LLOctet7aUserSpecificType">


<xs:sequence>



<xs:element name="OptionalLayer3Information" type="SevenBitType"/>


</xs:sequence>

</xs:complexType>

<xs:complexType name="LLOctet7aX25Type">


<xs:sequence>



<xs:element name="Mode" type="TwoBitType"/>


</xs:sequence>

</xs:complexType>

<xs:complexType name="LLOctet7bX25Type">


<xs:sequence>



<xs:element name="DefaultPacketSize" type="FourBitType"/>


</xs:sequence>

</xs:complexType>

<xs:complexType name="LLOctet7cType">


<xs:sequence>



<xs:element name="PacketWindowSize" type="SevenBitType"/>


</xs:sequence>

</xs:complexType>

<xs:complexType name="LLOctet7aTR9577Type">


<xs:sequence>



<xs:element name="AdditionalLayer3Info" type="FourBitType"/>


</xs:sequence>

</xs:complexType>

<xs:complexType name="LLOctet7bTR9577Type">


<xs:sequence>



<xs:element name="AdditionalLayer3Info" type="FourBitType"/>


</xs:sequence>

</xs:complexType>

<xs:complexType name="DispOctet3Type">


<xs:sequence>



<xs:element name="DisplayInformation" type="SevenBitType"/>


</xs:sequence>

</xs:complexType>

<!--Definition of the information elements-->

<xs:complexType name="BearerCapabilityType">


<xs:sequence>



<xs:element name="BCoctet3" type="BCOctet3Type"/>



<xs:element name="BCoctet4" type="BCOctet4Type"/>



<xs:element name="BCoctet4-1" type="BCOctet4-1Type" minOccurs="0"/>



<xs:element name="BCoctet5" type="BCOctet5Type" minOccurs="0"/>



<xs:element name="BCoctet5a" type="BCOctet5aType" minOccurs="0"/>



<xs:element name="BCoctet5bV110" type="BCOctet5bV110Type" minOccurs="0"/>



<xs:element name="BCoctet5bV120" type="BCOctet5bV120Type" minOccurs="0"/>



<xs:element name="BCoctet5c" type="BCOctet5cType" minOccurs="0"/>



<xs:element name="BCoctet5d" type="BCOctet5dType" minOccurs="0"/>



<xs:element name="BCoctet6" type="BCOctet6Type" minOccurs="0"/>



<xs:element name="BCoctet7" type="BCOctet7Type" minOccurs="0"/>



<xs:element name="BCoctet7a" type="BCOctet7aType" minOccurs="0"/>



<xs:element name="BCoctet7b" type="BCOctet7bType" minOccurs="0"/>


</xs:sequence>

</xs:complexType>

<xs:complexType name="HighLayerCompatibilityType">


<xs:sequence>



<xs:element name="HLOctet3" type="HLOctet3Type"/>



<xs:element name="HLOctet4" type="HLOctet4Type"/>



<xs:element name="HLOctet4aMaintenance" type="HLOctet4aMaintenanceType" minOccurs="0"/>



<xs:element name="HLOctet4Audio" type="HLOctet4aAudioType" minOccurs="0"/>


</xs:sequence>

</xs:complexType>

<xs:complexType name="LowLayerCompatibilityType">


<xs:sequence>



<xs:element name="LLOctet3" type="LLOctet3Type"/>



<xs:element name="LLOctet3a" type="LLOctet3aType" minOccurs="0"/>



<xs:element name="LLOctet4" type="LLOctet4Type"/>



<xs:element name="LLOctet4-1" type="LLOctet4-1Type" minOccurs="0"/>



<xs:element name="LLOctet5" type="LLOctet5Type" minOccurs="0"/>



<xs:element name="LLOctet5a" type="LLOctet5aType" minOccurs="0"/>



<xs:element name="LLOctet5bV110" type="LLOctet5bV110Type" minOccurs="0"/>



<xs:element name="LLOctet5bV120" type="LLOctet5bV120Type" minOccurs="0"/>



<xs:element name="LLOctet5c" type="LLOctet5cType" minOccurs="0"/>



<xs:element name="LLOctet5d" type="LLOctet5dType" minOccurs="0"/>



<xs:element name="LLOctet6" type="LLOctet6Type" minOccurs="0"/>



<xs:element name="LLOctet6aHDLC" type="LLOctet6aHDLCType" minOccurs="0"/>



<xs:element name="LLOctet6aUserSpecific" type="LLOctet6aUserSpecificType" minOccurs="0"/>



<xs:element name="LLOctet6b" type="LLOctet6bType" minOccurs="0"/>



<xs:element name="LLOctet7" type="LLOctet7Type" minOccurs="0"/>



<xs:element name="LLOctet7aUserSpecific" type="LLOctet7aUserSpecificType" minOccurs="0"/>



<xs:element name="LLOctet7aX25" type="LLOctet7aX25Type" minOccurs="0"/>



<xs:element name="LLOctet7bX25" type="LLOctet7bX25Type" minOccurs="0"/>



<xs:element name="LLOctet7c" type="LLOctet7cType" minOccurs="0"/>



<xs:element name="LLOctet7aTR9577" type="LLOctet7aTR9577Type" minOccurs="0"/>



<xs:element name="LLOctet7bTR9577" type="LLOctet7bTR9577Type" minOccurs="0"/>


</xs:sequence>

</xs:complexType>

<xs:complexType name="DisplayType">


<xs:sequence>



<xs:element name="DispOctet3" type="DispOctet3Type"/>


</xs:sequence>

</xs:complexType>

<!--Definition of progress indicator-->

<xs:complexType name="ProgressOctet3Type">


<xs:sequence>



<xs:element name="CodingStandard" type="TwoBitType"/>



<xs:element name="Location" type="FourBitType "/>


</xs:sequence>

</xs:complexType>

<xs:complexType name="ProgressOctet4Type">


<xs:sequence>



<xs:element name="ProgressDescription" type="SevenBitType"/>


</xs:sequence>

</xs:complexType>

<xs:complexType name="ProgressIndicatorType">


<xs:sequence>



<xs:element name="ProgressOctet3" type="ProgressOctet3Type"/>



<xs:element name="ProgressOctet4" type="ProgressOctet4Type"/>


</xs:sequence>

</xs:complexType>

<!--Definition of sendingCompletIndication -->


<xs:element name="sendingCompleteIndication"/>

<!--Definition of document structure-->

<xs:element name="PSTN">


<xs:complexType>



<xs:sequence>




<xs:element name="BearerCapability" type="BearerCapabilityType" maxOccurs="2"/>




<xs:element name="HighLayerCompatibility" type="HighLayerCompatibilityType" minOccurs="0" maxOccurs="2"/>




<xs:element name="LowLayerCompatibility" type="LowLayerCompatibilityType" minOccurs="0"/>




<xs:element name="ProgressIndicator" type="ProgressIndicatorType" minOccurs="0" maxOccurs="unbounded"/>




<xs:element name="Display" type="DisplayType" minOccurs="0" maxOccurs="unbounded"/>



</xs:sequence>


</xs:complexType>

</xs:element>
</xs:schema>
*********************************** end of change ************************************************

�PAGE \# "'Page: '#'�'"  �� � HYPERLINK "http://www.3gpp.org/ftp/Information/DocNum_FTP_structure_V3.zip" ��Document numbers� are allocated by the Working Group Secretary.   Use the format of document number specified by the � HYPERLINK "http://www.3gpp.org/About/WP.htm" ��3GPP Working Procedures�.


�PAGE \# "'Page: '#'�'"  �� Enter the specification number in this box. For example, 04.08 or 31.102. Do not prefix the number with anything . i.e. do not use "TS", "GSM" or "3GPP" etc.


�PAGE \# "'Page: '#'�'"  �� Enter the CR number here. This number is allocated by the 3GPP support team.  It consists of at least four digits, padded with leading zeros if necessary.


�PAGE \# "'Page: '#'�'"  �� Enter the revision number of the CR here. If it is the first version, use a "-".


�PAGE \# "'Page: '#'�'"  �� Enter the version of the specification here. This number is the version of the specification to which the CR was written and (normally) to which it will be applied if it is approved. Make sure that the latest version of the specification (of the relevant release) is used when creating the CR. If unsure what the latest version is, go to � HYPERLINK "http://www.3gpp.org/3G_Specs/3G_Specs.htm" ��� � HYPERLINK "http://www.3gpp.org/specs/specs.htm" ��http://www.3gpp.org/specs/specs.htm�.


�PAGE \# "'Page: '#'�'"  �� For help on how to fill out a field, place the mouse pointer over the special symbol closest to the field in question.


�PAGE \# "'Page: '#'�'"  �� Mark one or more of the boxes with an X.


�PAGE \# "'Page: '#'�'"  �� SIM / USIM / ISIM applications.


�PAGE \# "'Page: '#'�'"  �� Enter a concise description of the subject matter of the CR. It should be no longer than one line, but if this is not possible, do not enter hard new-line characters.  Do not use redundant information such as "Change Request number xxx to 3GPP TS xx.xxx".


One or more organizations (3GPP Individual Members) which drafted the CR and are presenting it to the Working Group.


For CRs agreed at Working Group level, the identity of the WG.  Use the format "xn" where �	x = "C" for TSG CT, "R" for TSG RAN, "S" for TSG SA, "G" for TSG GERAN; �PAGE \# "'Page: '#'�'"  ���	n = digit identifying the Working Group; for CRs drafted during the TSG meeting itself, use "P". �Examples: "C4", "R5", "G3new", "SP".


�PAGE \# "'Page: '#'�'"  �� Enter the acronym for the work item which is applicable to the change. This field is mandatory for category F, A, B & C CRs for Release 4 and later. A list of work item acronyms can be found in the 3GPP work plan. See �� HYPERLINK "http://www.3gpp.org/ftp/Specs/html-info/WI-List.htm" ��http://www.3gpp.org/ftp/Specs/html-info/WI-List.htm� .


�PAGE \# "'Page: '#'�'"  �� Enter the date on which the CR was last revised.  Format to be interpretable by English version of MS Windows ® applications, e.g. 19/02/2006.


�PAGE \# "'Page: '#'�'"  �� Enter a single letter corresponding to the most appropriate category listed. For more detailed help on interpreting these categories, see Technical Report �HYPERLINK "http://www.3gpp.org/ftp/Specs/html-info/21900.htm"��21.900� "TSG working methods".


�PAGE \# "'Page: '#'�'"  �� Enter a single release code from the list below.


�PAGE \# "'Page: '#'�'"  �� Enter text which explains why the change is necessary.


�PAGE \# "'Page: '#'�'"  �� Enter text which describes the most important components of the change. i.e. How the change is made.


�PAGE \# "'Page: '#'�'"  �� Enter here the consequences if this CR were to be rejected. It is mandatory to complete this section only if the CR is of category "F" (i.e. correction), though it may well be useful for other categories.


�PAGE \# "'Page: '#'�'"  �� Enter the number of each clause which contains changes.   Be as specific as possible (ie list each subclause, not just the umbrella clause).


�PAGE \# "'Page: '#'�'"  �� Tick "yes" box if any other specifications are affected by this change.  Else tick "no".  You MUST fill in one or the other.


�PAGE \# "'Page: '#'�'"  �� List here the specifications which are affected or the CRs which are linked.


�PAGE \# "'Page: '#'�'"  �� Enter any other information which may be needed by the group being requested to approve the CR. This could include special conditions for it's approval which are not listed anywhere else above.





