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	If the UE is GPRS attached in GERAN/UTRAN and moves to E-UTRAN with no PDP context active, it is currently open in the specifications whether it performs TAU or attach. If it performs TAU, it will always be rejected with a cause code triggering a new attach procedure, resulting in unnecessary additional signalling.

	
	

	Summary of change:
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	Require the UE to always directly fall back to perform an attach procedure instead of TAU when moving to E-UTRAN with no active PDP context.
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	Unnecessary additional signalling when moving from GERAN/UTRAN to E-UTRAN.
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5.1.4
Coordination between EMM and GMM

If GMM and EMM are both enabled, a UE capable of S1 mode and A/Gb mode or Iu mode or both shall maintain one common registration for GMM and EMM indicating whether the UE is registered for packet services or not.

A UE that is not registered shall be in state GMM-DEREGISTERED and in state EMM-DEREGISTERED.

If the UE performs a successful attach or combined attach procedure in S1 mode, it shall enter substates GMM-REGISTERED.NO-CELL-AVAILABLE and EMM-REGISTERED.NORMAL-SERVICE.

If the UE performs a successful GPRS attach or combined GPRS attach procedure in A/Gb or Iu mode, it shall enter substates GMM-REGISTERED.NORMAL-SERVICE and EMM-REGISTERED.NO-CELL-AVAILABLE.
If the UE moves from A/Gb or Iu mode to S1 mode when no PDP context is active, the UE shall move to state GMM-DEREGISTERED and state EMM-DEREGISTERED and then initiate an attach procedure.
After successful completion of routing area updating or combined routing area updating and tracking area updating or combined tracking area updating procedures in both S1 mode and A/Gb or Iu mode, if the network has indicated that ISR is activated, the UE shall maintain registration and related periodic update timers in both GMM and EMM.
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