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1. the SCC AS includes its SIP URI in the R-R header field and inserts the remote contact information in the Contact header field. The S-CSCF routs the ICS-originated request toward the SCC AS based on the Route header field; or

2. the SCC AS includes its SIP URI in the Contact header (the remote contact information is not included in the SIP messages toward the ICS UE). The S-CSCF routs the ICS-originated request toward the SCC AS based on the Request-URI that contains the SIP URI of the SCC AS.

If 2. above is used, the ICS UE will not receive the remote contact information, e.g. the GRUU inserted by the remote UE. Consequently, the ICS UE cannot refer the calls to the remote UE (e.g. instruct the focus to call the GRUU belondging to the remote UE).

Therefore the method 1. above is used. Currently, the document 24.237 doesn't explicitly indicate that 1 above shall be used.
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***CHANGE***
10.4.4
SCC AS for call control over Gm and voice or voice and video over CS

When the SCC AS serving the terminating ICS UE receives an initial SIP INVITE request due to initial filter criteria and the T-ADS results in choosing to deliver media in the CS domain, the SCC AS shall act as a B2BUA, the SCC AS shall:

0)
store the information received in the initial SIP INVITE request received from the remote UE;
1)
allocate an SCC AS PSI DN which is specified as an E.164 number, and shall identify and be associated with the stored information in step 1) and associated with the SCC AS ;

2)
create a SIP INVITE request and include:

a)
a Request-URI set to the value of the Request-URI as received in the incoming SIP INVITE request;

b)
a dedicated Accept-Contact header field with a media feature tag with the value g.3gpp.ics set to principal and append "require" and "explicit";

NOTE 1:
Other feature tags can also be included in the dedicated Accept-Contact header field if the feature tags have the same requirements on the "explicit" and "require" parameter.

b1)
an Accept-Contact header field with the values received in the Accept-Contact header field in the incoming SIP INVITE except for any g.3gpp.ics media feature tags; and 

NOTE 2: 
According to IETF RFC 3841 [35A] when the value of the "explicit" and "require" parameters are different for feature tag values they will be placed in separate Accept-Contact header fields.
c)
an SDP offer based on the received SDP from the originator and including the following:
i)
in the SDP offer towards the terminating ICS UE, include an additional media line with media portion set to audio, port portion set to "9", proto portion set to "PSTN" and fmt portion set to "-", as described in draft-ietf-mmusic-sdp-cs [36] and may also include a CS video media stream according to the initial SIP INVITE received by the SCC AS;

ii)
a media level "c=" line, , with the nettype portion set to "PSTN" and with the addrtype portion set to "E164" and the fmt portion set to an E.164 number representing the SCC AS PSI DN allocated in step 1) in accordance with draft-ietf-mmusic-sdp-cs [36];

iii)
an a=setup attribute set to "passive"

iv)
an a=connection attribute set to "new";

v)
codecs based on local policy and the received SDP offer from the originating UE; and

vi)
an indication that preconditions are not met;  
d)
a new Record-Route header field that contains only a SIP URI pointing to the SCC AS; and

e)
a Contact header field that includes the contents of the Contact header field received in the incoming initial SIP INVITE request; and
3)
route the created SIP INVITE request towards the terminating ICS UE.

When the SCC AS receives a SIP INVITE request from the CS domain, the SCC AS shall:

0)
check that the Request URI is

i)
set to a valid  SCC AS PSI DN as allocated in the above step 1, and

ii)
the SCC AS PSN DN is encoded as a tel URI (see IETF RFC 3966 [42]) or SIP URI with the "user" SIP URI parameter set to "phone", in accordance with 3GPP TS 23.003 [4], subclause 13.5.

If the SCC AS PSI DN is valid, the SCC AS shall:

1)
use the SCC AS PSI DN and correlate the SCC AS PSI DN against the incoming SIP INVITE request from the originating UE; and
2)
create a response in accordance with 3GPP TS 24.229 [11], indicating local preconditions met and route towards CS domain.

Afterwards, when the SCC AS receives a 18x response, the SCC AS shall generate a SIP 18x response toward the originating UE that includes the information received in the SIP 18x response with the following exceptions:
a)
prepare an SDP answer to be sent to the originating UE. The SDP answer shall be based on the SDP answer received from the ICS UE and the SDP offer received from the CS domain. If the "m=" lines of the SDP offer from the CS domain includes more than one codecs the SCC AS shall delete the lowest priority codecs. The status line in the response sent to the originating UE shall be the same as received in the 18x response from the terminating ICS UE. The SDP answer sent to the originating UE shall be in accordance with IETF RFC 3264 [31];

b)
replace the Record-Route header field(s) received in the SIP 18x response with a new Record-Route header field that only contains a SIP URI pointing to the SCC AS; and

c)
set the Contact header field to include the contents of the Contact header received in the SIP 183 (Session Progress) response, except the g.3gpp.ics media feature tag.

When the SCC AS receives a 18x response prior to the related SIP INVITE request from the CS domain, the SCC AS shall wait until the SIP INVITE request from the CS domain is received.
When the AS gets aware that the remote precondition is fulfilled on the leg towards the originating UE and on the leg towards the CS domain, the SCC AS shall send an UPDATE request to the terminating UE indicating that precondition is met.

When the SCC AS receives preconditions are met on the leg from the CS domain the SCC AS shall

1)
send a 200 (OK) for the SIP UPDATE request on the leg to the CS domain; and

2)
send a 200 (OK) for the SIP INVITE request on the leg to CS domain. 
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