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****************** change 1 ******************
5.4.2.1
Explicit EPS detach initiation
The MME shall send an SGsAP-EPS-DETACH-INDICATION message to a VLR if:

-
the MME receives a detach for EPS from the UE;

- 
the MME performs network initiated EPS detach procedure;

-
the combined tracking area update procedure is rejected by the MME;
-
the MME receives a Detach Notification from the SGSN with the Detach type indicating "PS Detach"; or
-
the MME detects that all EPS bearers for the UE are released.
If the MME receives a Detach Request from a UE or Detach Notification from an SGSN and the state of the SGs association to a VLR for that UE is not SGs-NULL, the MME shall check the detach type indicated in the Detach Request message or the detach type indicated in the Detach Notification message. If the UE has indicated EPS detach the MME shall send an SGsAP-EPS-DETACH-INDICATION message to the VLR indicating "UE initiated IMSI detach from EPS services".

If the MME performs a network initiated detach procedure or the MME detects that all EPS bearers for the UE are released, and the state of the SGs association to a VLR for that MS is not SGs-NULL, the MME shall send an SGsAP-EPS-DETACH-INDICATION message to the VLR indicating "Network initiated IMSI detach from EPS services".

If the combined tracking area update procedure is rejected at the MME for a UE with an SGs association state different from SGs-NULL, the MME shall send an SGsAP-EPS-DETACH-INDICATION to the VLR indicating "EPS services not allowed".

After sending of the SGsAP-EPS-DETACH-INDICATION message, the MME shall move the state of the SGs association to SGs-NULL. The MME shall start timer Ts8 upon transmission of the SGsAP-EPS-DETACH-INDICATION message and the MME shall stop and reset timer Ts6-1 if running.

****************** end of change 1 ******************
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