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* * * First Change * * * *

4.6.2
LCLS Configuration

LCLS configuration is required in order to allow the Core Network to indicate to the BSS the LCLS connection preference.

The LCLS Configuration Information Element is explicitly signalled on the A interface on a per call leg basis during Call Establishment and Handover procedures or at any time during the call using the LCLS_CONNECT_CONTROL message. See clauses 6 and 8 respectively. It is used to indicate if the local call shall be:

-
connected both-way in the BSS (basic LCLS connection)
-
connected both-way in the BSS and bi-casted UL to the Core Network

-
connected both-way in the BSS and send access DL from the Core Network (BSS may combine or replace local DL data with DL data from the Core Network) 
-
connected both-way in the BSS and send access DL from the Core Network, block local DL

-
connected both-way in the BSS and bi-casted UL to the Core Network and send access DL from the Core Network (BSS may combine or replace local DL data with DL data from the Core Network)
-
connected both-way in the BSS and bi-casted UL to the Core Network and send access DL from the Core Network, block local DL (BSS shall block local DL data but continue send UL data locally)
If the BSS does not support a certain configuration this shall be indicated in the LCLS-BSS-Status IE to the MSC Server. 

NOTE:
If BSS supports LCLS feature, then at least one of the LCLS configurations is required to be supported.
The usage of the LCLS Configuration IE is further detailed in sub-clause 16.3.

* * * End of Changes * * * *
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