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	Reason for change:
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	TS 23.122 indicates that the MS supporting EAB has to comply with EAB mechanism defined in TS 44.060, but GERAN agreed to only introduced the necessary functionality in TS 44.018. Hence, no update has been done to TS 44.060 because of EAB.

Additionally, the MS can hold more than one special access class. Access to the network should be allowed when the MS is a member of at least one authorised special access class (as defined in 3GPP TS 22.011).
Note that CT1 already agreed at CT1#72 changes to TS 24.008 and TS 24.301 for special access class handling (C1-112757, C1-112930).

	
	

	Summary of change:
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	Removal of the mandatory reference to TS 44.060 for EAB.
Correction of the access to the network when the MS holds special access class(es).

	
	

	Consequences if 
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not approved:
	The MS is only allowed to access the network (ignore EAB) when it holds one special access class and this is not barred. The case of holding more than one special access class is not allowed. Therefore, the UE might not be able to access the network.

The specification mandates to use the EAB mechanism specified in TS 44.060 when no mechanim exists there, but TS 44.018.
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1st Change
3.4.1
Access control

Due to problems in certain areas, network operators may decide to restrict access from some MSs (e.g., in case of congestion), and for this reason, a mechanism for common access control is provided. In A/Gb mode and Iu mode a mechanism for domain specific access control is also provided (see 3GPP TS 43.022 [35] and 3GPP TS 25.304 [32]).
A mechanism to restrict access by low priority MSs is provided via EAB. A network operator can restrict network access of those MSs that are configured for EAB in addition to common access control and domain specific access control.
The MS can be configured for EAB in the USIM (see 3GPP TS 31.102 [40]) or in the ME (see 3GPP TS 24.368 [50]). An MS that supports EAB shall follow the EAB mechanism (see 3GPP TS 24.008 [23], 3GPP TS 44.018 [34]) when configured for EAB. 

NOTE:
Access network procedures for EAB in UTRAN and E-UTRAN are not specified in this version of the specification.

In the case that a network operator decides to restrict access they may as an option allow restricted MSs to respond to paging messages and/or to perform location registrations. Mechanisms to allow this optional access are provided (see 3GPP TS 25.304 [32]).

A network operator can also restrict some MSs to access the network for location registration, although via common access class control or domain specific access class control the MSs are permitted to access the network for other purposes.
If the MS is accessing the network with a special access class (Access classes 11 to 15) and that special access class is not barred, then the MS shall ignore EAB.

If an MS configured for EAB is initiating an emergency call and emergency calls are allowed in the cell, then the MS shall ignore EAB.
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