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	Reason for change:
(

	According to current specification, when performing LAU procedure a UE supporting CSFB and SMS over SGs or SMS over SGs only shall set the TIN to “P-TMSI”. However, this may cause a problem if TIN indicates GUTI and the UE does not hold a valid P-TMSI/RAI as explained in the following scenario:

1. A CSFB/SMS over SGs supporting UE attaches for the first time while camping on E-UTRAN. ISR is not activated and TIN=GUTI. UE does not have any P-TMSI/RAI stored.

2. UE performs CSFB and moves to an NMO II NW.

3. According to 23.060, UE performs starts LA update first and will then start RA update procedure. Now, because of UE performing LAU, TIN is set to P-TMSI. 
4. By the time the UE is performing LAU, TIN=P-TMSI but the UE does not hold any valid  P-TMSI/ old RAI. It can’t use mapped GUTI as TIN is not GUTI anymore. 
Note that in case the TIN=RAT-related TMSI, it makes sense to set TIN=P-TMSI as the UE has a P-TMSI/RAI stored. 

For the case of TIN=GUTI, it is better to keep TIN=GUTI, as the UE will perform RAU, and it can use the mapped GUTI for P-TMSI/old RAI.  



	
	

	Summary of change:
(

	For a UE supporting CSFB and SMS over SGs or SMS over SGs only, when the UE performs LAU TIN is set to P-TMSI only if the TIN indicated RAT-related TMSI. (Note that implicitly if TIN already indicated P-TMSI it will continue to do so).

	
	

	Consequences if 
(

not approved:
	A CSFB/SMS over SGs supporting UE may unnecessarily have TIN=P-TMSI with no valid P-TMSI/old RAI, when mapped GUTI is available.
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* * * First Change * * * *
4.4.4.1
Location updating initiation by the mobile station

Any timer used for triggering the location updating procedure (e.g. T3211, T3212) is stopped if running.

As no RR connection exists at the time when the location updating procedure has to be started, the MM sublayer within the mobile station will request the RR sublayer to establish a RR connection and enter state WAIT FOR RR CONNECTION (LOCATION UPDATE). The procedure for establishing an RR connection is described in 3GPP TS 44.018 [84] subclause 3.3 and 3GPP TS 25.331 [23c].

The mobile station initiates the location updating procedure by sending a LOCATION UPDATING REQUEST message to the network, starts the timer T3210 and enters state LOCATION UPDATING INITIATED. The location updating type information element shall indicate what kind of updating is requested.
If the MS is configured for "AttachWithIMSI" as specified in 3GPP TS 24.368 [135] or 3GPP TS 31.102 [112] and the selected PLMN is neither the registered PLMN nor in the list of equivalent PLMNs, the MS shall include the IMSI in the Mobile identity IE in the LOCATION UPDATING REQUEST message.
If the mobile station is configured to use CS fallback and SMS over SGs, or SMS over SGs only, and TIN indicates "RAT-related TMSI" the mobile station shall set the TIN to "P-TMSI" unless the mobile station had already received the EMM cause #18 during a combined attach procedure (see subclause 5.5.1.3.4.3 of 3GPP TS 24.301 [120]) or a combined tracking area updating procedure (see subclause 5.5.3.3.4.3 of 3GPP TS 24.301 [120]) on the same PLMN, but not disabled the E-UTRAN capability.
* * * End Changes * * * *
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