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	For the detailed definition of possible values for PDN-Type 29.002 refers to 29.274.
29.274 defines the following 3 values:

PDN type value (octet 5)

Bits

3

2

1

0

0

1

IPv4

0

1

0

IPv6

0

1

1

IPv4v6

Bits 8-4 of octet 5 are spare and shall be coded as zero.

However, for 29.002 the following 4 values are needed:

IPv4

IPv6

IPv4v6

IPv4_or_IPv6
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* * * First Change * * * *

2
References

**************text removed for clarity***********

[140]
3GPP TS 29.272: "Mobility Management Entity (MME) and Serving GPRS Support Node (SGSN) related interfaces based on Diameter protocol"
**************text removed for clarity***********

* * * Next Change * * * *

17.7.1
Mobile Service data types

**************text removed for clarity***********
PDN-Type ::= OCTET STRING (SIZE (1))


-- Octet is coded as follows:

--
Bits


--
3 2 1

--
0 0 1 IPv4


--
0 1 0 IPv6


--
0 1 1 IPv4v6


--
1 0 0 IPv4_or_IPv6


--
Bits 8-4 shall be coded as zero.

--
for details see 3GPP TS 29.272 [140]
**************text removed for clarity***********

* * * End of Changes * * * *
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