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Endorsement notice

The present document endorses 3GPP TS 24.229 (V7.9.0): "IP Multimedia Call Control Protocol based on Session Initiation Protocol (SIP) and Session Description Protocol (SDP) Stage 3 (Release 7)" [1].

The present document shows the modifications, additions and deletions through the use of underlined and strikethrough text.

For the purpose of the present document clause 1 of [1] applies.

For the purpose of the present document clause 3 of [1] applies except for subclauses 3.1, 3.2, which are replaced by the appropriate subclauses in clause 3 of the present document.

For the purpose of the present document clause 4 of [1] applies, except for clauses 4.1, 4.2 and 4.4.4, which are replaced by the appropriate clauses in clause 4 of the present document.
For the purpose of the present document clause 5 of [1] applies, except for clauses 5.1.1.1, 5.1.1.1A, 5.1.1.2, 5.1.1.3, 5.1.1.4, 5.1.1.5.1, 5.1.1.5.2, 5.1.1.5A, 5.1.1.6, 5.1.1.7, 5.1.2.1, 5.1.2A.1, 5.1.2.A2, 5.1.3.1, 5.1.6.1, 5.1.6.2, 5.1.6.8.3, 5.1.6.8.4, 5.2.1, 5.2.2, 5.2.4, 5.2.5.1, 5.2.5.2, 5.2.6.2, 5.2.6.3, 5.2.6.4, 5.2.7.2, 5.2.7.3, 5.2.8.1.1, 5.2.8.1.2, 5.2.8.1.4, 5.2.8.3, 5.2.10.1, 5.2.10.3, 5.3.2.1, 5.3.2.1A, 5.4.1.1, 5.4.1.2, 5.4.1.2.1, 5.4.1.2.2, 5.4.1.3, 5.4.1.4, 5.4.1.5, 5.4.1.6, 5.4.1.7, 5.4.2.1.2, 5.4.1.8, 5.4.3.2, 5.4.3.3, 5.4.6.1.2, 5.4.6.1.3, 5.4.8.2, 5.4.5.1.2A, 5.5.1, 5.7.1.9, 5.10.2.2, 5.10.2.3, 5.10.3.2, 5.10.3.3 and 5.10.6, which are replaced by the appropriate clauses in clause 5 of the present document. In addition clauses 5.1.1.1B, 5.1.1.2A, 5.1.1.4A, 5.1.1.5.1A, 5.1.1.5.1B, 5.1.1.6A, 5.2.2A and 5.4.1.2A.1 are added.

For the purpose of the present document clause 6 of [1] applies, except for clauses 6.1.1, 6.1.2 and 6.2 , which are replaced by the appropriate clauses in clause 6 of the present document.

For the purpose of the present document clause 7 of [1] applies, except for clauses 7.2A.4, 7.2A.5.2.2, 7.2A.9.2, 7.2A.10.3,7.6.1, 7.6.2, 7.6.3, 7.9.2, and 7.9.3, which is replaced by the appropriate clause in clause 7 of the present document.

For the purpose of the present document clause 9 of [1] applies.

For the purpose of the present document annex A of [1] applies, except for clauses A.1.3, A.2.1.2, A.2.1.3, A.2.1.4.1, A.2.1.4.4, A.2.1.4.6, A.2.1.4.7, A.2.1.4.7A, A.2.1.4.8, A.2.1.4.9, A.2.1.4.10, A.2.1.4.10A, A.2.1.4.11, A2.1.4.12, A.2.1.4.13, A.2.1.4.14, A.2.2.4.3, A.2.2.2, A.2.2.3, A.2.2.4.6, A.2.2.4.7A, A.2.2.4.8, A.2.2.4.9, A.2.2.4.11, A.2.2.4.12, A.2.2.4.13, A.2.2.14A.2.2.4.7 and A.3.2.1 which are replaced by the appropriate clauses in annex A of the present document.

For the purpose of the present document annex B of [1] applies, except for subclause B.2.2.1 which is replaced by the appropriate subclause in annex B. In addition subclause B.2A.2 is added.
For the purpose of the present document annex C of [1] applies, except for the addition of clause C.4.

For the purpose of the present document annex F of [1] is replaced with annex F of the present document.

For the purpose of the present document annex G of [1] is replaced with annex G of the present document.

For the purpose of the present document annex I of [1] applies.

For the purpose of the present document annex J of [1] applies, except for clauses J.1 and J.2 which are replaced by the appropriate clauses in annex J of the present document. In addition clause J.9A is added.

For the purpose of the present document annex F of [1] applies, except for clauses F.2.1.2.2, F.2.1.2.4, F.4.1 and F.4.2 which are replaced as indicated in the appropriate clauses in annex F of the present document.
For the purpose of the present document annex F of [1] applies with the addition of clause F.4A.
PROPOSED CHANGE

5.1.1.1
General

The UE shall register public user identities (see table A.4/1 and dependencies on that major capability).

The UE shall use one IP address for all SIP signalling, i.e. simultaneous registration using different IP addresses from the same UE is not supported in this release of this document. The only exception is a possible parallel emergency registration as described in subclause 5.1.6. 

NOTE:
The UE can use multiple Contact header parameter values simultanously, provided they all contain the same IP address and port number.

The UE shall register and deregister only its public user identities with the associated contact address that belong to the UE.

In case a UE registers several public user identities at different points in time, the procedures to re-register, deregister and subscribe to the registration-state event package for these public user identities can remain uncoordinated in time.

In case a device performing address and/or port number conversions is provided by a NA(P)T or NA(P)T-PT, the UE may need to modify the SIP contents according to the procedures described in either annex F or annex K.

PROPOSED CHANGE

5.1.1.7
Network-initiated deregistration

Upon receipt of a NOTIFY request on the dialog which was generated during subscription to the reg event package as described in subclause 5.1.1.3, including one or more <registration> element(s) which were registered by this UE with:

-
the state attribute set to "terminated" and the event attribute within the <contact> element belonging to this UE set to "rejected" or "deactivated"; or

-
the state attribute set to "active" and within the <contact> element belonging to this UE, the state attribute set to "terminated" and the associated event attribute set to "rejected" or "deactivated";

the UE shall remove all registration details relating to these public user identities. In case of a "deactivated" event attribute, the UE shall start the initial registration procedure as described in subclause 5.1.1.2. or subclause 5.1.1.2A. In case of a "rejected" event attribute, the UE shall release all dialogs related to those public user identities.

Upon receipt of a NOTIFY request, the UE shall delete the security associations (if present) towards the P‑CSCF either:
-
if all <registration> element(s) have their state attribute set to "terminated" (i.e. all public user identities are deregistered) and the Subscription-State header contains the value of "terminated"; or

-
if each <registration> element that was registered by this UE has either the state attribute set to "terminated", or the state attribute set to "active" and the state attribute within the <contact> element belonging to this UE set to "terminated".

The UE shall delete these security associations (if present) towards the P‑CSCF after the server transaction (as defined in RFC 3261 [26]) pertaining to the received NOTIFY request terminates.

NOTE 1:
Deleting a security association is an internal procedure of the UE and does not involve any SIP procedures.

NOTE 2:
If all the public user identities or (i.e. <contact> elements addresses registered by this UE are deregistered and the security association is removed, the UE considers the subscription to the reg event package terminated since the NOTIFY request was received with Subscription-State header containing the value of "terminated".
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