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	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Doc-2nd-Level
	Status-2nd-Level
	WorkItem

	24.301
	1188
	6
	Rel-10
	Back-off timer handling in connected mode mobility 
	F
	C1-115321
	agreed
	NIMTC

	24.301
	1288
	2
	Rel-11
	Back-off timer handling in connected mode mobility 
	A
	C1-115322
	agreed
	NIMTC

	24.008
	1964
	1
	Rel-10
	Clarification on SM backoff while paged using IMSI
	F
	C1-114269
	agreed
	NIMTC

	24.008
	1965
	1
	Rel-11
	Clarification on SM backoff while paged using IMSI
	A
	C1-114270
	agreed
	NIMTC

	24.301
	1248
	3
	Rel-10
	Clarification to the SR procedure for CS emergency call when T3346 timer is running.
	F
	C1-114464
	agreed
	NIMTC

	24.301
	1249
	3
	Rel-11
	Clarifiaction to the SR procedure for CS emergency call when T3346 timer is running.
	A
	C1-114465
	agreed
	NIMTC

	24.301
	1213
	1
	Rel-10
	Clarify UE action upon T3411 expiry
	F
	C1-114265
	agreed
	NIMTC

	24.301
	1214
	1
	Rel-11
	Clarify UE action upon T3411 expiry
	A
	C1-114266
	agreed
	NIMTC

	24.008
	1966
	2
	Rel-10
	Correction of LAU trigger when EMM/GMM backoff
	F
	C1-114460
	agreed
	NIMTC

	24.008
	1967
	2
	Rel-11
	Correction of LAU trigger when EMM/GMM backoff
	A
	C1-114461
	agreed
	NIMTC

	24.008
	1962
	-
	Rel-10
	Correction of MM back-off timer reference
	F
	C1-114030
	agreed
	NIMTC

	24.008
	1963
	-
	Rel-11
	Correction of MM back-off timer reference
	A
	C1-114031
	agreed
	NIMTC

	24.008
	2019
	2
	Rel-10
	Correction on the MO CSFB procedure during T3246 running
	F
	C1-115333
	agreed
	NIMTC

	24.008
	2020
	2
	Rel-11
	Correction on the MO CSFB procedure during T3246 running
	A
	C1-115334
	agreed
	NIMTC

	24.301
	1246
	1
	Rel-10
	Correction to the Service request procedure
	F
	C1-114261
	agreed
	NIMTC,TEI10

	24.301
	1247
	1
	Rel-11
	Correction to the Service request procedure
	A
	C1-114262
	agreed
	NIMTC,TEI10

	24.008
	1978
	1
	Rel-10
	Default Value for SM back-off timer
	F
	C1-115205
	agreed
	NIMTC

	24.008
	1979
	1
	Rel-11
	Default Value for SM back-off timer
	A
	C1-115206
	agreed
	NIMTC

	24.301
	1271
	2
	Rel-10
	Handling of APN based congestion control
	F
	C1-115337
	agreed
	NIMTC

	24.301
	1315
	1
	Rel-11
	Handling of APN based congestion control
	A
	C1-115338
	agreed
	NIMTC

	24.008
	2000
	1
	Rel-10
	LAU trigger when GMM backoff timer running
	F
	C1-115140
	agreed
	NIMTC

	24.008
	2001
	1
	Rel-11
	LAU trigger when GMM backoff timer running
	A
	C1-115141
	agreed
	NIMTC

	24.008
	1995
	2
	Rel-10
	Release of the NAS signalling connection after completion of MS-initiated detach procedure
	F
	C1-115319
	agreed
	NIMTC

	24.008
	1996
	2
	Rel-11
	Release of the NAS signalling connection after completion of MS-initiated detach procedure
	A
	C1-115320
	agreed
	NIMTC, TEI11

	24.301
	1279
	2
	Rel-10
	Release of the NAS signalling connection after completion of UE-initiated detach procedure
	F
	C1-115317
	agreed
	NIMTC

	24.301
	1280
	2
	Rel-11
	Release of the NAS signalling connection after completion of UE-initiated detach procedure
	A
	C1-115318
	agreed
	NIMTC, TEI11

	24.301
	1240
	-
	Rel-10
	Removal and replacement of undefined "forbidden PLMN for attach in S1 mode" list
	F
	C1-113998
	agreed
	NIMTC

	24.301
	1241
	-
	Rel-11
	Removal and replacement of undefined "forbidden PLMN for attach in S1 mode" list
	A
	C1-113999
	agreed
	NIMTC

	24.008
	1951
	1
	Rel-10
	Removal of undefined "forbidden PLMN for attach in S1 mode" list.
	F
	C1-114273
	agreed
	NIMTC

	24.008
	1952
	1
	Rel-11
	Removal of undefined "forbidden PLMN for attach in S1 mode" list.
	A
	C1-114274
	agreed
	NIMTC

	24.301
	1310
	2
	Rel-10
	Remove "CN congestion" indication
	F
	C1-115351
	agreed
	NIMTC

	24.301
	1311
	2
	Rel-11
	Remove "CN congestion" indication
	A
	C1-115352
	agreed
	NIMTC

	24.008
	2017
	2
	Rel-10
	Remove "CN congestion" indication and Introduce CN domain indicator
	F
	C1-115349
	agreed
	NIMTC

	24.008
	2018
	2
	Rel-11
	Remove "CN congestion" indication and Introduce CN domain indicator
	A
	C1-115350
	agreed
	NIMTC

	24.008
	1924
	4
	Rel-10
	Setting Mobile Reachable timer, Implicit Detach Timer
	F
	C1-114711
	agreed
	NIMTC

	24.008
	1925
	4
	Rel-11
	Setting Mobile Reachable timer, Implicit Detach Timer
	A
	C1-114712
	agreed
	NIMTC

	24.301
	1209
	3
	Rel-10
	Setting Mobile Reachable timer, Implicit Detach Timer
	F
	C1-114458
	agreed
	NIMTC

	24.301
	1210
	3
	Rel-11
	Setting Mobile Reachable timer, Implicit Detach Timer
	A
	C1-114459
	agreed
	NIMTC

	24.301
	1312
	-
	Rel-10
	Start of backoff timer when the ATTACH REJECT message is not integrity protected 
	F
	C1-114882
	agreed
	NIMTC

	24.301
	1313
	-
	Rel-11
	Start of backoff timer when the ATTACH REJECT message is not integrity protected
	A
	C1-114883
	agreed
	NIMTC

	24.008
	1929
	-
	Rel-10
	Timer granularity of GPRS timer 3
	F
	C1-113844
	agreed
	NIMTC

	24.008
	1930
	-
	Rel-11
	Timer granularity of GPRS timer 3
	A
	C1-113845
	agreed
	NIMTC

	24.301
	1260
	2
	Rel-10
	UE initiated procedures when MM back-off timer is running
	F
	C1-115283
	agreed
	NIMTC

	24.301
	1261
	2
	Rel-11
	UE initiated procedures when MM back-off timer is running
	A
	C1-115284
	agreed
	NIMTC


