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3.7
Table of optional features

Support of several features is optional or release dependent for the terminal equipment. However, if an ME states conformance with a specific 3GPP release, it is mandatory for the ME to support all mandatory functions of that release, as stated in table A.1.

The supplier of the implementation shall state the support of possible options in table A.1.

Table A.1: Options

	Item
	Option
	Status
	Support
	Mnemonic

	1
	Support of CS
	O
	
	O_CS

	2
	Support of a feature requiring PIN2 entry (such as e.g. AoC or FDN)
	O
	
	O_PIN2_ENTRY_FEAT

	3
	Support of UTRAN access
	C001
	
	O_UTRAN

	4
	Support of GERAN access
	C002
	
	O_GERAN

	5
	Support of Fixed Dialling Numbers
	O
	
	O_FDN

	6
	Support of Advice of Charge Charging
	O
	
	O_AoCC

	7
	Support of Higher priority PLMN selector with Access Technology service (Implementation is optional in Rel-6 and onwards)
	C003
	
	O_HPLMNwACT

	8
	Support of local phonebook
	C004
	
	O_Local_PB

	9
	Support of global phonebook
	C004
	
	O_Global_PB

	10
	Support of storing received Class 2 Short Messages in the USIM
	O
	
	O_Store_Received_SMS

	11
	Support of MMS
	O
	
	O_MMS

	12
	Support of usage of MMS related data stored on the USIM
	C005
	
	O_MMS_USIM_DATA

	13
	Supported of unselected user MMS connectivity parameters
	O
	
	O_NO_USER_MMS_CONF_SELEC

	14
	Support of MMS notification storage on the USIM
	O
	
	O_MMS_NOTIF_STORAGE

	15
	Support of ACL
	Cxxx
	
	O_ACL

	16
	Support of SDN
	O
	
	O_SDN

	17
	Support of numerical entry of PLMN codes in EF PLMNwACT 
	O
	
	O_EFPLMNwACT_numerical entry

	18
	Terminal does support speech call
	O
	
	O_Speech_Calls

	19
	Terminal support PIN MMI strings
	O
	
	O_PIN_MMI_Strings

	20
	Terminal does support eFDD
	O
	
	pc_eFDD

	21
	Terminal does support eTDD
	O
	
	pc_eTDD

	22
	Terminal does support CSG list handling
	O
	
	pc_Allowed_CSG_list

	23
	Terminal supports SM-over-IP-receiver
	O
	
	pc_SM-over-IP receiver

	24
	Terminal supports reading SMS' stored in EF SMS on the USIM if USIM and ISIM are present 
	O
	
	pc_USIM_EF_SMS_reading_support_if_USIM_ISIM both present

	25
	Terminal supports reading SMS' stored in EF SMS on the ISIM if USIM and ISIM are present 
	O
	
	pc_ISIM_EF_SMS_reading_support_if_USIM_ISIM both present

	C001
If terminal is 3G terminal then M else N/A

C002
If terminal is 2G terminal then M else O

C003
If Higher priority PLMN selector with Access Technology service is implemented according to Rel-6 or later then O else M

C004
If terminal is implemented according to Rel-6 or later then M, else O

C005
If terminal is implemented according to R99 then N/A else if terminal is implemented according to Rel-4 then O else M
Cxxx 
If (A.1/20 is supported or A.1/21 is supported) then M else O


3.8


Applicability table

Table B.1: Applicability of tests

	Item
	Description
	Tested feature defined in Release
	Test sequence(s)
	R99 ME
	Rel-4 ME
	Rel-5 ME
	Rel-6 ME
	Rel-7 ME
	Rel-8 ME
	Rel-9 ME
	Rel-10 ME
	Network Dependency
	Support
	Additional test case execution recommendation

	[..]

	78
	Access Point Control List handling for terminals not supporting ACL
	R99
	9.1.3
	N/A
	N/A
	C020
	C020
	C020
	C020
	C020
	C020
	UMTS System Simulator or System Simulator only
	
	AER002

	79
	Access Point Control List handling for terminals supporting ACL connected to E-UTRAN/EPC
	Rel-8
	9.1.4
	N/A
	N/A
	N/A
	N/A
	N/A
	C029
	C029
	C029
	E-UTRAN System Simulator only
	
	

	80
	Network provided APN handling for terminals supporting ACL connected to E-UTRAN/EPC
	Rel-8
	9.1.5
	N/A
	N/A
	N/A
	N/A
	N/A
	C029
	C029
	C029
	E-UTRAN System Simulator only
	
	

	81
	Void
	
	9.1.6
	
	
	
	
	
	
	
	
	
	
	

	82
	Service Dialling Numbers handling
	R99
	9.2
	N/A
	N/A
	N/A
	C021
	C021
	C021
	C021
	C021
	UMTS System Simulator or System Simulator only
	
	

	[..]

	92
	CSG Type display test
	Rel-8
	
	
	
	
	
	
	
	
	
	TBD
	
	

	93
	Home NodeB Name display test
	Rel-8
	
	
	
	
	
	
	
	
	
	TBD
	
	


Table B.1: Applicability of tests (continued)

	C001
(NOT A.1/3) AND A.1/4
C002
A.1/1 AND A.1/3

C003
A.1/3 AND A.1/4

C004
IF (C001 OR C002) THEN M ELSE N/A

C005
IF A.1/2 THEN M ELSE N/A
C006
IF (C001 OR C002) AND A.1/5 AND A.1/18 THEN M ELSE N/A
C007
IF (C001 OR C002) AND A.1/6 AND A.1/18 THEN M ELSE N/A

C008
IF (C001 OR C002) AND A.1/6 AND A.1/18 THEN O.1 ELSE N/A

C009
IF C003 THEN M ELSE N/A
C010
IF (C001 OR (A.1/3 AND (!A.1/4)) OR (C003 AND (!A.1/7))) THEN M ELSE N/A

C011
IF C003 AND A.1/7 THEN M ELSE O 

C012
IF A.1/8 THEN M ELSE N/A

C013
IF A.1/9 THEN M ELSE N/A

C014
IF A.1/8 AND A.1/9 THEN M ELSE N/A

C015
IF A.1/10 THEN M ELSE N/A

C016
IF A.1/11 AND A.1/12 AND A.1/13 THEN M ELSE N/A

C017
IF A.1/11 AND A.1/13 THEN M ELSE N/A

C018
IF A.1/11 AND A.1/14 THEN M ELSE N/A

C019
IF A.1/15 THEN M ELSE N/A

C020
IF (NOT A.1/15) M ELSE N/A
C021
IF A.1/16 THEN M ELSE N/A

C022
IF A.1/17 THEN M ELSE N/A

C023
IF A.1/18 THEN M ELSE N/A

C024 
IF C004 AND A.1/18 THEN M ELSE N/A

C025     IF A.1/19 THEN “Expected Sequence A” M ELSE “Expected Sequence B” M

C026     IF A1/2 AND A.1/19 THEN “Expected Sequence A” M ELSE IF A.1/2 “Expected Sequence B” M ELSE N/A

C027     IF (A.1/20 OR A.1/21) THEN M ELSE N/A

C028     IF (A.1/20 OR A.1/21) AND A.1/22 THEN M ELSE N/A

C029     IF (A.1/20 OR A.1/21) AND A.1/15 THEN M ELSE N/A

C030     IF (A.1/20 OR A.1/21) AND NOT A.1/15 THEN M ELSE N/A 

C031      IF (A.1/10 AND A.1/23 AND (A.1/20 OR A.1/21)) THEN M ELSE N/A

C032      IF (A.1/10 AND AND A.1/23 AND A.1/3) THEN M ELSE N/A

C033      IF (A.1/24) THEN M ELSE N/A

C034      IF (A.1/25) THEN M ELSE N/A

O.1
IF C002 THEN "Expected Sequence A" M ELSE IF C001 THEN "Expected Sequence B" M

AER001 IF ((A.1/20 OR A.1/21) AND ((A.1/3 OR A.1/4) AND (NOT A.1/18))) THEN R ELSE A

AER002 IF ((A.1/20 OR A.1/21) AND ((A.1/3 OR A.1/4) THEN R ELSE A

AER003 IF (test 8.2.3 has been PASSED) THEN R ELSE A

AER004 IF (test 8.2.5 has been PASSED) THEN R ELSE A
	--
(NOT O_UTRAN) AND O_GERAN

--
O_CS AND O_UTRAN

--
O_UTRAN AND O_GERAN

--
((NOT O_UTRAN) AND O_GERAN) OR (O_CS AND O_UTRAN)

--
O_PIN2_ENTRY_FEAT

--
(((NOT O_UTRAN) AND O_GERAN) OR (O_CS AND O_UTRAN) AND O_FDN   AND O_Speech_Calls

--
(((NOT O_UTRAN) AND O_GERAN) OR (O_CS AND O_UTRAN)) AND O_AoCC  AND O_Speech_Calls

--
(((NOT O_UTRAN) AND O_GERAN) OR (O_CS AND O_UTRAN)) AND O_AoCC  AND O_Speech_Calls

--
O_UTRAN AND O_GERAN

--
(((NOT O_UTRAN) AND O_GERAN) OR (O_UTRAN AND (NOT O_GERAN)) OR (O_UTRAN AND O_GERAN AND (NOT O_HPLMNwACT)))
--
O_UTRAN AND O_GERAN AND O_HPLMNwACT
--
O_Local_PB

--
O_Global_PB

--
O_Local_PB  AND O_Global_PB

--
O_Store_Received_SMS

--
O_MMS AND O_MMS_USIM_DATA AND  O_NO_USER_MMS_CONF_SELEC

--
O_MMS AND O_NO_USER_MMS_CONF_SELEC
--
O_MMS AND O_MMS_NOTIF_STORAGE

--
O_ACL

--
NOT O_ACL

--
O_SDN

--
O_EFPLMNwACT_numerical entry
--
O_Speech_Calls

--
(((NOT O_UTRAN) AND O_GERAN) OR (O_CS AND O_UTRAN)) AND O_Speech_Calls

--   O_PIN_MMI_Strings

--   (O_PIN2_ENTRY_FEAT AND O_PIN_MMI_Strings) OR O_PIN2_ENTRY_FEAT
--
pc_eFDD OR pc_eTDD

--  (pc_eFDD OR pc_eTDD) AND pc_Allowed_CSG_list
--  (pc_eFDD OR pc_eTDD) AND O_ACL

--  (pc_eFDD OR pc_eTDD) AND NOT O_ACL
--  O_Store_Received_SMS AND pc_SM-over-IP receiver AND (pc_eFDD OR pc_eTDD)

--  O_Store_Received_SMS AND pc_SM-over-IP receiver AND (O_UTRAN)

--  pc_USIM_EF_SMS_reading_support_if_USIM_ISIM both present --  pc_ISIM_EF_SMS_reading_support_if_USIM_ISIM both present
--
((pc_eFDD OR pc_eTDD) AND ((O_UTRAN OR O_GERAN) AND (NOT O_Speech_Calls)))

--
((pc_eFDD OR pc_eTDD) AND (O_UTRAN OR O_GERAN))


9.1.6
Void
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