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This document contains CRs on PCC in SAE that have been agreed by TSG CT WG3, and is forwarded to TSG CT Plenary for approval.
	CT3#
	Title
	Spec
	CR
	Rev
	Cat
	Rel
	Ver
	Work Item

	681
	S9 session per UE (R8 29.213)
	29.213
	399
	 
	F
	8
	8.13.0
	SAES-St3-PCC

	682
	S9 session per UE (R9 29.213)
	29.213
	400
	 
	A
	9
	9.8.0
	SAES-St3-PCC

	683
	S9 session per UE (R10 29.213)
	29.213
	401
	 
	A
	10
	10.5.0
	SAES-St3-PCC

	684
	S9 session per UE (R11 29.213)
	29.213
	402
	 
	A
	11
	11.2.0
	SAES-St3-PCC

	750
	QoS Validation for UE initiated resource modification
	29.212
	826
	1
	F
	8
	8.15.0
	SAES-St3-PCC

	751
	QoS Validation for UE initiated resource modification
	29.212
	827
	1
	A
	9
	9.10.0
	SAES-St3-PCC

	752
	QoS Validation for UE initiated resource modification
	29.212
	828
	1
	A
	10
	10.6.0
	SAES-St3-PCC

	753
	QoS Validation for UE initiated resource modification
	29.212
	829
	1
	A
	11
	11.4.0
	SAES-St3-PCC

	883
	QoS authorization for UE request resource modification
	29.215
	231
	3
	F
	8
	8.13.0
	SAES-St3-PCC

	871
	QoS authorization for UE request resource modification
	29.215
	232
	2
	A
	9
	9.10.0
	SAES-St3-PCC

	872
	QoS authorization for UE request resource modification
	29.215
	233
	2
	A
	10
	10.5.0
	SAES-St3-PCC

	873
	QoS authorization for UE request resource modification
	29.215
	234
	2
	A
	11
	11.4.0
	SAES-St3-PCC

	1215
	Mapping of the Precedence AVP from PCC rule to precedence information of the service data flow filter for 3GPP accesses
	29.212
	854
	1
	F
	8
	8.15.0
	SAES-St3-PCC

	1216
	Mapping of the Precedence AVP from PCC rule to precedence information of the service data flow filter for 3GPP accesses
	29.212
	855
	1
	A
	9
	9.10.0
	SAES-St3-PCC

	1217
	Mapping of the Precedence AVP from PCC rule to precedence information of the service data flow filter for 3GPP accesses
	29.212
	856
	1
	A
	10
	10.6.0
	SAES-St3-PCC

	1218
	Mapping of the Precedence AVP from PCC rule to precedence information of the service data flow filter for 3GPP accesses
	29.212
	857
	1
	A
	11
	11.4.0
	SAES-St3-PCC

	776
	Diameter session termination
	29.212
	848
	 
	F
	8
	8.15.0
	SAES-St3-PCC

	777
	Diameter session termination
	29.212
	849
	 
	A
	9
	9.10.0
	SAES-St3-PCC

	778
	Diameter session termination
	29.212
	850
	 
	A
	10
	10.6.0
	SAES-St3-PCC

	779
	Diameter session termination
	29.212
	811
	1
	A
	11
	11.4.0
	SAES-St3-PCC

	830
	Diameter session termination
	29.215
	243
	 
	F
	8
	8.13.0
	SAES-St3-PCC

	831
	Diameter session termination
	29.215
	244
	 
	A
	9
	9.10.0
	SAES-St3-PCC

	832
	Diameter session termination
	29.215
	245
	 
	A
	10
	10.5.0
	SAES-St3-PCC

	833
	Diameter session termination
	29.215
	230
	1
	A
	11
	11.4.0
	SAES-St3-PCC

	806
	Add Event-Trigger AVP in the RAA command
	29.212
	844
	 
	F
	8
	8.15.0
	SAES-St3-PCC

	807
	Add Event-Trigger AVP in the RAA command
	29.212
	845
	 
	A
	9
	9.10.0
	SAES-St3-PCC

	808
	Add Event-Trigger AVP in the RAA command
	29.212
	846
	 
	A
	10
	10.6.0
	SAES-St3-PCC

	809
	Add Event-Trigger AVP in the RAA command
	29.212
	847
	 
	A
	11
	11.4.0
	SAES-St3-PCC

	758
	Adapting GERAN/UTRAN procedures with S4-SGSN
	29.212
	804
	1
	F
	8
	8.15.0
	SAES-St3-PCC

	759
	Adapting GERAN/UTRAN procedures with S4-SGSN
	29.212
	805
	1
	A
	9
	9.10.0
	SAES-St3-PCC

	760
	Adapting GERAN/UTRAN procedures with S4-SGSN
	29.212
	806
	1
	A
	10
	10.6.0
	SAES-St3-PCC

	761
	Adapting GERAN/UTRAN procedures with S4-SGSN
	29.212
	807
	1
	A
	11
	11.4.0
	SAES-St3-PCC


