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-------------------------------------------- 1st change --------------------------------------------
12.3.5
SCC AS procedures for PS to CS access transfer: PS to CS SRVCC enhancement using ATCF

The SCC AS needs to distinguish the following initial SIP request:

-
SIP INVITE requests routed to the SCC AS due to ATU-STI in the Request-URI. In the procedures below, such requests are known as "SIP INVITE requests due to ATU-STI".
Upon receiving a SIP INVITE request due to ATU-STI, the SCC AS shall:

1)
if there is a Target-Dialog header field in the SIP INVITE request:
A)
determine the transferable session set which are all the sessions of the SC UE whose private user identity is associated with Correlation MSISDN that is contained in the P-Asserted-Identity header field of the SIP INVITE request;

B)
determine the session that is to be transferred which is a session:
a)
in the transferable session set;

b)
is in the confirmed dialog state; and

c)
with active speech media component which has been made active most recently; and

C)
if the session that is to be transferred is for the same dialog as the dialog identifier in the Target-Dialog header field in the SIP INVITE request, then perform the procedures described for SIP INVITE request due to STN-SR in subclause 12.3.1 with the following differences:
a)
if the speech media component of the SDP offer in the SIP INVITE request is the same as the speech media component of the SDP negotiated by the ATCF in the session being transferred, then the SCC AS shall:

i)
not send a SIP re-INVITE request towards remote UE; and

ii)
send a SIP 200 (OK) response to the SIP INVITE request containing the SDP negotiated by SCC AS towards ATCF in the session being transferred;
NOTE:
handling when it is determined that there is no session to be transferred or when the dialog identifier in the Target-Dialog header field in the SIP INVITE request identifies a dialog other than the session being transferred is out of scope of this release of this document.
D)
if the session identified by the dialog identifier in the Target-Dialog header field is a session of the SC UE whose private user identity is associated with C-MSISDN that is contained in the P-Asserted-Identity header field of the SIP INVITE request and:
1)
is in an early dialog state; or

2)
is in a confirmed dialog state and contains inactive speech media component;


then 
1)
if the session is in an early dialog state, perform the procedures described for SIP INVITE requests due to STN-SR in subclause 12.3; and

2)
if the session is in a confirmed dialog state and contains inactive speech media component, perform the procedures described for SIP INVITE requests due to STN-SR in subclause 12.3.2; and
2)
if there is no Target-Dialog header field in the SIP INVITE request:

a)
perform the procedures described for SIP INVITE requests due to STN-SR in subclause 12.3.1.
-------------------------------------------- 2nd change --------------------------------------------
12.7.2
ATCF procedures for PS to CS access transfer, PS to CS SRVCC
12.7.2.1
General

Upon receiving the SIP INVITE request due to STN-SR, the ATCF shall:

1)
determine the transferable session set which are all the sessions with a speech media component:

a)
associated with C-MSISDN equal to the URI in the P-Asserted-Identity header field of the SIP INVITE requests due to STN-SR; and

b)
where during establishment of the session a Feature-Caps header field containing the g.3gpp.srvcc media feature tag was received in the initial SIP request or SIP response; and

NOTE:
These sessions potentially include recently released sessions for which the ATCF temporarily retains session state according to subclause 12.7.2.3.

2)
determine the session being transferred which is a session:

a)
in the transferable session set;

b)
for which the SIP 2xx response for the initial SIP INVITE request to establish this session has been sent or received; and

c)
with active speech media component which has been made active most recently.

12.7.2.2
Active session transfer

If a session is in the transferable session set as determined in subclause 12.7.2.1 and the following conditions are true:

-
the session is a confirmed dialog with an active speech media component which has been made active most recently; and
-
the ATGW anchors the media of the session being transferred; 
the ATCF shall act as B2BUA as described in subclause 5.6 and shall:

NOTE 1:
At this point, ATCF interacts with ATGW to provide information needed in the procedures below and to request ATGW to start forwarding the audio media from the remote UE to the MSC server. The details of interaction between ATCF and ATGW are out of scope of this document.

1)
send a SIP 200 (OK) response to the received SIP INVITE request due to STN-SR that contains: 

a)
the saved Contact header field of the remote UE as describe in subclause 7.5.2; 

b)
the Record-Route header field that contains only the SIP URI pointing to the ATCF; and

c)
the SDP answer that includes the ATGW ports and the IP addresses as provided by the ATGW;

NOTE 2:
At this point the ATCF requests the ATGW to start forwarding the audio media from the MSC server to the remote UE. The details of interaction between ATCF and ATGW are out of scope of this document.

2)
initiate a new dialog toward the SCC AS (i.e. a target access leg) by sending an initial SIP INVITE request due to ATU-STI toward the SCC AS populated with:

a)
the SDP offer containing the currently used media with ATGW ports and IP addresses towards the remote UE as provided by the ATGW. The ATCF shall include in the SDP offer only the media of the media types offered in the received SIP INVITE request due to STN-SR;

b)
the Request-URI containing the ATU-STI previously received from the SCC AS and associated with the session being transferred; 

c)
the Target-Dialog header field with the dialog identifier of the session being transferred;

d)
the Require header field containing the option tag "tdialog";

e)
the Contact header field that contains the contact information received in the SIP INVITE request due to STN-SR;

f)
the Record-Route header field that includes only the ATCF SIP URI, where the ATCF wants to receive subsequent the in-dialog requests from the SCC AS;

NOTE 3:
The ATCF SIP URI included in the Record-Route header field is used by the SCC AS to build a Route header field that the SCC AS will use when sending the in-dialog request toward the ATCF.

g)
the P-Asserted-Identity header field that is the same as the P-Asserted-Identity header field received in the INVITE request due to STN-SR;

h)
all header fields which are included in the INVITE request due to STN-SR and which contain option tag(s);

i)
if the Recv-Info header field is included in the INVITE request due to STN-SR, the Recv-Info header field that is the same as the Recv-Info header field received in the INVITE request due to STN-SR; and

j)
if the Accept header field is included in the INVITE request due to STN-SR, the Accept header field that is the same as the Accept header field received in the INVITE request due to STN-SR.

If a session is in the transferable session set as determined in subclause 12.7.2.1 and the ATGW does not anchor the media of the session being transferred, the ATCF shall act as proxy and shall:

1)
replace the Request-URI in the received SIP INVITE request due to STN-SR with the ATU-STI associated with the session being transferred;

before forwarding the request.

-------------------------------------------- 3rd change --------------------------------------------
12.7.2.4
Transfer when only held or alerting session exist

If the transferable session set determined in subclause 12.7.2.1 is not empty and each session in the transferable session set:

1)
is in an early dialog state; or

2)
is in a confirmed dialog state and contains inactive speech media component;
then the ATCF shall: 
1)
if ATCF decides to not anchor media according to local policy,  provide the proxy role as specified in 3GPP TS 24.229 [2] and replace the Request-URI in the received SIP INVITE request due to STN-SR with ATU-STI associated with a session in the transferable session set before forwarding the request and do not process the remaining steps;
2)
if ATCF decides to anchor media according to local policy, determine the session to transfer as follows:

a)
if 
A)
one or more confirmed dialogs supporting a session with inactive speech media component exists in the transferable session set; 
B)
the Contact header field provided by the SCC AS towards the SC UE includes the g.3gpp.mid-call media feature tag as described in annex C; and

C)
the Contact header field provided by the SC UE to the SCC AS includes the g.3gpp.mid-call media feature tag (as described in annex C);

select the confirmed dialog supporting a session with inactive speech media component that became inactive most recently; and

b)
if no confirmed dialog supporting a session with inactive speech media component exists in the transferable session set but there are one or more dialogs in the transferable session set supporting a session with an active speech media component such that:

-
all dialogs are early dialogs created by the same SIP INVITE request;

-
the Contact header field provided by the SC UE includes the g.3gpp.srvcc-alerting media feature tag as described in annex C; and

-
the Feature-Caps header field provided by the SCC AS towards the SC UE includes the g.3gpp.srvcc-alerting media feature tag as described in annex C;
then select any of the early dialogs;
3)
provide the role of a B2BUA in accordance with 3GPP TS 24.229 [2] and initiate a new dialog toward the SCC AS (i.e. a target access leg) by sending an initial SIP INVITE request due to ATU-STI toward the SCC AS populated with:

a)
the SDP offer containing the currently used media with ATGW ports and IP addresses towards the remote UE as provided by the ATGW. The ATCF shall include in the SDP offer only the media of the media types offered in the received SIP INVITE request due to STN-SR;

b)
the Request-URI containing the ATU-STI previously received from the SCC AS and associated with the session being transferred; 

c)
the Target-Dialog header field with the dialog identifier of the session being transferred;

d)
the Require header field containing the option tag "tdialog";

e)
the Contact header field that contains the contact information received in the SIP INVITE request due to STN-SR;  

f)
the Record-Route header field that includes only the ATCF SIP URI, where the ATCF wants to receive subsequent in-dialog requests from the SCC AS;
NOTE:
The ATCF SIP URI included in the Record-Route header field is used by the SCC AS to build a Route header field that the SCC AS will use when sending the in-dialog request toward the ATCF.
g)
the P-Asserted-Identity header field that is the same as the P-Asserted-Identity header field received in the INVITE request due to STN-SR;

h)
all header fields which are included in the INVITE request due to STN-SR and which contain option tag(s);

i)
if the Recv-Info header field is included in the INVITE request due to STN-SR, the Recv-Info header field that is the same as the Recv-Info header field received in the INVITE request due to STN-SR; and

j)
if the Accept header field is included in the INVITE request due to STN-SR, the Accept header field that is the same as the Accept header field received in the INVITE request due to STN-SR.

Upon receiving an 18x or 2xx response to the SIP INVITE request due to ATU-STI from the SCC AS the ATCF shall before forwarding the SIP response to the SIP INVITE request due STN-SR on the target access leg replace the Record-Route header field with a Record-Route header field that contains only the SIP URI pointing to the ATCF.
------------------------------------------- End changes ------------------------------------------

