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References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

· References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

· For a specific reference, subsequent revisions do not apply.

· For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

[1]
3GPP TR 21.905: "Vocabulary for 3GPP Specifications".
[2]
IETF RFC 5094: "Mobile IPv6 Vendor Specific Option" 
[3]
IANA Private Enterprise Numbers Registry, <http://www.iana.org/assignments/enterprise-numbers>.

[4]
IETF RFC 6275: "Mobility Support in IPv6"
[5]
IETF RFC 5555: "Mobile IPv6 support for dual stack Hosts and Routers (DSMIPv6)"
[6]
IETF RFC 5213: "Proxy Mobile IPv6"

[7]
3GPP TS 29.275: "Proxy Mobile IPv6 (PMIPv6) based Mobility and Tunnelling protocols; Stage 3".
[8]
3GPP TS 24.327: "Mobility between 3GPP Wireless Local Area Network (WLAN) interworking (I-WLAN) and 3GPP systems; General Packet Radio System (GPRS) and 3GPP I-WLAN aspects; Stage 3".
* * * Next Change * * * *

4.1
General

The 3GPP Mobile IPv6 Option is a Mobile IPv6 Vendor-Specific Option as defined by IETF RFC 5094 [2] using the Vendor-Id assigned to 3GPP. The 3GPP Mobile IPv6 Option is used to encode 3GPP Specific Information Elements within the protocols based on Mobile IPv6 (MIPv6) as defined by IETF RFC 6275 [4], such as the Dual Stack Mobile IPv6 (DSMIPv6) and Proxy Mobile IPv6 (PMIPv6) protocols respectively defined by IETF RFC 5555 [5] and IETF RFC 5213 [6]. 

* * * End of Changes * * * *
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