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	Reason for change:
(

	There is an editor's note:
Editor's note [WID RAVEL, CR 3971]: Number normalization and enum translation by the TRF is FFS.
Since there is no firm specific stage 2 requirements where to put the number normalization and enum translation in the visited network and no other place is suggested the editor's note can be removed.

	
	

	Summary of change:
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	Removed the editor's note
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not approved:
	Incomplete specification
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-------------------------------------------- 1st change --------------------------------------------
I.4.2
TRF procedure

The TRF shall:

Editor's note [WID RAVEL, CR 3971]: The handling of the "orig-ioi" header parameter in the P-Charging Vector header field and what type of IOI value to be used is FFS.
1)
store the value of the "icid-value" header field parameter received in the P-Charging-Vector header field and retain the "icid-value" header field parameter in the P-Charging-Vector header field;

2)
if required by local policy, perform number normalization and enum translation in the same way as performed by S-CSCF in subclause 5.4.3.2 step 10);


3)
if the P-Access-Network header field is available, determine the entity for local break out (e.g. IBCF or BGCF) using:

a)
the location of the originating user; and 

b)
the destination address,


then include a Route header field set to the URI associated with the determined entity in the forwarded request;

4)
create a Record-Route header field containing the TRF own SIP URI; and 

5)
route the request based on SIP routeing procedures.

When the TRF receives a 1xx or 2xx response to the INVITE request above the TRF shall before forwarding the response:

Editor's note [WID RAVEL, CR 3971]: The handling of the "term-ioi" header parameter in the P-Charging Vector header field and what type of IOI value to be used is FFS.
Editor's note [WID RAVEL, CR 3971]: Any indicators to be sent in responses are assumed to be related to charging and is FFS.
------------------------------------------- End changes ------------------------------------------
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