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2
References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

· References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

· For a specific reference, subsequent revisions do not apply.

· For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

[1]
3GPP TS 23.002: "Network architecture".

[2]
3GPP TS 24.229: "IP Multimedia Call Control Protocol based on SIP and SDP".
[3]
ETSI EN 300 094 V2.1.1: "Integrated Services Digital Network (ISDN); Connected Line Identification Presentation (COLP) supplementary service; Service description".

[4]
ETSI ETS 300 095 (January 1992): "Integrated Services Digital Network (ISDN); Connected Line Identification Restriction (COLR) supplementary service; Service description".

[5]
IETF RFC 3323: "A Privacy Mechanism for the Session Initiation Protocol (SIP)".

[6]
IETF RFC 3325: "Private Extensions to the Session Initiation Protocol (SIP) for Network Asserted Identity within Trusted Networks".

[7]
IETF RFC 2396: "Uniform Resource Identifiers (URI): Generic Syntax".

[8]
IETF RFC 3966: "The tel URI for Telephone Numbers".

[9]
IETF RFC 3261: "SIP: Session Initiation Protocol".

[10]
Void.

[11]
IETF RFC 2806: "URLs for Telephone Calls".

[12]
ITU-T Recommendation E.164: "The international public telecommunication numbering plan".

[13]
ITU-T Recommendation I.210: "Principles of telecommunication services supported by an ISDN and the means to describe them".

[14]
3GPP TS 23.228: "IP multimedia subsystem; Stage 2".
[15]
3GPP TS 24.623: "Extensible Markup Language (XML) Configuration Access Protocol (XCAP) over the Ut interface for Manipulating Supplementary Services".

[16]
Void
[17]
IETF RFC 4916: "Connected Identity in the Session Initiation Protocol (SIP)".
[18]
ETSI TS 183 008 V1.6.0: "Telecommunications and Internet converged Services and Protocols for Advanced Networking (TISPAN); PSTN/ISDN simulation services Terminating Identification Presentation (TIP) and Terminating Identification Restriction (TIR); Protocol specification".
[19]
3GPP TS 24.238: "Session Initiation Protocol (SIP) based user configuration; stage 3".

[20]
IETF RFC 4825: "The Extensible Markup Language (XML) Configuration Access Protocol (XCAP)".
	*** SECOND CHANGE ***


3.1
Definitions

For the purposes of the present document, the following terms and definitions apply:

Call Session Control Function (CSCF): See 3GPP TS 23.002 [1].
dialog: See IETF RFC 3261 [9].
header: See IETF RFC 3261 [9].
header field: See IETF RFC 3261 [9].
identity information: all the information (IETF RFC 2806 [11] / IETF RFC 2396 [7] / ITU-T Recommendation E.164 [12]) identifying a user, including trusted (network generated) and/or untrusted (user generated) addresses

NOTE:
Identity information takes the form of either a SIP URI (see IETF RFC 3261 [9]) or a "tel" URI (see IETF RFC 3966 [8]).

incoming initial request: all requests intended to initiate either a dialog or a standalone transaction received from the served user

Interconnection Border Control Function (IBCF): See 3GPP TS 24.229 [2].
method: See IETF RFC 3261 [9].
outgoing initial request: all requests intended to initiate either a dialog or a standalone transaction terminated by the served user

provisional response: See IETF RFC 3261 [9].
public user identity: See 3GPP TS 23.228 [14], subclause 4.3.3.2 and 3GPP TS 24.229 [2].

request: See IETF RFC 3261 [9].
response: See IETF RFC 3261 [9].
session: See IETF RFC 3261 [9].
(SIP) transaction: See IETF RFC 3261 [9].
supplementary service: See ITU-T Recommendation I.210 [13], clause 2.4.
tag: See IETF RFC 3261 [9].

trusted identity information: network generated user public identity information
	*** THIRD CHANGE ***


4.3.2
Requirements on the originating network side

For originating users that subscribe to the TIP service, if network provided identity information about the terminator is available, and if presentation is allowed, the network shall include that information in the responses sent to the user.

If the presentation of the network asserted identity is restricted due to the TIR service, then the originating user shall receive an indication that the network provided identity was not sent because of restriction.

If the network asserted identity information is not available at the originating network (for reasons such as interworking), then the network shall indicate to the terminating user that the network asserted identity information was not included for reasons other than restriction.

As a national option, the originating AS can override the presentation restriction indication and the terminating identity is then presented to the originating subscriber for specific originating access's categories (e.g. police).
NOTE 1:
The priv-value "id" in the Privacy header field is not expected be removed when removing any P-Asserted-Identity header field as described in 3GPP TS 24.229 [2].
NOTE 2:
Annex B provides an example of an initial filter criterion that can be applied for the TIP/TIR service.

NOTE 3:
It is assumed that the IBCF is responsible for stripping the P-Asserted‑Identity from the SIP header when interworking with untrusted networks.

	*** FOURTH CHANGE ***


4.4
Syntax requirements

The syntax for the relevant header fields in the SIP requests and SIP responses shall be as follows:

-
The syntax of the P-Asserted-Identity header field shall conform to the requirements in 3GPP TS 24.229 [2] (IETF RFC 3325 [6] and IETF RFC 3966 [8]).

-
The syntax of the Privacy header field shall conform to the requirements in 3GPP TS 24.229 [2] (IETF RFC 3323 [5] and IETF RFC 3325 [6]).

-
The Syntax of the option tag "from-change" shall conform to the requirements in IETF RFC 4916 [17]
	*** END OF CHANGES ***
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