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* * * First Change * * * *

12.9
MAP-MT-FORWARD-SHORT-MESSAGE service

12.9.1
Definition

This service is used between the gateway MSC and the serving MSC or the SGSN (transiting an SMS Router, if present) or the IP-SM-GW to forward mobile terminated short messages.

The MAP-MT-FORWARD-SHORT-MESSAGE service is a confirmed service using the service primitives given in table 12.9/1.

12.9.2
Service primitives

Table 12.9/1: MAP-MT-FORWARD-SHORT-MESSAGE

	Parameter name
	Request
	Indication
	Response
	Confirm

	Invoke Id
	M
	M(=)
	M(=)
	M(=)

	SM RP DA
	M
	M(=)
	
	

	SM RP OA
	M
	M(=)
	
	

	SM RP UI
	M
	M(=)
	C
	C(=)

	More Messages To Send
	C
	C(=)
	
	

	SM Delivery Timer
	C
	C(=)
	
	

	SM Delivery Start Time
	C
	C(=)
	
	

	SMS Over IP Only Indicator
	C
	C(=)
	
	

	User error
	
	
	C
	C(=)

	Provider error
	
	
	
	O


12.9.3
Parameter use

Invoke id

See definition in clause 7.6.1.

SM RP DA

See definition in clause 7.6.8. This parameter can contain either an IMSI or a LMSI. The use of the LMSI is an operator option. The LMSI can be provided if it is received from the HLR. The IMSI is used if the use of the LMSI is not available.

This parameter is omitted in the mobile terminated subsequent SM transfers.

SM RP OA

See definition in clause 7.6.8. The Service Centre address received from the originating Service Centre is inserted in this parameter.

This parameter is omitted in the mobile terminated subsequent SM transfers.

SM RP UI

See definition in clause 7.6.8. The short message transfer protocol data unit received from the Service Centre is inserted in this parameter. A short message transfer protocol data unit may also be inserted in this parameter in the message delivery acknowledgement from the MSC or from the SGSN to the Service Centre.

More Messages To Send

See definition in clause 7.6.8. The information from the MMS indication received from the Service Centre is inserted in this parameter. 
SM Delivery Timer
See definition in clause 7.6.8. 

SM Delivery Start Time
See definition in clause 7.6.8.
SMS Over IP Only Indicator
This indicator indicates by its presence that the IP-SM-GW shall try to deliver the short message via IMS without retrying to other domains. It shall be present in messages sent to the IP-SM-GW following a T4-Submit Trigger message (see 3GPP TS 23.682 [148]) but not in messages sent to MSC or SGSN (possibly transiting an SMS-Router).
The indicator also indicates to the IP-SM-GW by its presence that the IMSI within the message is a real IMSI and not a correlation ID.
User error

The following errors defined in clause 7.6.1 may be used, depending on the nature of the fault:

-
Unidentified subscriber;

-
Absent Subscriber_SM;

-
Subscriber busy for MT SMS;

-
Facility Not Supported;

-
Illegal Subscriber indicates that delivery of the mobile terminated short message failed because the mobile station failed authentication;

-
Illegal equipment indicates that delivery of the mobile terminated short message failed because an IMEI check failed, i.e. the IMEI was blacklisted or not white-listed;

-
System Failure;

-
SM Delivery Failure:

-
The reason of the SM Delivery Failure can be one of the following in the mobile terminated SM:

-
memory capacity exceeded in the mobile equipment;

-
protocol error;

-
mobile equipment does not support the mobile terminated short message service.

-
Unexpected Data Value;

-
Data Missing.

Provider error

For definition of provider errors see clause 7.6.1.

* * * Next Change * * * *

17.7.6
Short message data types

.$MAP-SM-DataTypes {

   itu-t identified-organization (4) etsi (0) mobileDomain (0)

   gsm-Network (1) modules (3) map-SM-DataTypes (16) version13 (13)}

DEFINITIONS

IMPLICIT TAGS

::=

BEGIN

*************text not shown for clarity**********************

MT-ForwardSM-Arg ::= SEQUENCE {


sm-RP-DA

SM-RP-DA,


sm-RP-OA

SM-RP-OA,


sm-RP-UI

SignalInfo,


moreMessagesToSend
NULL


OPTIONAL,


extensionContainer
ExtensionContainer
OPTIONAL,


...,


smDeliveryTimer
SM-DeliveryTimerValue
OPTIONAL,


smDeliveryStartTime
Time


OPTIONAL,


smsOverIP-OnlyIndicator
[0] NULL

OPTIONAL }

-- SM-DeliveryTimerValue contains the value used by the SMS-GMSC
*************text not shown for clarity**********************

* * * End of Changes * * * *
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