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	Reason for change:
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	The current remark for the T.38FaxVersion  in Table 10.2.3.6.1 assumes that the lowest T.38 version is "1". In fact, T.38(1998) is version "0". Version "1" consists of T.38(1998) and ammendmend 3, but is rarely used. T.38 version "2" is the minimum recommended version in 3GPP.

3GPP TS 26.114 is also following T.38 and states correctly that the "absence of the T38FaxVersion attribute indicates that only version 0 is supported."

	
	

	Summary of change:
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	T.38 Version 0 applies if SDP T38FaxVersion attribute is omitted.
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	Information in TS 29.332 contradicts ITU-T T.38 and 3GPP TS 26.114. This may confuse implementors.
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*******
* * * First Change * * * *

10.2.3.6
T.38 FAX
FAX according to ITU-T recommendation T.38 [65] may be supported at IMS terminations at an IM-MGW and at the MGCF according to the procedures in the present Clause.

Version 2 or higher of T.38 is recommended.

An IM-MGW supporting T.38 shall support the "UDPTL/UDP" and may support "TPKT/TCP" transport of FAX.

To configure FAX terminations, the MGCF shall signal "udptl" or " tcp" in an SDP m-line and  may signal the T.38 SDP attributes listed in Table 10.2.3.6.1 to the IM-MGW.

Table 10.2.3.6.1: Applicable T.38 SDP attributes at the Mn Interface.

	Attribute
	Remarks

	T38FaxVersion
	T.38 SDP attributes shall only be provisioned for Version 2 or higher. Version 0 applies if attribute is omitted.

	T38MaxBitRate
	

	T38FaxMaxBuffer
	

	T38FaxMaxDatagram
	

	T38FaxMaxIFP
	Only if T.38 version 4 is supported by the IM-MGW

	T38FaxUdpEC
	

	T38FaxUdpECDepth
	Only if T.38 version 4 is supported by the IM-MGW

	T38FaxUdpFECMaxSpan
	Only if T.38 version 4 is supported by the IM-MGW

	T38ModemType
	Only if T.38 version 4 is supported by the IM-MGW


* * * End of Changes * * * *
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