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	AVPs of type Enumerated are too often used as simple Boolean flag, indicating for instance a specific permission or capability, and therefore only two values are defined e.g.  TRUE/FALSE. This has to be considered as a sub-optimal design as this limits the extensibility of the application. 

Instead of defining Enumerated AVP when the AVP simply used as a Boolean flag, it is recommended to rely on AVP defined in the form of a bit mask with the interpretation of the setting of each bit described in the relevant Diameter application  specification.  Such AVPs can be reused and extended to multiplex several indications without major impact on the Diameter application.
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* * * First Change * * * *

7.1
3GPP specific AVP codes

The 3GPP specific AVPs have the Vendor-Specific bit ('V' bit) set in the AVP header and they carry the 3GPP’s vendor identifier in the Vendor-ID field of the AVP header. The 3GPP specific AVP codes are presented in the following table.  

Table 7.1: 3GPP specific AVP codes 

	AVP Code
	Attribute Name
	Data Type
	Specified in the 3GPP TS 

	100
	3GPP-WLAN-APN-Id
	OctetString
	29.234 [6]

	101
	3GPP-WLAN-QoS-Filter-Rule
	UTF8String
	

	102
	3GPP-WLAN-QoS-Filter-Support
	OctetString
	

	Note: The AVP codes from 1 to 255 are reserved for backwards compatibility with 3GPP RADIUS Vendor Specific Attributes (See TS 29.061 [13] and TS 29.234 [6])

	Note: The AVP codes from 256 to 299 are reserved for future use.


[SKIP]

	

	1500
	Non-3GPP-User-Data
	Grouped
	29.273 [20]

	1501
	Non-3GPP-IP-Access
	Enumerated
	

	1502
	Non-3GPP-IP-Access-APN
	Enumerated
	

	1503
	AN-Trusted
	Enumerated
	

	1504
	ANID
	UTF8String
	

	1505
	Trace-Info
	Grouped
	

	1506
	MIP-FA-RK
	OctetString
	

	1507
	MIP-FA-RK-SPI
	Unsigned32
	

	1508
	PPR-Flags
	Unsigned32
	

	1509
	WLAN-Identifier
	Grouped
	

	1510
	TWAN-Access-Info
	Grouped
	

	1511
	Access-Authorization-Flags
	Unsigned32
	

	1512
	TWAN-Default-APN-Context-Id
	Unsigned32
	

	
	Reserved
	
	

	
	Reserved
	
	

	
	Reserved
	
	

	1516
	Full-Network-Name
	OctetString
	

	1517
	Short-Network-Name
	OctetString
	

	1518
	AAA-Failure-Indication
	Unsigned32
	

	1519
	Transport-Access-Type
	Enumerated
	

	15xx
	DER-Flags
	Unsigned32
	

	15xy
	DEA-Flags
	Unsigned32
	

	15xz
	RAR-Flags
	Unsigned32
	

	Note: The AVP codes from 15aa to 1599 are reserved for TS 29.273
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