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6.4.27.7
OPEN CHANNEL related to UICC Server Mode

See ETSI TS 102 223 [32] clause 6.4.27.5.

[…]

6.8
Structure of TERMINAL RESPONSE

Direction: ME to UICC.

The command header is specified in TS 31.101 [13]. Length (A+B+ … +AA) is indicated by P3 of the header.

Command parameters/data.

	Description
	Clause
	M/O/C
	Min
	Length

	Command details
	8.6
	M
	Y
	A

	Device identities
	8.7
	M
	N
	B

	Result
	8.12
	M
	Y
	C

	Duration (only required in response to a POLL INTERVAL proactive command)
	8.8
	C
	N
	D

	Text string (only required in response to a GET INKEY or GET INPUT or SEND USSD proactive command)
	8.15
	C
	N
	E

	Item identifier (only required in response to SELECT ITEM proactive command)
	8.10
	C
	N
	F

	Local information (only required in response to PROVIDE LOCAL INFORMATION proactive command)
	8.19, 8.20, 8.29, 8.39, 8.45, 8.46, 8.62, 8.83, 8.85, 8.86, 8.87, 8.100
	C
	N
	G

	Local information (only required in response to PROVIDE LOCAL INFORMATION (Network Measurement Results) proactive command)
	8.22
	C
	N
	BB or

BB0 + … + BBn

	Call control requested action (only required if call control by USIM has modified a proactive command SET UP CALL, SEND SS or SEND USSD in another type of request).
	8.30
	C
	N
	H

	Result data object 2 (only required if call control by USIM has modified a proactive command SET UP CALL, SEND SS or SEND USSD in another type of request).
	8.12
	C
	N
	I

	Card reader status (only required in response to GET READER STATUS command). According to the requested information, one Card reader status object for each card interface reported, or one Card reader identifier object is required..
	8.33, 8.57
	C
	N
	J0 + … + Jn 
or J

	Card ATR (only required in response to POWER ON CARD).
	8.34
	C
	N
	K

	R-APDU (only required in response to PERFORM CARD APDU).
	8.36
	C
	N
	L

	Timer identifier (only required in response to a TIMER MANAGEMENT proactive command)
	8.37
	C
	N
	M

	Timer value (only required in response to a TIMER MANAGEMENT proactive command)
	8.38
	C
	N
	N

	AT Response (only required in response to RUN AT COMMAND proactive command)
	8.41
	C
	N
	P

	Text string2 (only required if call control by USIM has modified the proactive command SET UP CALL or SEND SS into a USSD request)
	8.15
	C
	N
	Q

	Channel data (only required in response to RECEIVE DATA) 
	8.53
	C
	N
	R

	Channel status (only required in response to GET CHANNEL STATUS or OPEN CHANNEL proactive command)
	8.56
	C
	N
	S0 + … + Sn

	Channel data length (only required in response to RECEIVE DATA or SEND DATA proactive command)
	8.54
	C
	N
	T

	Bearer description (only required in response to OPEN CHANNEL proactive command)
	8.52
	C
	N
	U

	Buffer size (only required in response to OPEN CHANNEL proactive command)
	8.55
	C
	N
	V

	Total display duration (only required in response to a GET INKEY proactive command)
	8.8
	C
	N
	W

	Service availability (only required in response to SERVICE SEARCH proactive command)
	8.68
	C
	N
	X

	Service record (only required in response to GET SERVICE INFORMATION proactive command)
	8.64
	C
	N
	Y

	Other address (local address) (only required in response to OPEN CHANNEL proactive command with dynamic local address request)
	8.58
	C
	N
	Z

	Frames Information (only required in response to SET FRAMES or GET FRAMES STATUS proactive commands)
	8.81
	C
	N
	AA


Specific rules apply for the coding of the TERMINAL RESPONSE, see ETSI TS 102 223 [32] clause 6.8.

Response parameters/data: None.

8.22
Network Measurement Results

	Byte(s)
	Description
	Length

	1
	Network Measurement Results tag
	1

	2
	Length (X) of bytes following
	1

	3 – to X+2
	Network Measurement Results
	X


For GERAN:
The Network Measurement Results are coded as for the Measurement Results information element in TS 44.018 [27], starting at octet 2 (the IEI is removed, as this information is duplicated by the data object tag). The Length shall be set to '10' (16 decimal).

For UTRAN:
The Network Measurement Results are coded as for the "MeasurementReport" information element as defined in the ASN.1 description of TS 25.331 [38], according to the following:

-
The "Measurement identity" field in the MEASUREMENT REPORT shall be set to the value '1'.

-
If  "intra-frequency measurements" are requested by USIM, the ME shall, in the MEASUREMENT REPORT, include IE "Intra-frequency measured results list" in IE "Measured Results". The ME shall report CPICH Ec/No, CPICH RSCP and pathloss for the up to 6 strongest (highest Ec/No value) intra-frequency cells, if available in the ME according to TS 25.331 [38] and  TS 25.133 [39].

-
If  "inter-frequency measurements" are requested by USIM, the ME shall, in the MEASUREMENT REPORT, include IE "inter-frequency measured results list" in IE "Measured Results". The ME shall report CPICH Ec/No, CPICH RSCP and pathloss for the up to 6 strongest (highest Ec/No value) inter-frequency cells per monitored frequency, if available in the ME according to TS 25.331 [38] and  TS 25.133 [39].

-
If  "inter-RAT (GERAN) measurements" are requested by USIM, the ME shall, in the MEASUREMENT REPORT, include IE "inter-RAT measured results list" in IE "Measured Results". The ME shall report GSM carrier RSSI for the up to 6 strongest (highest RSSI value) inter-RAT GSM cells (identified by the BCCH ARFCN), if available in the ME according to TS 25.331 [38] and  TS 25.133 [39].

-
If  "inter-RAT (E-UTRAN)" are requested by USIM, the ME shall, in the MEASUREMENT REPORT, include IE "E-UTRA measured results". The ME shall report RSRP and RSRQ for the up to 4 strongest (highest RSRQ value) inter-RAT E-UTRAN cells per monitored frequency, if available in the ME according to TS 25.331 [38] and  TS 25.133 [39].
-
All other optional fields in the MEASUREMENT REPORT shall be set to be absent.

For E-UTRAN:
intra-frequency & inter-RAT (GERAN): The Network Measurement Results are coded as for the MeasurementReport information element as defined in the ASN.1 description of TS 36.331 [49], according to the following:

-
The "measId" field in the "measResults" shall be set to the value '1'.

-
the ME shall include IE "measResultServCell" with RSRP and RSRQ of the serving cell.
-
If  "intra-frequency measurements" are requested by USIM, the ME shall, in the MeasurementReport, include IE "measResultListEUTRA" in IE "measuredResults". The ME shall report RSRP, RSRQ, Physical Cell ID and IE "cgi-Info" for the up to 6 strongest (highest RSRQ value) intra-frequency cells, if available in the ME according to TS 36.331 [49] and  TS 36.133 [50].



-
If  "inter-RAT (GERAN) measurements" are requested by USIM, the ME shall, in the MeasurementReport, include IE "measResultListGERAN" in IE "Measured Results". The ME shall report GERAN carrier RSSI and Physical Cell ID for the up to 6 strongest (highest RSSI value) inter-RAT GERAN cells (identified by the BCCH ARFCN) and IE "cgi-Info", if available in the ME according to TS 36.331 [49] and  TS 36.133 [50].

-
All other optional fields in the MeasurementReport shall be set to be absent.
inter-frequency & inter-RAT (UTRAN): The ME can send more than one Network Measurement Results TLV object, each containing the results of one frequency. Each Network Measurement Results shall include 2 bytes with the frequency value coded as the ARFCN-ValueEUTRA for inter-frequency measurements or as the ARFCN-ValueUTRA for inter-RAT (UTRAN) measurements as defined in TS 36.331 [49], followed by the MeasurementReport information element as defined in the ASN.1 description of TS 36.331 [49], according to the following:
-
The "measId" field in the "measResults" shall be set to the value '1'.

-
the ME shall include IE "measResultServCell" with RSRP and RSRQ of the serving cell.

-
If  "inter-frequency measurements" are requested by the USIM, the ME shall, in the MeasurementReport, include IE " measResultListEUTRA" in IE "Measured Results". The ME shall report RSRP, RSRQ, Physical Cell ID and IE "cgi-Info" for the up to 6 strongest (highest RSRQ value) inter-frequency cells per monitored frequency, if available in the ME according to TS 36.331 [49] and TS 36.133 [50].

-
If  "inter-RAT (UTRAN) measurements" are requested by the USIM, the ME shall, in the MeasurementReport, include IE " measResultListUTRA" in IE "Measured Results". The ME shall report CPICH Ec/No, CPICH RSCP, Physical Cell ID and IE "cgi-Info" for the up to 6 strongest (highest Ec/No value) inter-RAT UTRAN cells per monitored frequency, if available in the ME according to TS 36.331 [49] and  TS 36.133 [50].

-
All other optional fields in the MeasurementReport shall be set to be absent.
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