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****************** change 1 ******************

D.2.1
General

This subclause defines XML schema and MIME type for session state and event information. It is used in the present document for PS to CS SRVCC session transfer in alerting phase, for accepting of a call in alerting state transferred by the PS-PS access transfer procedures and for the PS to CS SRVCC for originating calls in pre-alerting phase.
****************** change 2 ******************

D.2.3
XML schema description

This subclause describes the elements of the state-and-info XML Schema.

<state-and-event-info>:
The <state-and-event-info> element is used to indicate state and event information related to a specific dialog. In the present document, it is used to communicate information between the SCC AS and the MSC-server for the purpose of PS to CS SRVCC in the alerting state, for UE to communicate acceptance of incoming alerting state call transferred using PS-PS access transfer procedures, and communicate information between the SCC AS and the MSC server for the purpose of the PS to CS SRVCC for originating calls in pre-alerting phase.

<state-info>:
The <state-info> element is used to indicate the state of the dialog and is modelled on the FSM described in IETF RFC 4235 [48]. In the present document, it can only have the values specified in table D.2.3-1 for state-info-values.
NOTE:
In this version of the specification, the <state-info> element with value "pre-alerting" can only be used with <direction> element with value "initiator".
Table D.2.3-1: ABNF syntax of values of the <state-info> element

state-info-values = early-value / pre-alerting-value 
early-value = %x65.61.72.6c.79 ; "early"
pre-alerting-value = %x70.72.65.2d.61.6c.65.72.74.69.6e.67 ; "pre-alerting"
<direction>:
The <direction> element indicates whether the observed user was the initiator of the dialog, or the recipient of the INVITE that created it. It can only have the values specified in table D.2.3-2 for direction-values. In the present document it must be included together with the <state-info> element.

Table D.2.3-2: ABNF syntax of values of the <direction> element

direction-values = initiator-value / receiver-value

initiator-value = %x69.6e.69.74.69.61.74.6f.72 ; "initiator"

receiver-value = %x72.65.63.65.69.76.65.72 ; "receiver"

<event>:
The <event> element is used to communicate an event that causes a dialog state transition. In the present document, the <event> element can only have the values specified in table D.2.3-3 for event-values.

Table D.2.3-3: ABNF syntax of values of the <event> element

event-values = call-accepted-value

call-accepted-value = %x63.61.6c.6c.2d.61.63.63.65.70.74.65.64 ; "call-accepted"

