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* * * First Change * * * *
A.2.5.2.3
TFR mapping to MT-ForwardSM-Arg

When the IWF needs to construct a MAP MT-ForwardSM message as a result of receiving an OFR command (see subclause A.2.4.2.2 step 2), the IWF shall open a MAP dialogue in application context version 3 and populate sub-parameters of MT-ForwardSM-Arg as described below:

sm-RP-DA in MT-ForwardSM-Arg shall be present and populated with the value received within the User-Name AVP within TFR.

sm-RP-OA in MT-ForwardSM-Arg shall be present and populated with the value received within the SC-Address AVP within TFR.

sm-RP-UI in MT-ForwardSM-Arg shall be present and populated with value received within the SM-RP-UI AVP within TFR
moreMessagesToSend shall be present  if the More-Messages-To-Send flag is set to 1 within the TFR-Flags AVP within MT-ForwardSM-Arg.
smDeliveryTime in MT-ForwardSM-Arg may be present and populated with the value  within the SM-Delivery-Timer AVP when received  within TFR.

smDeliveryStartTime in MT-ForwardSM-Arg may be present and populated with the value within the SM-Delivery- Start-Time AVP when received  within TFR.

NOTE:
The value of the MME-Number-For-MT-SMS AVP is not conveyed in the MAP MT-ForwardSM message but is used by IWF2 for routing the MAP MT-ForwardSM message towards IWF1.
* * * Next Change * * * *

A.3.5.1.2
SRA mapping to RoutingInfoForSM-Res/Error

When the IWF needs to construct a MAP sendRoutingInfoForSM Ack message as a result of receiving a SRA command (see subclause A.3.4.1.1 step 5), the IWF shall populate sub-parameters of RoutingInfoForSM-Res/Error as described below:

RoutingInfoForSM-Res:

-
imsi shall be  populated with the value received within the User-Name AVP, when present,  within SRA.

-
Sub-parameters of locationInfoWithLMSI shall be populated as follows:
-
networkNode-Number shall be populated with the value received within either the MME-Number-for-MT-SMS AVP or the MSC-Number AVP or the SGSN-Number AVP, within the Serving-Node when present, within the SRA.
-
Sub-parameters diameter-Name and diameter-Realm of networkNodeDiameterAddress shall be populated with the values received within the MME-Name and MME-Realm AVPs within the Serving-Node AVP when present, within the SRA.
-
lmsi shall be  populated with the value received within the LMSI AVP when present, within the SRA.
-
gprsNodeIndicator shall be set if the received Serving Node AVP contains a SGSN AVP.   
-
additional-Number shall be populated with the value received within either the MME-Number-for-MT-SMS User-Name AVP or the MSC-Number AVP or the SGSN-Number SGSN AVP, within the Additional-Serving-Node when present, within the SRA.
-
Sub-parameters diameter-Name and diameter-Realm of additionalNetworkNodeDiameterAddress shall be populated with the values received within the MME-Name and MME-Realm AVPs within the Additonal-Serving-Node AVP when present, within the SRA.
-
sm-RP-UI in MO-ForwardSM-Res shall be populated with the value received within the SM-RP-UI AVP when present.
-
extensionContainer in MT-ForwardSM-Res shall be absent.
Error:

Values other than SUCCESS within the Result-Code / Experimental-Result AVP shall be mapped according to the following table 

Table A.3.5.1.2-1 Mapping from Diameter error codes to MAP error codes

	Diameter Result code / Experimental Result
	MAP error code

	DIAMETER_UNABLE_TO_COMPLY
	systemFailure

	DIAMETER_MISSING_AVP
	dataMissing

	DIAMETER_INVALID_AVP_VALUE
	unexpectedDataValue

	DIAMETER_ERROR_FACILITY_NOT_SUPPORTED
	facilityNotSupported

	DIAMETER_ERROR_USER_UNKNOWN
	unknownSubscriber

	DIAMETER_ERROR_SERVICE_NOT_SUBSCRIBED
	teleserviceNotProvisioned

	DIAMETER_ERROR_SERVICE_BARRED
	callBarred

	DIAMETER_ERROR_ABSENT_USER
	absentSubscriberSM


When the Diameter Result code is DIAMETER_ERROR_ABSENT_USER, one or two absent user diagnostics (MME-Absent-User-Diagnostic-SM or MSC-Absent-User-Diagnostic-SM or SGSN-Absent-User-Diagnostic-SM AVPs) may be received. The following additional mapping shall apply:

-
When only one absent user diagnostic AVP is received, it is mapped to the absentSubscriberDiagnosticSM parameter.

-
When two absent user diagnostics AVPs are received , the SGSN-Absent-User-Diagnostic-SM AVP is mapped to the additionalAbsentSubscriberDiagnosticSM parameter , the other AVP is mapped to the absentSubscriberDiagnosticSM parameter.
* * * End of Changes * * * *
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