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	In last CT1#83 meeting, a new procedure was introduced to TS 29.118, which is the supervision of the UE fallback procedure at the VLR side. However, a general description is currently missing.


	
	

	Summary of change:
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	A general description for the procedure is added. 
This procedure is used by the VLR to monitor the UE fallback procedure. This procedure only applies for the MT case.
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***** First change *****
5.15
UE fallback supervision procedure

5.15.0
General description

This procedure is used by the VLR to monitor the status of the UE fallback procedure, after the VLR has sent an SGsAP-PAGING-REQUEST message to the MME.
5.15.1
Procedures in the VLR
Upon receipt of an SGsAP-SERVICE-REQUEST message from the MME, the VLR shall start timer Ts14 to supervise the success of UE fallback.
Editor's note: If VLR does not receive a SGsAP-SERVICE-REQUEST message before the timer Ts5 expires, the VLR cannot start the new timer Ts14 in order to supervise the initial L3 message over the A/Iu interface as a result of SGs paging. It is therefore FFS how to handle this case.
The VLR shall stop timer Ts14:

-
upon receipt of an SCCP connection establishment containing the Initial L3 message from the UE via the A or Iu interface; or

-
upon receipt of an SGsAP-PAGING-REJECT message when the timer Ts14 is running;

Editor's note: The timer Ts14 interaction with existing CFNRy timer and CFNRc handling is FFS.
***** End of changes *****
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