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	Reason for change:
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	The description "Applicable characteristics of the SIP message body MIMEs (i.e. Content-Disposition and Content-Language) over the II-NNI may be a subject of operator agreements." in TS 29.165 subclause 6.1.4 intends to choose the value(s) of Content-Disposition header field and Content-Language header field.

Therefore, the description "(i.e. Content-Disposition and Content-Language)" should be modified as "(i.e. the value(s) of Content-Disposition header field and Content-Language header field)".

	
	

	Summary of change:
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	The description "(i.e. Content-Disposition and Content-Language)" is modified to "(i.e. the value(s) of Content-Disposition header field and Content-Language header field)" in subclause 6.1.4.

	
	

	Consequences if 
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not approved:
	The operators may consider "the support of Content-Disposition and Content-Language header field" is agreed by operators. As a result, an interoperability problem will occur when the operator has a specific policy about the characteristics of the SIP message body MIMEs.
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Start of change
6.1.4
SIP message bodies

The MIME type "application/sdp" and multipart message bodies shall be supported over the II-NNI. Other MIME types may be supported over the II-NNI based on agreement between operators.
The SDP message bodies contained in the INVITE request shall not be encrypted over the II-NNI.
NOTE 1:
Some MIME types in SIP requests and responses are listed in Annex A of 3GPP TS 24.229 [5].

NOTE 2:
The multipart message bodies are used for carrying two or more message body types as described in IETF RFC 5621 [89].
NOTE 3:
In the INVITE request, the SDP message body is present over the II-NNI, except when the INVITE request without SDP message body is required to provide services (e.g. 3rd party call control).
Applicable characteristics of the SIP message body MIMEs (i.e. the value(s) of Content-Disposition header field and Content-Language header field) over the II-NNI may be a subject of operator agreements.
End of changes
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