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	Reason for change:
(

	TS 23.401-12.1.0 includes the following:
4.3.15a.2
SIPTO at the Local Network with stand-alone GW (with S-GW and L-GW collocated) function

[..]

During idle state mobility events, the (new) MME shall trigger the re-establishment of the SIPTO at the Local Network PDN connection when it detects that the UE has moved away from the (H)eNB and to a (H)eNB with different Local Home Network ID, as specified in clause 5.3.3 and clause 5.3.4.

[..]

5.3.4
Service Request procedures

5.3.4.1
UE triggered Service Request

12.
[..]

If SIPTO at the Local Network is active for a PDN connection with stand-alone GW deployment and the Local Home Network ID for stand-alone accessed by the UE differs from the Local Home Network ID where the UE initiated the SIPTO@LN PDN Connection, the MME shall request disconnection of the SIPTO at the local network PDN connection(s) with the "reactivation requested" cause value according to clause 5.10.3. If the UE has no other PDN connection, the MME initiated "explicit detach with reattach required" procedure according to clause 5.3.8.3.


If SIPTO at the Local Network is active for a PDN connection with collocated LGW deployement and the L-GW CN address of the cell accessed by the UE differs from the L-GW CN address of the cell where the UE initiated the SIPTO at the Local Network PDN Connection, the MME shall request disconnection of the SIPTO at the local network PDN connection(s) with the "reactivation requested" cause value according to clause 5.10.3. If the UE has no other PDN connection, the MME initiated "explicit detach with reattach required" procedure according to clause 5.3.8.3.

The above SA2 text shows that SIPTO@LN PDN connections (regardless of the type of GW deployment) are to be deactivated or may cause a detach, when the UE has moved away from the LN or (H)eNB. Furthermore, 5.3.4.1 describes the case where the SR is accepted.
Note that rather than performing "If the UE has no other PDN connection, the MME initiated "explicit detach with reattach required" procedure according to clause 5.3.8.3" after the UE has accepted the service request, this CR proposes that the SR is simply not accepted. 

Procedures exist and are proposed in separate CR, in subclause 5.6.1.5, handling the situation where all the remaining PDN connections are SIPTO at the local network PDN connections and the UE has moved away from L-GW.

	
	

	Summary of change:
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	Introduction of conditions causing the MME to never accept an SR if a UE has only SIPTO at the local network PDN connections and the UE has moved away from L-GW.
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not approved:
	If MME accepts the SR after the UE has moved away from the L-GW and the UE has only SIPTO at the local network PDN connections, the SIPTO@LN PDN connection related contexts will not be reactivated (by means of a re-attach). 
Failure to reflect SA2 guidance.
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***** First change *****
5.6.1.1
General

The purpose of the service request procedure is to transfer the EMM mode from EMM-IDLE to EMM-CONNECTED mode and establish the radio and S1 bearers when user data or signalling is to be sent. Another purpose of this procedure is to invoke MO/MT CS fallback or 1xCS fallback procedures.
This procedure is used when:

-
the network has downlink signalling pending;

-
the UE has uplink signalling pending;

-
the UE or the network has user data pending and the UE is in EMM-IDLE mode;

-
the UE in EMM-IDLE or EMM-CONNECTED mode has requested to perform mobile originating/terminating CS fallback or 1xCS fallback;
-
the network has downlink cdma2000® signalling pending; or
-
the UE has uplink cdma2000® signalling pending.

The service request procedure is initiated by the UE, however, for the downlink transfer of signalling, cdma2000® signalling or user data in EMM-IDLE mode, the trigger is given by the network by means of the paging procedure (see subclause 5.6.2).

The UE shall invoke the service request procedure when:

a)
the UE in EMM-IDLE mode receives a paging request with CN domain indicator set to "PS" from the network;

b)
the UE, in EMM-IDLE mode, has pending user data to be sent;

c)
the UE, in EMM-IDLE mode, has uplink signalling pending;

d)
the UE in EMM-IDLE or EMM-CONNECTED mode is configured to use CS fallback and has a mobile originating CS fallback request from the upper layer;

e)
the UE in EMM-IDLE mode is configured to use CS fallback and receives a paging request with CN domain indicator set to "CS", or the UE in EMM-CONNECTED mode is configured to use CS fallback and receives a CS SERVICE NOTIFICATION message;

f)
the UE in EMM-IDLE or EMM-CONNECTED mode is configured to use 1xCS fallback and has a mobile originating 1xCS fallback request from the upper layer;

g)
the UE in EMM-CONNECTED mode is configured to use 1xCS fallback and accepts cdma2000® signalling messages containing a 1xCS paging request received over E-UTRAN;
h)
the UE, in EMM-IDLE mode, has uplink cdma2000® signalling pending to be transmitted over E-UTRAN;

i)
the UE, in EMM-IDLE or EMM-CONNECTED mode, is configured to use 1xCS fallback, accepts cdma2000® signalling messages containing a 1xCS paging request received over cdma2000® 1xRTT, and the network supports dual Rx CSFB or provide CS fallback registration parameters (see 3GPP TS 36.331 [22]);

j)
the UE, in EMM-IDLE or EMM-CONNECTED mode, has uplink cdma2000® signalling pending to be transmitted over cdma2000® 1xRTT, and the network supports dual Rx CSFB or provide CS fallback registration parameters (see 3GPP TS 36.331 [22]); or

k)
the UE performs an inter-system change from S101 mode to S1 mode and has user data pending.
If one of the above criteria to invoke the service request procedure is fulfilled, then the service request procedure may only be initiated by the UE when the following conditions are fulfilled:

-
its EPS update status is EU1 UPDATED, and the TAI of the current serving cell is included in the TAI list; and

-
no EMM specific procedure is ongoing.
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NOTE 1:
AS indications (indications from lower layers) are results of procedures triggered by MME in Service Request procedure. Triggered procedures could be e.g. RRC Connection Reconfiguration procedure (see 3GPP TS 36.331 [22]) and inter system PS handover to GERAN or UTRAN procedure as a result of CSFB procedure (see 3GPP TS 23.272 [9]).
NOTE 2:
For 1xCS fallback, the UE sends the EXTENDED SERVICE REQUEST message and starts timer T3417. The procedure is considered completed upon receiving indication of system change from AS.
Figure 5.6.1.1.1: Service Request procedure
The network shall consider the service request procedure successfully completed in the following cases:


when it receives an indication from the lower layer that the user plane is setup, if radio bearer establishment is required; 

otherwise when it receives an indication from the lower layer that the UE has been redirected to the other RAT (GERAN or UTRAN in CS fallback, or cdma2000® 1x access network for 1xCS fallback).
If a service request is received from a UE with a SIPTO at the local network PDN connection, and if the PDN connection is a:

1)
SIPTO at the local network PDN connection with stand-alone GW, and if:
-
a LHN-ID value is provided by the lower layer together with the service request, and the LHN-ID value stored in the EPS bearer context of the SIPTO at the local network PDN connection is different from the provided LHN-ID value (see 3GPP TS 36.413 [23]); or

-
no LHN-ID value is provided together with the service request by the lower layer; or
2)
SIPTO at the local network PDN connection with collocated L-GW, and if:
-
a GW Transport Layer Address IE value identifying a L-GW is provided by the lower layer together with the service request, and the P-GW address included in the EPS bearer context of the SIPTO at the local network PDN connection is different from the provided GW Transport Layer Address IE value (see 3GPP TS 36.413 [23]); or

-
no GW Transport Layer Address is provided together with the service request by the lower layer;

then, the MME shall:

-
if all the remaining PDN connections are SIPTO at the local network PDN connections, perform the procedure in subclause 5.6.1.5.
Editor's note [CR 1761, WI LIMONET-SIPTO]:
It is FFS how to handle the case when there are other, remaining PDN connections besides the SIPTO@LN.
Editor's note [CR 1761, WI LIMONET-SIPTO]:
It is FFS whether these requirements should be placed in (a) different subclause(s).
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