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	Reason for change:
	1. CR #1198 was approved in CT plenary #53 and the CR proposed to include the following changes to Note 2 in Annex D, D.1 however this (i.e. the bold part) was missed during the implementation of the specification. 
Note 2:
This is not applicable for mobile terminating 1xCS fallback with 1xCS paging request received over E-UTRAN. 
2. It is unclear what the terms “This” in note 2 and note 3 refer to. 

One interpretation is that “This” refers to “Note 1” i.e. RRC establishment cause should be set to “high priority access AC 11-15“ when paged via CDMA 2000 1xRTT and it should be set to “mt-access“ when paged via E-UTRAN.
Second interpretation is that “This” refers to “This row for RRC establishment cause setting” i.e. RRC establishment cause setting is not applicable when paged via E-UTRAN. RRC establishment cause setting is applicable when paged via CDMA 2000 1xRTT. 

According to stage 2 procedures in TS 23.272, UE will be in the connected mode when it is being paged via E-UTRAN thus existing NAS signalling connection can be re-used when the UE responds with ESR and there is no need to establish a new RRC connection which also implies that RRC establishment cause value need not be determined in this case. This is line with second interpretation.

As can be seen above, depending on how it is interpreted, it can lead to different values for RRC Establishment cause and this results in ambiguity for implementations thus it should be fixed to clarify properly that allows for correct implementations.

3. As explained in discussion paper, C1-134752, using mt-access is incorrect for the case when UE is paged via 1xRTT.
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Annex D (normative):
Establishment cause (S1 mode only)

D.1
Mapping of NAS procedure to RRC establishment cause (S1 mode only)

When EMM requests the establishment of a NAS-signalling connection, the RRC establishment cause used by the UE shall be selected according to the NAS procedure as specified in table D.1.1. The EMM shall also indicate to the lower layer for the purpose of access control, the call type associated with the RRC establishment cause as specified in table D.1.1. If the UE is configured for EAB (see the "ExtendedAccessBarring" leaf of NAS configuration MO in 3GPP TS 24.368 [15A] or 3GPP TS 31.102 [17]), the EMM shall indicate to the lower layer for the purpose of access control that EAB applies for this request except for the following cases:

-
the UE is a UE configured to use AC11 – 15 in selected PLMN;
-
the UE is answering to paging;
-
the RRC Establishment cause is set to "Emergency call"; or

-
the UE is configured to allow overriding EAB (see the "Override_ExtendedAccessBarring" leaf of the NAS configuration MO as specified in 3GPP TS 24.368 [15A] or 3GPP TS 31.102 [17]) and receives an indication from the upper layers to override EAB.
Table D.1.1: Mapping of NAS procedure to establishment cause and call type
	NAS procedure
	RRC establishment cause (according 3GPP TS 36.331 [22])
	Call type

	Attach
	If an ATTACH REQUEST has EPS attach type not set to "EPS emergency attach", the RRC establishment cause shall be set to MO signalling except when the UE initiates attach procedure to establish emergency bearer services. (See Note 1)


	"originating signalling"

	
	If an ATTACH REQUEST contains the Device properties IE with low priority indicator set to "MS is configured for NAS signalling low priority", the RRC establishment cause shall be set to Delay tolerant. (See Note 1)


	"originating signalling"


	
	If an ATTACH REQUEST has EPS attach type set to "EPS emergency attach" or if the ATTACH REQUEST has EPS attach type not set to "EPS emergency attach" but the UE initiates the attach procedure on receiving request from upper layer to establish emergency bearer services, the RRC establishment cause shall be set to Emergency call. (See Note 1)


	"emergency calls"


	Tracking Area Update
	If the UE does not have a PDN connection established for emergency bearer services and is not initiating a PDN CONNECTIVITY REQUEST that has request type set to "emergency, the RRC establishment cause shall be set to MO signalling. (See Note 1)
	"originating signalling"

	
	If a TRACKING AREA UPDATE REQUEST contains the Device properties IE with low priority indicator set to "MS is configured for NAS signalling low priority", the RRC establishment cause shall be set to Delay tolerant. (See Note 1)
	"originating signalling"

	
	If the UE has a PDN connection established for emergency bearer services or is initiating a PDN CONNECTIVITY REQUEST that has request type set to "emergency", the RRC establishment cause shall be set to Emergency call. (See Note 1)
	"emergency calls"

	Detach
	MO signalling (See Note 1)
	"originating signalling"

	Service Request
	If a SERVICE REQUEST is to request user plane radio resources, the RRC establishment cause shall be set to MO data. (See Note 1)


	"originating calls"



	
	If a SERVICE REQUEST is to request user plane radio resources for emergency bearer services, the RRC establishment cause shall be set to Emergency call. (See Note 1)


	"emergency calls"



	
	If a SERVICE REQUEST is to request resources for UL signalling, the RRC establishment cause shall be set to MO data. (See Note 1)


	"originating calls"



	
	If a SERVICE REQUEST is triggered by a PDN CONNECTIVITY REQUEST that has request type set to "emergency", the RRC establishment cause shall be set to Emergency call. (See Note 1)


	"emergency calls"



	
	If a SERVICE REQUEST is a response to paging where the CN domain indicator is set to "PS", the RRC establishment cause shall be set to MT access. (See Note 1)


	"terminating calls"


	
	If an EXTENDED SERVICE REQUEST has service type set to "packet services via S1" and is to request user plane radio resources for emergency bearer services, the RRC establishment cause shall be set to Emergency call. (See Note 1)


	"emergency calls"



	
	If an EXTENDED SERVICE REQUEST has service type set to "packet services via S1" and is triggered by a PDN CONNECTIVITY REQUEST that has request type set to "emergency", the RRC establishment cause shall be set to Emergency call. (See Note 1)


	"emergency calls"



	
	If an EXTENDED SERVICE REQUEST has service type set to "packet services via S1" and is a response to paging where the CN domain indicator is set to "PS", the RRC establishment cause shall be set to MT access. (See Note 1)


	"terminating calls"


	
	If an EXTENDED SERVICE REQUEST has service type set to "mobile originating CS fallback or 1xCS fallback" and is to request mobile originating 1xCS fallback, the RRC establishment cause shall be set to MO data. (See Note 1).


	"originating calls"



	
	If an EXTENDED SERVICE REQUEST has service type set to "mobile originating CS fallback or 1xCS fallback" and is to request mobile originating CS fallback, the RRC establishment cause shall be set to MO data. (See Note 1).
	"mobile originating CS fallback"

	
	If an EXTENDED SERVICE REQUEST is a response to paging for CS fallback, service type set to "mobile terminating CS fallback or 1xCS fallback", the RRC establishment cause shall be set to MT access. (See Note1, Note 2).
	"terminating calls"



	
	If an EXTENDED SERVICE REQUEST has service type set to "mobile originating CS fallback emergency call or 1xCS fallback emergency call", the RRC establishment cause shall be set to Emergency call. 
(See Note 1).
	"emergency calls"



	
	If an EXTENDED SERVICE REQUEST contains the Device properties IE with low priority indicator set to "MS is configured for NAS signalling low priority", the RRC establishment cause shall be set to Delay tolerant. (See Note 1).
	"originating calls"

	Note 1:
For these NAS procedures initiated by UEs of access class 12, 13 or 14 in their home country, the RRC establishment cause will be set to "High priority access AC 11 – 15". For this purpose, the home country is defined as the country to which the MCC part of the IMSI is associated, see 3GPP TS 23.122 [6] for the definition of country.


For these NAS procedures initiated by UE of access class 11 or 15 in their HPLMN (if the EHPLMN list is not present or is empty) or EHPLMN (if the EHPLMN list is present), the RRC establishment cause will be set to "High priority access AC 11 – 15".

Note 2:
This row is not applicable for mobile terminating 1xCS fallback with 1xCS paging request received over E-UTRAN.





NOTE:
The RRC establishment cause can be used by the network to prioritise the connection establishment request from the UE at high load situations in the network.
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