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***** First change *****
5.8.7
<X>/WLANSP/<X>/SelectionCriteria/<X>/
PreferredRoamingPartnerList
The PreferredRoamingPartnerList acts as a placeholder for preferred roaming partners.
-
Occurrence: ZeroOrOne

-
Format: node

-
Access Types: Get, Replace

-
Values: N/A

This node and its descendants are the same as the node PerProviderSubscription/<X+>/Policy/PreferredRoamingPartnerList defined in Hotspot 2.0 (Release 2) Technical Specification [23]. If a WLAN access network satisfies rules associated with PerProviderSubscription/<X+>/Policy/PreferredRoamingPartnerList node of Hotspot 2.0 (Release 2) Technical Specification [23], the WLAN access network matches this node.

If PreferredRoamingPartnerList node is not present or the node is present and empty, the UE will not evaluate the node.

Editor's Note [WID WLAN_NS-CT; CR#0163]:
It is TBD how does the UE treat the PreferredRoamingPartnerList when the rule is provided by V-ANDSF. It is TBD the relationship between the priority of the SelectionCriteria and the priority of PreferredRoamingPartnerList defined in the Hotspot 2.0 (Release 2) Technical Specification. 
5.8.8
<X>/WLANSP/<X>/SelectionCriteria/<X>/
MinBackhaulThreshold
The MinBackhaulThreshold acts as a placeholder for minimum WAN bandwidth.
-
Occurrence: ZeroOrOne

-
Format: node

-
Access Types: Get, Replace

-
Values: N/A

This node and its descendants are the same as the node PerProviderSubscription/<X+>/Policy/MinBackhaulThreshold defined in Hotspot 2.0 (Release 2) Technical Specification [23]. If a WLAN access network satisfies rules associated with PerProviderSubscription/<X+>/Policy/MinBackhaulThreshold node of Hotspot 2.0 (Release 2) Technical Specification [23], the WLAN access network matches this node .

If MinBackhaulThreshold node is not present or the node is present and empty, the UE will not evaluate the node.

5.8.9
<X>/WLANSP/<X>/SelectionCriteria/<X>/
MaximumBSSLoadValue
The MaximumBSSLoadValue leaf node acts as a placeholder for maximum BSS load. 

-
Occurrence: ZeroOrOne

-
Format: int
-
Access Types: Get, Replace

-
Values: N/A

This node is the same as the node PerProviderSubscription/<X+>/Policy/MaximumBSSLoadValue defined in Hotspot 2.0 (Release 2) Technical Specification [23]. If a WLAN access network satisfies rules associated with PerProviderSubscription/<X+>/Policy/MaximumBSSLoadValue node of Hotspot 2.0 (Release 2) Technical Specification [23], the WLAN access network matches this node.

If MaximumBSSLoadValue node is not present or the node is present and empty, the UE will not evaluate the node.

5.8.10
<X>/WLANSP/<X>/SelectionCriteria/<X>/
RequiredProtoPortTuple
The RequiredProtoPortTuple acts as a placeholder for IP protocol and destination port tuples. 
-
Occurrence: ZeroOrOne

-
Format: node

-
Access Types: Get, Replace

-
Values: N/A

This node is the same as the node PerProviderSubscription/<X+>/Policy/RequiredProtoPortTuple defined in Hotspot 2.0 (Release 2) Technical Specification [23]. If a WLAN access network satisfies rules associated with PerProviderSubscription/<X+>/Policy/RequiredProtoPortTuple node of Hotspot 2.0 (Release 2) Technical Specification [23], the WLAN access network matches this node.

If RequiredProtoPortTuple node is not present or the node is present and empty, the UE will not evaluate the node.
5.8.11
<X>/WLANSP/<X>/SelectionCriteria/<X>/
SPExclusionList
The SPExclusionList acts as a placeholder for SSIDs not preferred to select.
-
Occurrence: ZeroOrOne

-
Format: node

-
Access Types: Get, Replace

-
Values: N/A

This node is the same as the node PerProviderSubscription/<X+>/Policy/SPExclusionList defined in Hotspot 2.0 (Release 2) Technical Specification [23]. If a WLAN access network satisfies rules associated with PerProviderSubscription/<X+>/Policy/SPExclusionList node of Hotspot 2.0 (Release 2) Technical Specification [23], the WLAN access network matches this node.
If SPExclusionList node is not present or the node is present and empty, the UE will not evaluate the node.
***** End of change *****
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