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	Reason for change:
	24.312 defines content of the UE_Profile interrior node as follows:
- subclause 5.7A.2 "<X>/UE_Profile/<X>"; and
- subclause 5.7A.4 "<X>/UE_Profile/DevCapability".

This mixing of dynamic node <X> and permanent node DevCapability has the following impacts:

Issue 1) network request for "<X>/UE_Profile/DevCapability can be handled in the UE according to subclause 5.7A.4 "<X>/UE_Profile/DevCapability" or according to subclause 5.7A.2 "<X>/UE_Profile/<X>". In the latter case, incorrect information would be provided.

Issue 2) UE compliant to TS 24.312 Rel-12 can happen to assign a name to node <X> such that in later releases, the same name would be used for a new permanent node.

	
	

	Summary of change:
	Name of the node <X> defined in subclause 5.7A.2 "<X>/UE_Profile/<X>" must start with with "OsId" string.
Name of any permanent nodes contained in UE_Profile (i.e. all nodes other than <X>/UE_Profile/<X>) must start with substring different than "OsId".

	
	

	Consequences if not approved:
	UE providing incorrect information in UE_profile.
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	Other comments:
	The issue can occur in Rel-11 as well. It is fixed in Rel-12 only since FASMO was not identified.


5.7A.1
<X>/UE_Profile/

The UE_Profile node acts as a placeholder for describing the information characterizing the UE.

NOTE:
In order to avoid conflicts in names of <X>/UE_Profile/<X> dynamic nodes and names of permanent nodes included in the <X>/UE_Profile interior node, the four leftmost characters of name of any permanent node included in the <X>/UE_Profile interior node are different from the "OsId" and the four leftmost characters of the name of <X>/UE_Profile/<X> dynamic nodes are the "OsId".
-
Occurrence: ZeroOrOne

-
Format: node

-
Access Types: Get

-
Values: N/A

5.7A.2
<X>/UE_Profile/<X>
This interior node acts as a placeholder for one or more profile aspects of the UE. The four leftmost characters of the name of this interior node are the "OsId".
-
Occurrence: ZeroOrMore

-
Format: node

-
Access Types: Get

-
Values: N/A

NOTE:
A UE can have multiple concurrently active operating systems.

If the UE supports ISRP flow distribution rules or IARP flow distribution rules or both (see subclause 5.7A.4) containing an OS specific application identifier, one <X> interior node with OSId leaf is included for each supported OS in the <X>/UE_Profile node.

