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2
References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

· References are either specific (identified by date of publication and/or edition number or version number) or non‑specific.

· For a specific reference, subsequent revisions do not apply.

· For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

[1]
3GPP TR 21.905: "Vocabulary for 3GPP Specifications".

[2]
3GPP TS 29.210: "Charging Rule Provisioning over Gx Interface".

[3]
Void.

[4]
Void.

[5]
IETF RFC 3588: "Diameter Base Protocol".

[6]
Void.

[7]
3GPP TS 23.203: "Policy Control and Charging architecture".

[8]
3GPP TS 29.213: "Policy and charging control signalling flows and Quality of Service (QoS) parameter mapping".

[9]
IETF RFC 4006: "Diameter Credit Control Application".

[10]
3GPP TS 29.214: "Policy and Charging Control over Rx reference point".

[11]
3GPP TS 29.061: "Interworking between the Public Land Mobile Network (PLMN) supporting packet based services and Packet Data Networks (PDN)".

[12]
IETF RFC 4005: "Diameter Network Access Server Application".

[13]
3GPP TS 24.008: "Mobile radio interface Layer 3 specification".

[14]
3GPP TS 29.229: "Cx and Dx interfaces based on Diameter protocol; Protocol details".

[15]
IETF RFC 3162: "Radius and IPv6".

[16]
3GPP TS 32.295: "Telecommunication management; Charging management; Charging Data Record (CDR) transfer".

[17]
3GPP TS 23.060: "General Packet Radio Service (GPRS); Service description; Stage 2".

[18]
3GPP TS 29.060: "General Packet Radio Service (GPRS); GPRS Tunnelling Protocol (GTP) across the Gn and Gp interface".
[19]
3GPP TS 32.299: "Telecommunication management; Charging management; Diameter charging applications ".
[20]
3GPP2 X.S0011-E v1.0: "cdma2000 Wireless IP Network Standard".
[21]
3GPP TS 32.240: "Telecommunication management; Charging management; Charging architecture and principles".
[22]
3GPP TS 29.274: "3GPP Evolved Packet System. Evolved GPRS Tunnelling Protocol for EPS (GTPv2)".
[23]
3GPP TS 23.402: "Architecture enhancements for non-3GPP accesses".
[24]
3GPP2 X.S0057-0 v2.0: "E-UTRAN – eHRPD Connectivity and Interworking: Core Network Aspects".
[25]
3GPP TS 23.003: "Numbering, addressing and identification".
[26]
3GPP TS 29.272: "3GPP Evolved Packet System. Mobility Management Entity (MME) and Serving GPRS Support Node (SGSN) related interfaces based on Diameter protocol".

[27]
3GPP TS 32.422: "Telecommunication management; Subscriber and equipment trace; Trace control and configuration management".
[28]
3GPP TS 29.275: "Proxy Mobile IPv6 (PMIPv6) based Mobility and Tunnelling Protocols; Stage 3".

[29]
3GPP TS 43.318: "Generic access to the A/Gb interface; Stage 2".
[30]
3GPP2 X.S0062-0 v1.0: "PCC for cdma2000 1x and HRPD Networks ".
[31]
3GPP TS 23.228: "IP multimedia subsystem; Stage 2".
[32]
3GPP TS 23.401: "General Packet Radio Service (GPRS) enhancements for Evolved Universal Terrestrial Radio Access Network (E-UTRAN) access.

[33]
3GPP TS 23.380: "IMS Restoration Procedures".

[34]
Void.
[35]
3GPP TS 23.261: "IP flow mobility and seamless Wireless Local Area Network (WLAN) offload; Stage 2".
[36]
IETF RFC 3046: "DHCP Relay Agent Information Option".
[37]
ETSI TS 283 034 v2.2.0: "Telecommunications and Internet converged Services and Protocols for Advanced Networking (TISPAN); Network Attachment Sub-System (NASS); e4 interface based on the DIAMETER protocol".
[38]
3GPP TS 23.335: "User Data Convergence (UDC); Technical realization and information flows; Stage 2".

[39]
3GPP TS 29.335: "User Data Convergence (UDC); User Data Repository Access Protocol over the Ud interface; Stage 3".
[40]
3GPP TS 23.216: "Single Radio Voice Call Continuity (SRVCC); Stage 2".
[41]
3GPP TS 23.107: "Quality of Service (QoS) concept and architecture".
[42]
3GPP TS 24.301: "Non-Access-Stratum (NAS) protocol for Evolved Packet".
[43]
3GPP TS 23.007: "Restoration Procedures".
[44]
Broadband Forum TR-134: "Policy Control Framework ".
[45]
Broadband Forum TR-124 Issue 3: "Functional Requirements for Broadband Residential Gateway Devices ".
[46]
Broadband Forum TR-146: "Internet Protocol (IP) Sessions".
[47]

Broadband Forum WT-300: "Nodal Requirements for Converged Policy Management". (Work in progress).
[xx] 
IETF draft-ietf-dime-ovli-02: "Diameter Overload Indication Conveyance".
Editor's note:
The above document cannot be formally referenced until it is published as an RFC
* * * Next Change * * * *

4.1
Overview

The Gx reference point is located between the Policy and Charging Rules Function (PCRF) and the Policy and Charging Enforcement Function (PCEF). The Gx reference point is used for provisioning and removal of PCC rules from the PCRF to the PCEF and the transmission of traffic plane events from the PCEF to the PCRF. The Gx reference point can be used for charging control, policy control or both by applying AVPs relevant to the application. The Gx reference point can also be used for application’s traffic detection and control.
The stage 2 level requirements for the Gx reference point are defined in 3GPP TS 23.203 [7].

Signalling flows related to the both Rx and Gx interfaces are specified in 3GPP TS 29.213 [8].
The definition of case 1, case 2a and case 2b is specified in subclause 4.0 in 3GPP TS 29.213 [8].
Refer to Annex X of 3GPP TS 29.213 [8] for Diameter overload control procedures over the Gx interface. 
* * * Next Change * * * *

5.4
Gx re-used AVPs

Table 5.4 lists the Diameter AVPs re-used by the Gx reference point from existing Diameter Applications, reference to their respective specifications, short description of their usage within the Gx reference point, the applicability of the AVPs to charging control, policy control or both, and which supported features the AVP is applicable to. Other AVPs from existing Diameter Applications, except for the AVPs from Diameter base protocol, do not need to be supported. The AVPs from Diameter base protocol are not included in table 5.4, but they are re-used for the Gx reference point. Unless otherwise stated, re-used AVPs shall maintain their 'M', 'P' and 'V' flag settings. Where 3GPP Radius VSAs are re-used, unless otherwise stated, they shall be translated to Diameter AVPs as described in RFC 4005 [12] with the exception that the 'M' flag shall be set and the 'P' flag may be set.

Table 5.4: Gx re-used Diameter AVPs

	Attribute Name
	Reference
	Description
	Acc. type
	Applicability
 (notes 1, 4)

	3GPP-Charging-Characteristics
	3GPP TS 29.061 [11]
	The Charging Characteristics applied to the IP-CAN session.
This AVP shall have the 'M' bit cleared.
	All
	ABC

	3GPP-GGSN-Address
	3GPP TS 29.061 [11]
	The IPv4 address of the P-GW.
This AVP shall have the ‘M’ bit cleared.
	All (NOTE 8)
	Both
EPC-routed, ABC

	3GPP-GGSN-IPv6-Address
	3GPP TS 29.061 [11]
	The IPv6 address of the P-GW.
This AVP shall have the ‘M’ bit cleared.
	All (NOTE 8)
	Both
EPC-routed, ABC

	3GPP-RAT-Type

(NOTE 3)
	3GPP TS 29.061 [11]
	Indicate which Radio Access Technology is currently serving the UE.


	3GPP-GPRS
	Both

	3GPP-Selection-Mode
	3GPP TS 29.061 [11]
	An index indicating how the APN was selected.
This AVP shall have the ‘M’ bit cleared.
	All
	ABC

	3GPP-SGSN-Address
	3GPP TS 29.061 [11]
	The IPv4 address of the SGSN
	3GPP-GPRS, 3GPP-EPS
	Both

	3GPP-SGSN-IPv6-Address
	3GPP TS 29.061 [11]
	The IPv6 address of the SGSN
	3GPP-GPRS.

3GPP-EPS
	Both

	3GPP-SGSN-MCC-MNC
(NOTE 6)
	3GPP TS 29.061 [11]
	For GPRS the MCC and the MNC of the SGSN.
For 3GPP/non-3GPP accesses the MCC and the MNC provided by the serving gateway (SGW, or AGW or TWAG).
	All
	Both

	3GPP-User-Location-Info
	3GPP TS 29.061 [11]
	Indicates details of where the UE is currently located (e.g. SAI or CGI)
	3GPP-GPRS.

3GPP-EPS
	Both

	3GPP2-BSID
	3GPP2 X.S0057-0 [24]
	For 3GPP2 indicates the BSID of where the UE is currently located (e.g. Cell-Id, SID, NID).

The Vendor-Id shall be set to 3GPP2 (5535) [24].

The support of this AVP shall be advertised in the capabilities exchange mechanisms (CER/CEA) by including the value 5535, identifying 3GPP2, in a Supported-Vendor-Id AVP.
This AVP shall have the ‘M’ bit cleared.
	3GPP2,

Non-3GPP-EPS
	Both

Rel8

	Access‑Network-Charging-Address
	3GPP TS 29.214 [10]
	Indicates the IP Address of the network entity within the access network performing charging (e.g. the GGSN IP address).
	All
	CC

	Access‑Network-Charging-Identifier-Value
	3GPP TS 29.214 [10]
	Contains a charging identifier (e.g. GCID).
	All
	CC

	Required-Access-Info
	3GPP TS 29.214 [10]
	Indicates the access network information for which the AF entity requests the PCRF reporting.
	3GPP-GPRS.

3GPP-EPS
	CC

NetLoc

	AF-Charging-Identifier
	3GPP TS 29.214 [10]
	The AF charging identifier that may be used in charging correlation. For IMS the ICID. This AVP may only be included in a Charging-Rule-definition AVP if the SERVICE_IDENTIFIER_LEVEL reporting is being selected with the Reporting-Level AVP.
	All
	CC

	Application-Service-Provider-Identity
	3GPP TS 29.214 [10]
	For sponsored connectivity, the identity of the application service provider that is delivering a service to a end user.
	All
	Both
Sponsored-Connectivity

	Called-Station-Id
	IETF RFC 4005 [12]
	The address the user is connected to. For GPRS the APN.
	All
	Both

	CC-Request-Number
	IETF RFC 4006 [9]
	The number of the request for mapping requests and answers
	All
	Both

	CC-Request-Type
	IETF RFC 4006 [9]
	The type of the request (initial, update, termination)
	All
	Both

	Charging-Information
	3GPP TS 29.229 [14]
	The Charging-Information AVP is of type Grouped, and contains the addresses of the charging functions in the following AVPs:

· Primary-Event-Charging-Function-Name is of type DiameterURI and defines the address of the primary online charging system. The protocol definition in the DiameterURI shall be either omitted or supplied with value "Diameter".

· Secondary-Event-Charging-Function-Name is of type DiameterURI and defines the address of the secondary online charging system for the bearer. The protocol definition in the DiameterURI shall be either omitted or supplied with value "Diameter".

· Primary-Charging-Collection-Function-Name is of type DiameterURI and defines the address of the primary offline charging system for the bearer. If the GTP' protocol is applied on the Gz interface as specified in 3GPP TS 32.295 [16], the protocol definition in the DiameterURI shall be omitted. If Diameter is applied on the Gz interface, the protocol definition in DiameterURI shall be either omitted or supplied with value "Diameter". The choice of the applied protocol on the Gz interface depends upon configuration in the PCEF.

· Secondary-Charging-Collection-Function-Name is of type DiameterURI and defines the address of the secondary offline charging system for the bearer. If the GTP' protocol is applied on the Gz interface as specified in 3GPP TS 32.295 [16], the protocol definition in the DiameterURI shall be omitted. If Diameter is applied on the Gz interface, the protocol definition in DiameterURI shall be either omitted or supplied with value "Diameter". The choice of the applied protocol on the Gz interface depends upon configuration in the PCEF.
	All
	CC

	Dynamic-Address-Flag
	3GPP TS 32.299 [19]
	Indicates whether the PDP context/PDN address is statically or dynamically allocated.
This AVP shall have the ‘M’ bit cleared.
	All
	ABC

	Dynamic-Address-Flag-Extension
	3GPP TS 32.299 [19]
	Indicates that the IPv4 PDN address has been dynamically allocated for that particular IP-CAN bearer (PDN connection) of PDN type IPv4v6, while the dynamic IPv6 address is indicated in Dynamic Address Flag.
This AVP shall have the ‘M’ bit cleared.
	All
	ABC

	User-CSG-Information
	3GPP TS 32.299 [19]
	Indicates the user “Closed Subscriber Group” Information associated to CSG cell access: it comprises the CSG-Id, CSG-Access-Mode and CSG-Membership-Indication AVPs.
	3GPP-EPS
	CC
Rel9

	Final-Unit-Indication
	IETF RFC 4006 [9]
	The action applied by the PCEF, and the related filter parameters and redirect address parameters (if available), when the user's account cannot cover the service cost.
	All
	CC

	Flow-Description
	3GPP TS 29.214 [10],
5.4.2
	· Defines the service data flow filter parameters for a PCC rule or routing filter parameters for an IP flow mobility routing rule. The rules for usage on Gx are defined insub clause 5.4.2.
	All
	Both

	Flows
	3GPP TS 29.214 [10]
	The flow identifiers of the IP flows related to a PCC rule as provided by the AF. May be only used in charging correlation together with AF-Charging-Identifier AVP.
	All
	CC

	Flow-Status
	3GPP TS 29.214 [10]
	Defines whether the service data flow is enabled or disabled. The value "REMOVED" is not applicable to Gx.
	All
	Both

	Framed-IP-Address
	IETF RFC 4005 [12]
	The IPv4 address allocated for the user.
	All
	Both

	Framed-IPv6-Prefix
	IETF RFC 4005 [12]
	The IPv6 prefix allocated for the user.

The encoding of the value within this Octet String type AVP shall be as defined in IETF RFC 3162 [15], Clause 2.3. The "Reserved", "Prefix-Length" and "Prefix" fields shall be included in this order.
	All
	Both

	Granted-Service-Unit
(NOTE 5) (NOTE 7)
	IETF RFC 4006 [9]
	The volume and/or time threshold for usage monitoring control purposes. Only the CC-Total-Octets, one of the CC-Input-Octets and CC-Output-Octets or CC-Time AVPs are re-used. Monitoring-Time AVP as defined in 5.3. 99 may be optionally added to the grouped AVP if UMCH feature is supported.
This AVP shall have the 'M' bit cleared.
	All
	Both

Rel9
TimeBasedUM

	Logical-Access-ID
	ETSI TS 283 034 [37]
	Contains a Circuit‑ID (as defined in RFC 3046 [36]). The Logical Access ID may explicitly contain the identity of the Virtual Path and Virtual Channel carrying the traffic.

The vendor-id shall be set to ETSI (13019) [37].

The support of this AVP shall be advertised in the capabilities exchange mechanisms (CER/CEA) by including the ETSI parameter in the Supported-Vendor-Id AVP.
This AVP shall have the ‘M’ bit cleared.
	xDSL
	Both
Rel10

	Max-Requested-Bandwidth-UL
(NOTE 2)
	3GPP TS 29.214 [10]
	Defines the maximum authorized bandwidth for uplink.
	All
	PC

	Max-Requested-Bandwidth-DL
(NOTE 2)
	3GPP TS 29.214 [10]
	Defines the maximum authorized bandwidth for downlink.
	All
	PC

	OC-OLR
	IETF draft-ietf-dime-ovli-02 [xx]
	Contains the necessary information to convey an overload report
	All
	Both

	OC-Supported-Features
	IETF draft-ietf-dime-02 [xx]
	Defines the support for the Diameter overload indication conveyence by the sending node
	All
	Both

	PDN-Connection-Charging-ID
	3GPP TS 32.299 [19]
	Contains the charging identifier to identify different records belonging to same PDN connection. This field includes Charging Id of first IP-CAN bearer activated within the PDN connection (the EPS default bearer in case of GTP based connectivity or the unique Charging Id in the PMIP based connectivity case).
This AVP shall have the ‘M’ bit cleared.
	All
	ABC

	Physical-Access-ID
	ETSI TS 283 034 [37]
	Identifies the physical access to which the user equipment is connected. Includes a port identifier and the identity of the access node where the port resides.

The vendor-id shall be set to ETSI (13019) [37].

The support of this AVP shall be advertised in the capabilities exchange mechanisms (CER/CEA) by including the ETSI parameter in the Supported-Vendor-Id AVP.
This AVP shall have the ‘M’ bit cleared.
	xDSL
	Both
Rel10

	Quota-Consumption-Time
	3GPP TS 32.299 [19]
	Defines the time interval in seconds after which the time measurement shall stop for the Monitoring Key, if no packets are received belonging to the corresponding Monitoring Key.
This AVP shall have the ‘M’ bit cleared.
	All
	TimeBasedUM

	RAI
	3GPP TS 29.061 [11]
	Contains the Routing Area Identity of the SGSN where the UE is registered
	3GPP-GPRS.

3GPP-EPS
	Both

	Rating-Group
	IETF RFC 4006 [9]
	The charging key for the PCC rule used for rating purposes
	All
	CC

	Service-Identifier
	IETF RFC 4006 [9]
	The identity of the service or service component the service data flow in a PCC rule relates to. 
	All
	CC

	Sponsor-Identity
	3GPP TS 29.214 [10]
	For sponsored data connectivity, it Identifies the sponsor willing to pay for the operator's charge for connectivity.
	All
	CC
Sponsored-Connectivity

	Subscription-Id
	IETF RFC 4006 [9]
	The identification of the subscription (IMSI, MSISDN, etc)
	All
	Both

	Supported-Features
	3GPP TS 29.229 [14]
	If present, this AVP informs the destination host about the features that the origin host requires to successfully complete this command exchange.
	All
	Both

Rel8

	Used-Service-Unit
(NOTE 5) (NOTE 7)
	IETF RFC 4006 [9]
	The measured volume and/or time for usage monitoring control purposes. The volume threshold for usage monitoring control purposes. Only the CC-Total-Octets, one of the CC-Input-Octets and CC-Output-Octets, or CC-Time AVPs are re-used.

This AVP shall have the 'M' bit cleared.
	All
	Both

Rel9
TimeBasedUM

	Trace-Data
(NOTE 5)
	3GPP TS 29.272 [26]
	Contains trace control and configuration parameters, specified in 3GPP TS 32.422 [27].

This AVP shall have the 'M' bit cleared.
	3GPP-EPS
	Both

Rel8

	Trace-Reference
	3GPP TS 29.272 [26]
	Contains the trace reference parameter, specified in 3GPP TS 32.422 [27].

This AVP shall have the 'M' bit cleared.
	3GPP-EPS
	Both

Rel8

	User-Equipment-Info
	IETF RFC 4006 [9]
	The identification and capabilities of the terminal (IMEISV, etc.)
When the User-Equipment-Info-Type is set to IMEISV(0), the value within the User-Equipment-Info-Value shall be a UTF-8 encoded decimal. 
	All
	Both

	3GPP-MS-TimeZone
	3GPP TS 29.061 [11]
	Indicate the offset between universal time and local time in steps of 15 minutes of where the MS currently resides.
	All
	Both

	AF-Signalling-Protocol
	3GPP TS 29.214 [10]
	Indicates the protocol used for signalling between the UE and the AF.


	All
	Both

ProvAF-signalFlow

	Redirect-Address-Type
	IETF RFC 4006 [9]
	Defines the address type of the address given in the Redirect-Server-Address AVP.
	All
	PC

ADC

	Redirect-Server-Address
	IETF RFC 4006 [9]
	Indicates the target for redirected application traffic.
	All
	PC

ADC

	TWAN-Identifier
	3GPP TS 29.061 [11]
	Indicates the UE location in a Trusted WLAN Access Network
	Non-3GPP-EPS
	Trusted-WLAN

	NOTE 1:
AVPs marked with "CC" are applicable to charging control, AVPs marked with "PC" are applicable to policy control and AVPs marked with "Both" are applicable to both charging control and policy control.

NOTE 2:
When sending from the PCRF to the PCEF, the Max-Requested-Bandwidth-UL/DL AVP indicate the maximum allowed bit rate for the uplink/downlink direction; when sending from the PCEF to the PCRF, the Max-Requested-Bandwidth-UL/DL AVP indicate the maximum requested bit rate for the uplink/downlink direction.

NOTE 3: 
This AVP is included for backward compatibility purposes when the PCEF only supports features that are not required for the successful operation of the session.

NOTE 4: 
AVPs marked with a supported feature (e.g. "Rel8", "Rel9", "ProvAFsignalFlow" or "SponsoredConnectivity" or "ADC" ) are applicable as described in clause 5.4.1. 

NOTE 5: 
AVPs included within this grouped AVP shall have the ‘M’ bit cleared.
NOTE 6: 
For Trusted WLAN access, TWAG provides the MCC and the MNC of the selected PLMN as described in subclause16.2.1 of 3GPP TS 23.402 [23].
NOTE 7: 
Volume Usage monitoring control functionality is applicable for Rel9 supported feature. Time Based Usage monitoring control is applicable for TimeBasedUM supported feature.

NOTE 8: 
For EPC routed feature, only Non-3GPP-EPS is applicable.


* * * Next Change * * * *

5.6.2
CC-Request (CCR) Command

The CCR command, indicated by the Command-Code field set to 272 and the 'R' bit set in the Command Flags field, is sent by the PCEF to the PCRF in order to request PCC rules for a bearer and provision IP flow mobility routing rules. The CCR command is also sent by the PCEF to the PCRF in order to indicate bearer, PCC rule or IP flow mobility routing rule related events or the termination of the IP CAN bearer and/or session.

Message Format:

<CC-Request> ::= < Diameter Header: 272, REQ, PXY >





 < Session-Id >





 { Auth-Application-Id }





 { Origin-Host }





 { Origin-Realm }





 { Destination-Realm }





 { CC-Request-Type }





 { CC-Request-Number }




 [ Credit-Management-Status ]




 [ Destination-Host ]





 [ Origin-State-Id ]





*[ Subscription-Id ]





 [ OC-Supported-Features ]




*[ Supported-Features ] 





 [ TDF-Information ]





 [ Network-Request-Support ]





*[ Packet-Filter-Information ]





 [ Packet-Filter-Operation ]




 [ Bearer-Identifier ]





 [ Bearer-Operation ]





 [ Dynamic-Address-Flag ]





 [ Dynamic-Address-Flag-Extension ]





 [ PDN-Connection-Charging-ID ]




 [ Framed-IP-Address ]





 [ Framed-IPv6-Prefix ]





 [ IP-CAN-Type ]





 [ 3GPP-RAT-Type ]





 [ RAT-Type ]





 [ Termination-Cause ]





 [ User-Equipment-Info ]





 [ QoS-Information ] 




 [ QoS-Negotiation ]





 [ QoS-Upgrade ]





 [ Default-EPS-Bearer-QoS ] 





 [ Default-QoS-Information ]



  0*2[ AN-GW-Address ]




 [ AN-GW-Status ]




 [ 3GPP-SGSN-MCC-MNC ]





 [ 3GPP-SGSN-Address ]




 [ 3GPP-SGSN-IPv6-Address ]




 [ 3GPP-GGSN-Address ]





 [ 3GPP-GGSN-IPv6-Address ]




 [ 3GPP-Selection-Mode ]




 [ RAI ]





 [ 3GPP-User-Location-Info]




 [ User-Location-Info-Time ]




 [ User-CSG-Information ]




 [ TWAN-Identifier ]




 [ 3GPP-MS-TimeZone ]





 [ 3GPP-Charging-Characteristics ]





 [ Called-Station-Id ]





 [ PDN-Connection-ID ]





 [ Bearer-Usage ]





 [ Online ]





 [ Offline ]




*[ TFT-Packet-Filter-Information ]





*[ Charging-Rule-Report ] 




*[ Application-Detection-Information ]




*[ Event-Trigger ]





 [ Event-Report-Indication ]





 [ Access-Network-Charging-Address ]





*[ Access-Network-Charging-Identifier-Gx ]




*[ CoA-Information ]





*[ Usage-Monitoring-Information ]


 


 [ Routing-Rule-Install ]





 [ Routing-Rule-Remove ]




 [ HeNB-Local-IP-Address ]





 [ UE-Local-IP-Address ]





 [ UDP-Source-Port ]




 [ Logical-Access-ID ]





 [ Physical-Access-ID ]




*[ Proxy-Info ]





*[ Route-Record ]





*[ AVP ]
NOTE:
Multiple instances of the Subscription-Id AVP in the CCR command correspond to multiple types of identifier for the same subscriber, for example IMSI and MSISDN.

* * * Next Change * * * *
5.6.3
CC-Answer (CCA) Command

The CCA command, indicated by the Command-Code field set to 272 and the 'R' bit cleared in the Command Flags field, is sent by the PCRF to the PCEF in response to the CCR command. It is used to provision PCC rules and event triggers for the bearer/session and to provide the selected bearer control mode for the IP-CAN session. If the PCRF performs the bearer binding, PCC rules will be provisioned at bearer level. The primary and secondary CCF and/or primary and secondary OCS addresses may be included in the initial provisioning.

Message Format:
<CC-Answer> ::=  < Diameter Header: 272, PXY >





 < Session-Id >





 { Auth-Application-Id }





 { Origin-Host }





 { Origin-Realm }





 [ Result-Code ]





 [ Experimental-Result ]





 { CC-Request-Type }





 { CC-Request-Number }





 [ OC-Supported-Features ]





 [ OC-OLR ]




*[ Supported-Features ]





 [ Bearer-Control-Mode ]





*[ Event-Trigger ]




 [ Event-Report-Indication ]




 [ Origin-State-Id ]




*[ Redirect-Host ]





 [ Redirect-Host-Usage ]





 [ Redirect-Max-Cache-Time ]




*[ Charging-Rule-Remove ]





*[ Charging-Rule-Install ]




 [ Charging-Information ]





 [ Online ]





 [ Offline ]





*[ QoS-Information ]





 [ Revalidation-Time ] 




 [ Default-EPS-Bearer-QoS ]





 [ Default-QoS-Information ]





 [ Bearer-Usage ]





*[ Usage-Monitoring-Information ] 




*[ CSG-Information-Reporting ]




 [ User-CSG-Information ]




 [ Session-Release-Cause ]




 [ Error-Message ]





 [ Error-Reporting-Host ]





*[ Failed-AVP ]





*[ Proxy-Info ]





*[ Route-Record ]





*[ AVP ]

* * * Next Change * * * *

5.6.4
Re-Auth-Request (RAR) Command

The RAR command, indicated by the Command-Code field set to 258 and the 'R' bit set in the Command Flags field, is sent by the PCRF to the PCEF in order to provision PCC rules using the PUSH procedure initiate the provision of unsolicited PCC rules. It is used to provision PCC rules, event triggers and event report indications for the session. If the PCRF performs the bearer binding, PCC rules will be provisioned at bearer level.

Message Format:

<RA-Request> ::= < Diameter Header: 258, REQ, PXY >





 < Session-Id >





 { Auth-Application-Id }





 { Origin-Host }





 { Origin-Realm }





 { Destination-Realm }





 { Destination-Host }





 { Re-Auth-Request-Type }




 [ Session-Release-Cause ]





 [ Origin-State-Id ]





 [ OC-Supported-Features ]




*[ Event-Trigger ]





 [ Event-Report-Indication ]





*[ Charging-Rule-Remove ]





*[ Charging-Rule-Install ]




 [ Default-EPS-Bearer-QoS ]





*[ QoS-Information ]





 [ Default-QoS-Information ]





 [ Revalidation-Time ]




*[ Usage-Monitoring-Information ]





*[ Proxy-Info ]





*[ Route-Record ]





*[ AVP ]

* * * Next Change * * * *

5.6.5
Re-Auth-Answer (RAA) Command

The RAA command, indicated by the Command-Code field set to 258 and the 'R' bit cleared in the Command Flags field, is sent by the PCEF to the PCRF in response to the RAR command.

Message Format:

<RA-Answer> ::=  < Diameter Header: 258, PXY >





 < Session-Id >





 { Origin-Host }





 { Origin-Realm }





 [ Result-Code ]





 [ Experimental-Result ]





 [ Origin-State-Id ]




 [ OC-Supported-Features ]





 [ OC-OLR ]




 [ IP-CAN-Type ]




 [ RAT-Type ]



  0*2[ AN-GW-Address ]




 [ 3GPP-SGSN-MCC-MNC ]




 [ 3GPP-SGSN-Address ]




 [ 3GPP-SGSN-IPv6-Address ]




 [ RAI ]




 [ 3GPP-User-Location-Info ]




 [ User-Location-Info-Time ]




 [ User-CSG-Information ]




 [ 3GPP-MS-TimeZone ]




 [ Default-QoS-Information ]




*[ Charging-Rule-Report]




 [ Error-Message ]





 [ Error-Reporting-Host ] 





*[ Failed-AVP ]





*[ Proxy-Info ]





*[ AVP ]

* * * End of Changes * * * *

