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	Reason for change:
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* * * 1st Change * * * 
5.3.27
Sponsored-Connectivity-Data AVP

The Sponsored-Connectivity-Data AVP (AVP code 530) is of type Grouped, and contains the data associated with the sponsored data connectivity.

The Sponsor-Identity AVP identifies the sponsor. It shall be included by the AF in the Sponsored-Connectivity-Data AVP. 

The Application-Service-Provider-Identity AVP identifies the application service provider. It shall be included by the AF in the Sponsored-Connectivity-Data AVP.

The Granted-Service-Unit AVP shall be used by the AF to provide usage threshold to the PCRF if the volume and/or time of traffic allowed during the sponsored data connectivity is to be monitored.

The Used-Service-Unit AVP shall be used by the PCRF to provide the measured usage to the AF. Reporting shall be done, as requested by the AF, in CC-Total-Octets, CC-Input-Octets, CC-Output-Octets or CC-Time of the Used-Service-Unit AVP.

AVP format:

Sponsored-Connectivity-Data::= < AVP Header: 530 >








 [ Sponsor-Identity ]








 [ Application-Service-Provider-Identity ]








 [ Granted-Service-Unit ]








 [ Used-Service-Unit ]





        *[ AVP ]
* * * End of Changes * * * 
