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	23.008
	0423
	-
	Rel-12
	Storing of MME/S4 SGSN identifier in SGW
	B
	12.3.0
	C4-141442
	Cisco
	GOCMe
	2.13.134, 5.2A
	

	29.230
	0405
	1
	Rel-12
	New AVPs for Trusted WLAN access
	B
	12.5.0
	C4-141483
	ZTE, Alcatel-Lucent, Alcatel-Lucent Shanghai Bell
	GOCMe, eSaMOG_St3
	7.1
	29.273-0379


	29.274
	1496
	3
	Rel-12
	Inclusion of MME/S4-SGSN Identifier in the Create/Update/Delete Bearer Response message
	B
	12.5.0
	C4-141624
	Ericsson, Cisco
	GOCMe
	7.2.4, 7.2.10.2, 7.2.16, 12.3.6
	

	29.274
	1498
	1
	Rel-12
	Addition of missing changes.
	B
	12.5.0
	C4-141546
	Cisco
	GOCMe
	7.2.9.1
	

	29.303
	0077
	2
	Rel-12
	SGW/PGW selection with GTP-C node level load control
	B
	12.3.0
	C4-141625
	Alcatel-Lucent, Alcatel-Lucent Shanghai Bell, Verizon, Cisco, Ericsson, Huawei, Nokia Networks
	GOCMe
	4A (new), 5.1.1.1, 5.1.2.1, 5.1.2.2, 5.1.3.1, 5.2.1, 5.3, Annex X (new)
	

	29.303
	0078
	2
	Rel-12
	PGW selection with GTP-C APN level Load Control
	B
	12.3.0
	C4-141548
	Huawei, Alcatel-Lucent, Alcatel-Lucent Shanghai Bell, Verizon, Cisco, Ericsson, Nokia Networks
	GOCMe
	4A.3(new); Annex X.2 (new)
	29.303-0077
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