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* * * First Change * * * *

9.2.12.1
General

The MGCF and the IM-MGW may support ICE functionality as specified in IETF RFC 5245 [143] and 3GPP TS 24.229 [9] to support a UE residing behind a remote NAT. The present subclause describes the requirements for MGCF and IM-MGW when the ICE procedures are supported.

Support of full ICE functionality is optional, but if ICE is supported, the MGCF and IM-MGW shall at least support ICE lite as specified in IETF RFC 5245 [143].

The MGCF and IM-MGW shall only use host candidates as local ICE candidates.

NOTE 1:
MGCF and IM-MGW are not located behind a NAT (from perspective of the ICE deployment model according to Figure 1 in RFC 5245 [143]).

When the MGCF detects no ICE parameters in the received SDP, it shall not configure the IM-MGW to apply any ICE and STUN related procedures (see IETF RFC 5389 [144]) toward the call leg from where the SDP has been received.

Any IM-MGW supporting ICE shall advertise its support of incoming STUN continuity check procedures. An IM-MGW supporting full ICE procedures shall in addition advertise its support for originating STUN connectivity check procedures.

If the IM-MGW does not indicate the support of STUN procedures, or if the MGCF is configured not to apply ICE toward a call leg, the MGCF shall not configure the IM-MGW to apply STUN procedures.

* * * Next Change * * * *

9.3.1.2
Configure IMS resources

This procedure is used to select multimedia-processing resources for an Mb interface connection. 

Table 26: Procedures toward the IM Subsystem: Select Local, 
Select Remote IMS Processing Resource

	Procedure
	Initiated
	Information element name
	Information element required
	Information element description

	Configure IMS Resources
	MGCF
	Context
	M
	This information element indicates the existing context.

	
	
	IMS Termination
	M
	This information element indicates the existing bearer termination.

	
	
	Local IMS Resources
	O
	This information element indicates the resources (i.e. codec) that the IM-MGW may use on the reception of user plane data.

	
	
	Remote IMS Resources
	M
	This information element indicates the resources (i.e. codec) that the IM-MGW may send user plane data to.

	
	
	Local Connection Addresses
	O
	This information element indicates the IP address and port on the IM-MGW that the IMS user can send user plane data to.

	
	
	Remote Connection Addresses
	M
	This information element indicates the IP address and port that the IM-MGW can send user plane data to. 

	
	
	IP Interface Type
	O
	This information element indicates the used interface type

	
	
	Reserve Value
	O
	This information element indicates if multiple IMS resources are to be reserved.

	
	
	Remote Connection Addresses Source Filter
	O
	This information element indicates an optional source filter restricting the IP addresses and ports that the IM-MGW shall accept as source for incoming user plane data. If this information element is set, the IM-MGW shall silently discard incoming user plane data from disallowed sources.

	
	
	ECN Enable
	O
	This information element requests the IM-MGW to apply ECN procedures.

	
	
	ECN Initiation Method
	C
	This information element specifies the ECN Initiation method and requests the IM-MGW to perform IP header settings as an ECN endpoint. It may be included only if ECN is enabled.

	
	
	Notify ECN Failure Event
	C
	This information element requests a notification if an ECN failure occurs. It may only be supplied if ECN is enabled.

	
	
	ICE Connectivity Check
	C
	This information element requests the IM-MGW to perform ICE connectivity check as defined by IETF RFC 5245 [143]. It is only applicable for full ICE.

	
	
	Notify ICE Connectivity Check Result
	C
	This information element requests a notification of ICE connectivity check result. It is only applicable for full ICE.

	
	
	Notify New Peer Reflexive Candidate
	C
	This information element requests a notification of new peer reflexive candidate was discovered during a connectivity check. It is only applicable for full ICE.

	
	
	Additional ICE Connectivity Check
	C
	This information element requests the IM-MGW to perform additional ICE connectivity check as defined by IETF RFC 5245 [143]. It is only applicable for full ICE.

	
	
	ICE received candidate
	O
	This information element is present if MGCF indicates a received candidate for ICE.

	
	
	ICE received password
	O
	This information element is present if MGCF indicates a received password for ICE.

	Configure IMS Resources

Ack
	IM-MGW
	Context
	M
	This information element indicates the context where the command was executed.

	
	
	IMS Termination
	M
	This information element indicates the IMS termination where the command was executed.

	
	
	Local IMS Resource
	O
	This information element indicates the resources that the IM-MGW has reserved to receive the user plane data from the far end.

	
	
	Remote IMS Resource
	M
	This information element indicates the resource (i.e. codec) that the IM-MGW shall use to send user data to.

	
	
	Local Connection Address
	O
	This information element indicates the IP address and port on the IM-MGW that the remote end can send user plane data to.

	
	
	Remote Connection Address
	M
	This information element indicates the IP address and port that the IM-MGW can send user plane data to. 


* * * Next Change * * * *

9.3.1.3
Reserve IMS Connection point and configure remote resources

This procedure is used to reserve multimedia-processing resources for an Mb interface connection. 

Table 27: Procedures toward the IM Subsystem: reserve local, reserve remote IMS connection point 

	Procedure
	Initiated
	Information element name
	Information element required
	Information element description

	Reserve IMS Connection Point and Configure Remote Resources
	MGCF
	Context/Context Request
	M
	This information element indicates the existing context or requests a new context for the bearer termination.

	
	
	Priority information
	O
	This information element requests the IM-MGW to apply priority treatment for the terminations and bearer connections in the specified context.

	
	
	IMS Termination/IMS Termination Request
	M
	This information element indicates the existing bearer termination or requests a new IMS termination for the bearer to be established.

	
	
	Local IMS Resources
	M
	This information element indicates the resource(s) (i.e. codecs) for which the IM-MGW shall be prepared to receive user data, 

	
	
	Remote IMS Resources
	M
	This information element indicates the resources (i.e. codec) that the IM-MGW shall use to send user data in the IMS.

	
	
	IP Interface Type
	O
	This information element indicates the used interface type

	
	
	Reserve Value
	O
	This information element indicates if multiple IMS resources are to be reserved.

	
	
	Local Connection Address request
	M
	This information element requests an IP address and a port number on the IM-MGW that the remote end can send user plane data to.

	
	
	Remote Connection Addresses
	M
	This information element indicates the IP address and ports at an IMS user that the IM-MGW can send user plane data to. 

	
	
	Notify termination heartbeat
	M
	This information element requests termination heartbeat indications.

	
	
	Notify Released Bearer
	O
	This information element requests a notification of a released bearer.

	
	
	IP Realm Identifier
	O
	This information element indicates the IP realm of the IP termination.

	
	
	ECN Enable
	O
	This information element requests the IM-MGW to apply ECN procedures and IP header settings as an ECN endpoint.

	
	
	ECN Initiation Method
	C
	This information element specifies the ECN Initiation method and requests the IM-MGW to perform IP header settings as an ECN endpoint. It may be included only if ECN is enabled.

	
	
	Notify ECN Failure Event
	C
	This information element requests a notification if an ECN failure occurs. It may only be supplied if ECN is enabled.

	
	
	Diffserv Code Point
	O
	This information element requests the IM-MGW to apply a specific Diffserv Code Point to the IP headers.

	
	
	STUN server request
	O
	This information element is present if MGCF requests the IM-MGW to answer STUN connectivity checks for ICE.

	
	
	ICE Connectivity Check
	C
	This information element requests the IM-MGW to perform ICE connectivity check as defined by IETF RFC 5245 [143]. It is only applicable for full ICE.

	
	
	Notify ICE Connectivity Check Result
	C
	This information element requests a notification of ICE connectivity check result. It is only applicable for full ICE.

	
	
	Notify New Peer Reflexive Candidate
	C
	This information element requests a notification of new peer reflexive candidate was discovered during a connectivity check. It is only applicable for full ICE.

	
	
	ICE password request
	O
	This information element is present if MGCF requests an ICE password.

	
	
	ICE Ufrag request
	O
	This information element is present if MGCF requests an ICE ufrag.

	
	
	ICE host candidate request
	O
	This information element is present if MGCF requests an ICE host candidate.

	
	
	ICE received candidate
	O
	This information element is present if MGCF indicates a received candidate for ICE.

	
	
	ICE received password
	O
	This information element is present if MGCF indicates a received password for ICE.

	
	
	ICE received Ufrag
	O
	This information element is present if MGCF indicates a received Ufrag for ICE.

	Reserve IMS Connection Point and Configure Remote Resources Ack
	IM-MGW
	Context
	M
	This information element indicates the context where the command was executed.

	
	
	IMS Termination
	M
	This information element indicates the IMS termination where the command was executed.

	
	
	Local IMS Resources
	M
	This information element indicates the resources that the IM-MGW has reserved to receive the user plane data from IMS.

	
	
	Remote IMS Resources
	M
	This information element indicates the resource (i.e. codec) that the IM-MGW shall use to send user data.

	
	
	Local Connection Addresses 
	M
	This information element indicates the IP address on the IM-MGW that shall receive user plane data from the IMS.

	
	
	ICE password 
	C
	This information element shall be present only if it was contained in the request. It indicates the ICE password assigned by the IM-MGW.

	
	
	ICE Ufrag 
	C
	This information element shall be present only if it was contained in the request. It indicates the ICE Ufrag assigned by the IM-MGW.

	
	
	ICE host candidate 
	C
	This information element shall be present only if it was contained in the request. It indicates the ICE host candidate assigned by the IM-MGW.

	
	
	ICE lite indication
	C
	This information element shall be present only if an ICE host candidate request was contained in the request, and the IM-MGW supports ICE lite, but not full ICE. It indicates that the IM-MGW only supports ICE lite.


* * * End of Changes * * * *

