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5.10.3.2
Initial requests

Upon receipt of:

-
an initial request for a dialog;

-
a request for a standalone transaction except the REGISTER request; or

-
a request for an unknown method that does not relate to an existing dialog;

the IBCF shall verify whether the request is arrived from a trusted domain or not. If the request arrived from an untrusted domain, then the IBCF shall:
-
if the topmost Route header field of the request contains the "orig" parameter, respond with 403 (Forbidden) response.

Otherwise,

-
remove all P-Charging-Vector header fields and all P-Charging-Function-Addresses header fields the request may contain; and

-
remove all Feature-Caps header fields, if present.

Upon receipt of:

-
an initial request for a dialog;

-
a request for a standalone transaction except the REGISTER request; or

-
a request for an unknown method that does not relate to an existing dialog;

the IBCF shall:

1)
if the request is an INVITE request, then respond with a 100 (Trying) provisional response;

1A)
if a P-Private-Network-Indication header field is included in the request, check whether the configured information allows the receipt of private network traffic from this source. If private network traffic is allowed, the IBCF shall check whether the received domain name in any included P-Private-Network-Indication header field in the request is the same as the domain name associated with that configured information. If private network traffic is not allowed, or the received domain name does not match, then the IBCF shall remove the P-Private-Network-Indication header field;

1B)
if the initiator of the request is understood from configured information to always send and receive private network traffic from this source, insert a P-Private-Network-Indication header field containing the domain name associated with that configured information;
2)
if the request is an INVITE request and the IBCF is configured to perform application level gateway and/or transport plane control functionalities, then the IBCF shall save the Contact, CSeq and Record-Route header field values received in the request such that the IBCF is able to release the session if needed;

2A)
If the request is a SUBSCRIBE and the IBCF does not need to act as B2BUA, based on operator policy, the IBCF shall determine whether or not to retain, for the related subscription, the SIP dialog state information and the duration information;

NOTE 1:
The event package name can be taken into account to decide whether or not the SIP dialog state and the subscription duration information needs to be retained.
NOTE 2:
The IBCF needs to insert its own URI in Record-Route of the initial SUBSCRIBE request and all subsequent NOTIFY requests if it decides to retain the SIP dialog state information.

2B)
if the request is an initial request for a dialog and local policy requires the application of IBCF capabilities in subsequent requests, perform record route procedures as specified in RFC 3261 [26];
2C)
if the request is an initial request for a dialog, or a standalone request, and the Request-URI contains an emergency service URN, i.e. a service URN with a top-level service type of "sos" as specified in RFC 5031 [69] and a P-Private-Network-Indication valid within the trust domain is not included, include a topmost Route header field set to the URI associated with an E-CSCF. If the network uses the Resource-Priority header field to control the priority of emergency calls, the IBCF shall add a Resource-Priority header field containing a namespace of "esnet" as defined in draft-polk-local-emergency-rph-namespace [197];
3)
void;
4)
If IBCF receives an initial request for a dialog or standalone transaction, that contains a single Route header field pointing to itself, and it is co-located with an I-CSCF, or it has a preconfigured I-CSCF to be contacted, then forward the request to that I-CSCF. Otherwise select an I-CSCF and forward the request to that I-CSCF. If the single Route header field of the request contains the "orig" parameter, the IBCF shall insert the "orig" parameter to the URI of the I-CSCF;
NOTE 3: The selection of an I-CSCF can lead to additional delays.

5)
if the request does not contain a Route header field or if it contains one or more Route header fields where the topmost Route header field does not contain the "orig" parameter, optionally – based on operator policy – append the "orig" parameter to the URI in the topmost Route header field of the next request sent from the IBCF to an entity of the IM CN subsystem for which it is an entry point;

NOTE 4: The appending of an "orig" parameter to the URI in the topmost Route header field enables an IM CN subsystem to perform originating services to the network that originated the initial request. The appending can be dependent on the network that originated the initial request as determined by e.g. origin IP address of the received request, etc.
6)
if services that require knowledge of the adjacent network are provided within the network for which the IBCF is acting as an entry point, based on operator policy, insert an adjacent network indicator, as defined in draft-holmberg-sipcore-received-realm [208]; and

7)
if the initiator of the request is understood to always send and receive private network traffic:

NOTE 5:
The IBCF can identify that a request is received from a source that always sends or receives private traffic by evaluating the TLS session or by other means.

a)
add the identity of the initiator in a P-Served-User header field as defined in RFC 5502 [133] as a SIP URI identifying the domain of the initiator; and
NOTE 6:
The IBCF can retrieve the identity of the initiator as canonical hostname from the subjectCommonName (CN) if it is not present in the subjectAltName in the certificates during the TLS session setup in accordance with the procedures of RFC 5280 [213] or by other means.

b)
if not already appended in 4) or 5) above, append the "orig" parameter to the URI in the topmost Route header field of the request sent from the IBCF to the entity of the IM CN subsystem for which it is an entry point.

When the IBCF receives an INVITE request, the IBCF may require the periodic refreshment of the session to avoid hung states in the IBCF. If the IBCF requires the session to be refreshed, the IBCF shall apply the procedures described in RFC 4028 [58] clause 8.
NOTE 7:
Requesting the session to be refreshed requires support by at least one of the UEs. This functionality cannot automatically be granted, i.e. at least one of the involved UEs needs to support it.

If the serving network supports HSS based P-CSCF restoration as specified in 3GPP TS 23.380 [7D], the UE is roaming and the IBCF does not receive any response from the P-CSCF to an initial request for a dialog, a standalone transaction or an unknown method that does not relate to an existing dialog, the IBCF shall in the 408 (Request Timeout) response include an indication that it is the P-CSCF that did not respond.
Editor's Note:
[PCSCF_RES CR#5040] How the IBCF indicatates that the it is the P-CSCF that did not respond is for further study.
When the IBCF receives a response to an initial request (e.g. 183 or 2xx), the IBCF shall:

1)
store the values from the P-Charging-Function-Addresses header field, if present; and
2)
remove the P-Charging-Function-Addresses header field prior to forwarding the message;

With the exception of 305 (Use Proxy) responses, the IBCF shall not recurse on 3xx responses.
***** Next change *****
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