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***** Next change *****
4.5.2.1
Actions at the invoking UE

In addition to the application of procedures according to 3GPP TS 24.229 [1], the following procedures shall be applied at the invoking UE in accordance with RFC 3264 [4].

A UE shall not invoke the HOLD service on a dialog associated with an emergency call the UE has initiated.

If not all the media streams are affected, the invoking UE shall generate a new SDP offer where:

1)
for each media stream that is to be held, the SDP offer contains:

-
an "inactive" SDP attribute if the stream was previously set to "recvonly"; or

-
a "sendonly" SDP attribute if the stream was previously set to "sendrecv";
NOTE 1:
If the directionality attribute of the media stream is currently "sendonly" or "inactive", then that media stream is not put on hold and, in the SDP offer, the directionality for that media stream remains unchanged.
2)
for each held media stream that is to be resumed, the SDP offer contains:
-
a "recvonly" SDP attribute if the stream was previously an inactive media stream; or

-
a "sendrecv" SDP attribute if the stream was previously a sendonly media stream, or the attribute may be omitted, since sendrecv is the default; and
3)
for each media stream that is unaffected, the media parameters in the SDP offer remain unchanged from the previous SDP.
If all the media streams are to be held:

-
if they all have identical directionality, the invoking UE shall generate an SDP offer containing a session level direction attribute, or separate media level direction attributes, in the SDP that is set to:

1)
"inactive" if the streams were previously set to "recvonly"; or

2)
"sendonly" if the streams were previously set to "sendrecv"; and
NOTE 2:
If the directionality attribute of all the media streams is currently "sendonly" or "inactive", then all these media streams are not put on hold and, in the SDP offer, the directionality for these media streams will remain unchanged.
-
if they all do not have identical directionality, then for each media stream in the session, the invoking UE shall follow the procedure listed above for individual media streams.

If all the media streams were previously on hold and are to be resumed 
-
if they all have identical directionality, the invoking UE shall generate a session level direction attribute, or separate media level direction attributes, in the SDP that is set to:
1)
"recvonly" if the streams were previously inactive media streams; or

2)
"sendrecv" if the streams were previously sendonly media streams, or the attribute may be omitted, since sendrecv is the default; and
-
if they all do not have identical directionality, then for each media stream in the session, the invoking UE shall follow the procedure listed above for individual media streams.
If, in the generated SDP offer,  there is at least one media stream whose directionality has changed from the previous SDP, the UE shall send the generated SDP offer in a re-INVITE request (or UPDATE request) to the remote UE.
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