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	Reason for change:
	In the existing TS 24.302, there is no definition about the selection of WLANSP while the UE just power-up and has not registered to any PLMN. Based on the SA2 definition, in this case, the UE shall use the WLANSP provided by the HPLMN, quote from TS 23.402 subclause 4.8.2a.1:

“During power-up, while the UE has not registered to any PLMN, the UE shall consider the WLANSP rules provided by the HPLMN as valid and shall select an active WLANSP rule as described above (the one with the highest priority). Thus during power-up the UE can select a WLAN network based on the WLANSP rules provided by HPLMN.”


	
	

	Summary of change:
	During power-up, the UE shall consider the WLANSP rules provided by the HPLMN as valid.

	
	

	Consequences if not approved:
	During power-up, it is unclear which WLANSP should be considered as valid by the UE, especially when there are stored WLANSPs provided by the HPLMN and VPLMN simultaneously in the UE side. 
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***** Next change *****
6.8.2.2.4.6
Use of WLAN Selection Information
The UE uses the WLAN selection information provided by ANDSF to determine the selected WLAN and the selected service provider.

The UE first uses WLAN Selection Policy (WLANSP), VPLMNs with preferred WLAN Selection Rules to determine the active WLANSP rule. When roaming, if the UE is configured to prefer WLAN selection rules provided by the HPLMN, WLANSP provided by HPLMN is used. Otherwise, WLANSP provided by VPLMN is used. The UE selects the highest priority and valid WLANSP rule as the active WLANSP rule.

During power-up, while the UE has not registered to any PLMN, the UE shall use WLANSP provided by the HPLMN as valid.
The UE determines the selected WLAN(s) as specified in subclause 5.1.3.2. If there are no selected WLANs according to active WLANSP rule of the VPLMN/HPLMN, then the UE uses the WLANSP policies from the HPLMN/VPLMN as active WLANSP rule.

The UE uses the list of selected WLANs and the PSPL from HPLMN to select a WLAN service provider as specified in subclause 5.2.3.2.
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