Page 1



3GPP TSG-CT6 Meeting #73 
C6-140483
Cape Town, South Africa, 14-17 July 2014
	CR-Form-v11

	CHANGE REQUEST

	

	
	31.111
	CR
	0409
	rev
	1
	Current version:
	12.4.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	X
	ME
	X
	Radio Access Network
	
	Core Network
	


	

	Title:

	Update of references to ETSI TS 102 223

	
	

	Source to WG:
	Morpho Cards GmbH

	Source to TSG:
	C6

	
	

	Work item code:
	TEI12
	
	Date:
	2014-07-15

	
	
	
	
	

	Category:
	C
	
	Release:
	Rel-12

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)

	
	

	Reason for change:
	3GPP CT6 requested ETSI SCP to update TS 102 223 to change the behaviour of the LAUNCH BROWSER command related to the handling of default URL

	
	

	Summary of change:
	Changed reference to ETSI TS 102 223 from version 11.1.0 to version 12.0.0

	
	

	Consequences if not approved:
	

	
	

	Clauses affected:
	2

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications

	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	


2
References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

· References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

· For a specific reference, subsequent revisions do not apply.

· For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

[1]
3GPP TS 22.002: "Circuit Bearer Services (BS) supported by a Public Land Mobile Network (PLMN)".

[2]
3GPP TS 22.030: "Man‑Machine Interface (MMI) of the User Equipment (UE)".

[3]
3GPP TS 22.042: "Network Identity and Time Zone (NITZ); Service description; Stage 1".

[4]
3GPP TS 23.038: "Alphabets and language‑specific information".

[5]
3GPP TS 23.040: "Technical realization of the Short Message Service (SMS)".

[6]
3GPP TS 23.041: "Technical realization of Cell Broadcast Service (CBS)".

[7]
3GPP TS 23.122: "Non-Access Stratum functions related to Mobile Station (MS) in idle mode".

[8]
3GPP TS 24.007: "Mobile radio interface signalling layer 3; General aspects".

[9]
3GPP TS 24.008: "Mobile radio interface layer 3 specification; Core network protocols; Stage 3".

[10]
3GPP TS 24.011: "Point‑to‑Point (PP) Short Message Service (SMS) support on mobile radio interface".

[11]
3GPP TS 24.080: "Mobile radio layer 3 supplementary services specification; Formats and coding".

[12]
3GPP TS 27.007: "AT command set for 3G User Equipment (UE)".

[13]
3GPP TS 31.101: "UICC-terminal interface; Physical and logical characteristics".

[14]
3GPP TS 31.102: "Characteristics of the USIM application".

[15]
Void.

[16]
Void.

[17]
Void.

[18]
Void.

[19]
Void.

[20]
Void.

[21]
Void.

[22]
3GPP TS 22.001: "Principles of circuit telecommunication services supported by a Public Land Mobile Network (PLMN)".

[23]
Void.

[24]
Void.

[25]
Void.

[26]
Void.

[27]
3GPP TS 44.018: "Mobile radio interface Layer 3 specification; Radio Resource Control Protocol".

[28]
Void.

[29]
Void.
[30]
3GPP TS 23.003: "Numbering, addressing and identification".

[31]
Void.

[32]
ETSI TS 102 223 V12.0.0: "Smart Cards; Card Application Toolkit".

[33]
3GPP TR 21.905: "Vocabulary for 3GPP specifications".

[34]
3GPP TS 22.101: "Service aspects; Service principles".

[35]
3GPP TS 25.401: "UTRAN overall description".

[36]
3GPP TS 25.413: "UTRAN Iu interface RANAP signalling".

[37]
3GPP TS 24.090: "Unstructured Supplementary Service Data (USSD) - Stage 3".

[38]
3GPP TS 25.331: "Radio Resource Control (RRC) Protocol Specification".

[39]
3GPP TS 25.133: "Requirements for support of radio resource management".

[40]
Void.

[41]
3GPP TS 31.115: "Secured packet structure for the (U)SIM Toolkit applications".

[42]
3GPP TS 24.234: "3GPP System to WLAN Interworking; UE to Network protocols; Stage 3".

[43]
ETSI TS 101 220: "Smart Cards; ETSI numbering system for telecommunication application providers ".

[44]
3GPP TS 23.032: "Universal Geographical Area Description (GAD)".

[45]
IEC 61162-1: "Maritime navigation and radio communication equipment and systems – Digital interfaces".
[46]
3GPP TS 24.301: "Non-Access-Stratum (NAS) protocol for Evolved Packet Systems (EPS): Stage 3".

[47]
3GPP TS 23.203: "Policy and charging control architecture".

[48]
3GPP TS 36.401: "Evolved Universal Terrestrial Radio Access Network (E-UTRAN); Architecture description".

[49]
3GPP TS 36.331: "Evolved Universal Terrestrial Radio Access (E-UTRA); Radio Resource Control (RRC); Protocol specification".
[50]
3GPP TS 36.133: " Evolved Universal Terrestrial Radio Access (E-UTRA); Requirements for support of radio resource management".
[51]
3GPP TS 31.116: "Remote APDU Structure for (U)SIM Toolkit applications".

[52]
3GPP TS 24.229 "IP multimedia call control protocol based on SIP and SDP; stage 3"
[53]
IETF RFC 3261: "SIP: Session Initiation Protocol".

[54]
IETF RFC 3629 (2003): "UTF-8, a transformation format of ISO 10646".

[55] 
IETF RFC 3680 (2004): "A Session Initiation Protocol (SIP) Event Package for Registrations".
[56]
3GPP TS 31.104: "Characteristics of the Hosting Party Subscription Identity Module (HPSIM) application"

[57]
 3GPP TS 32.582: "Telecommunications management; Home Node B (HNB) Operations, Administration, Maintenance and Provisioning (OAM&P); Information model for Type 1 interface HNB to HNB Management System (HMS)".

[58]
3GPP TS 32.592: "Telecommunications management; Home Node B (HeNB) Operations, Administration, Maintenance and Provisioning (OAM&P); Information model for Type 1 interface HeNB to HeNB Management System (HeMS)".

[59]
3GPP TS 25.304: "User Equipment (UE) procedures in idle mode and procedures for cell reselection in connected mode".

[60]
3GPP TS 36.304: "Evolved Universal Terrestrial Radio Access (E-UTRA); User Equipment (UE) procedures in idle mode".
