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***** Next change *****
12.3.8
Removal of non-transferred audio media components and superfluous sessions 
Upon receiving the SIP ACK request from target access leg, and after an operator specific timer has expired, the SCC AS shall:

1)
for each session where no in-dialog request has been received in the source access leg of the session with transferred media component(s) within the operator defined time:

a)
if the session is a session with an active or inactive media component, send a SIP BYE request on the source access leg;

b)
if the session is an early dialog on originating side send a SIP 404 (Not Found) response on the source access leg; and

c)
if the session is an early dialog on terminating side send a SIP CANCEL request on the source access leg; and

NOTE 1:
The SC UE will receive the SIP request or response only if the SC UE is using Gm after the PS-CS access transfer is completed.

NOTE 2:
Delaying the SIP request or response as described above allows an ICS UE to add Gm control if needed and an SC UE to reuse the PS dialog in case of SRVCC cancellation.

2)
for each session in the transferable session set for which the speech media component, or the speech media and video media component in case of vSRVCC, was not transferred:

a)
if the speech media component or the speech media and video media components is the only media component(s) of the session, release remote leg and source access leg; and

b)
if the speech media component or the speech media and video media components are not the only media components of the session, modify the remote leg and source access leg and remove the media component(s).

NOTE 3:
In case of a SIP INVITE request due to STN-SR, video media components are not removed or causing release of the remote leg.
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